CONCRETE STAIRS WITH 25mm

WIDE COLOURED NOSING
(BLUE). REFER TO STRUCTURAL
DRAWINGS

YELLOW DETECTABLE PANELS

(12"x12") FACTORY CUT TO FIT
CURVE SET IN CONCRETE

=STRUCTURAL DRAWINGS
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CONCRETE COVER WITH BANDS TO
MATCH PAVING PATTERN. REFER TO

FREE STANDING HANDRAILS
MOUNTED TO CONCRETE. BASE
PLATE FOR LOWER SUPPORT TO GUARDRAIL WITH HANDRAIL

BE MOUNTED BELOW PAVERS

>< CANOPY BY OTHER
INTENSE BLUE UNIT PAVER

IN CONCRETE PAVING

CONCRETE WALL, REFER

TO STRUCTURAL DRAWINGS
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INTENSE BLUE HOLLAND

PAVERS IN BLOCK OUT. GROUT
PAVERS IN PLACE ADJACENT TO
CONCRETE COVER”
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YELLOW DETECTABLE PANELS
(2-2' X 4") FACTORY CUT TO FIT
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PLANTER WALL. REFER TO STRUCTURAL EB e
DRAWINGS 7
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PRECAST CONCRETE WALL / CURB SECTION
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TO MATCH PLANTER WALL BOLTED TO
CONCRETE COVER. REFER TO STRUCTURAL

DRAWINGS
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INTENSE BLUE UNIT PAVER IN
CONCRETE PAVING
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YELLOW DETECTABLE PANEL (2' X 4") IN
CONCRETE SIDEWALK

N
SIGN BY OTHERS N.I.C.

S/

HANDRAIL MOUNTED TO
PLANTER WALL

CONCRETE STAIRS WITH 25mm
WIDE COLOURED NOSING
(BLUE). REFER TO STRUCTURAL
DRAWINGS

YELLOW DETECTABLE PANELS
(2' X 8") FACTORY CUT TO FIT

WEST SIDE UPPER PLAZA /1

SCALE 1:50

EAST SIDE UPPER PLAZA /2
SCALE 1:50 3/

EAST SIDE LOWER PLAZA

SCALE 1:50

TO WALL

WIDE COLOURED NOSING
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INTENSE BLUE UNIT PAVER IN
CONCRETE SIDEWALK
SIGN AND BASE BY OTHERS (N.I.C.) /‘

r—— HANDRAIL SURFACE MOUNTED

CONCRETE STAIRS WITH 25mm

(BLUE). REFER TO STRUCTURAL
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SUPPLY AND INSTALL BENCH WITH
BACK AS PER SPECIFICATIONS

DRAWINGS 2>
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OVERHEAD LIGHTING AS PER
ELECTRICAL DRAWINGS. BLOCK OUT ———
AREA IN PAVERS FOR BASE (TYP) !

YELLOW DETECTABLE PANELS (24"x24")
FACTORY CUT TO FIT CURVE SET IN

CONCRETE

FRENCH DRAIN WITH COVER

INTENSE BLUE UNIT PAVER IN
CONCRETE PAVING

L= —

—r
0 =

/
/

0

lllllllllllllllllll

-

U777

OVERHEAD LIGHTING AS PER
ELECTRICAL DRAWING
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PAVING PATTERN DETAIL MID PLAZA /2

SITE FURNITURE LAYOUT MID PLAZA
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