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PRECAST CONCRETE MEDIAN

45C

45C

C5-S1130C-T

1. CONCRETE MINIMUM COMPRESSIVE STRENGTH AT 28 DAYS - 35 MPa.

2. ALL REINFORCING STEEL SHALL BE  DEFORMED STEEL BARS CONFORMING TO
CSA G30.18, GRADE 400W.

3. REBAR WELDING SHALL CONFORM TO CSA W186.

4. ALL REINFORCING STEEL SHALL BE HOT DIPPED GALVANIZED.

5. STRUCTURAL STEEL PLATE SHALL CONFORM TO CSA G40.21M, GRADE 300W.

6. HOLLOW STRUCTURAL SECTIONS SHALL CONFORM TO CSA G40.21, GRADE 350W.

7. STRUCTURAL STEEL WELDING SHALL CONFORM TO CSA W47.1 AND W59.

8. FASTENING BOLTS SHALL BE ASTM A325 HOT DIPPED GALVANZIED.

9. ANCHORAGE ASSEMBLY FOR RAILINGS SHALL BE STAINLESS STEEL TYPICAL
TYPE 316.

10. HOT-DIP GALVANIZING SHALL BE IN ACCORDANCE WITH CSA G164 TO A MINIMUM
NET RETENTION OF 600 g/m²

FABRICATION NOTES:

1. THE CONTRACTOR SHALL ALLOW FOR SMALL VARIATIONS IN THE ERECTED
LENGTH OF THE MEDIAN WHEN LOCATING HOLES FOR THE BARRIER
ANCHORAGE.

2. ANTICIPATED SEQUENCE OF INSTALLATION FOR MEDIAN UNITS:

a. LOCATE AND DRILL HOLES  (AS APPROVED BY THE CONTRACT ADMINISTRATOR)
FOR ANCHOR BOLTS.

b. APPLY TWO LAYERS OF GRACE BITUTHENE 5000 WATERPROOFING MEMBRANE
PRIOR TO THE INSTALLATION OF PRECAST CONCRETE MEDIAN BARRIER.

c. INSTALLATION OF THE BITUTHENE MEMBRANE SHALL BE BASED ON THE
MANUFACTURER'S RECOMMENDED INSTALLATION.

d. PLACE ANCHOR DROP IN ASSEMBLIES INTO THE 
PRE-DRILLED HOLES IN THE CONCRETE SLAB/OVERLAY.

e. TIGHTEN FASTENING ON BOLTS FOR "SNUG" BEARING AND INSTALL COVER
PLATES c/w GASKET OR SEALANT.

f. INSTALL EMSEAL JOINT FILLER.

INSTALLATION NOTES:
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RADIUS = 250mm,
TYP. BOTH WEST AND EAST END PANELS
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(TYPICAL MEDIAN REINFORCEMENT)

RAILING ANCHORAGE &
PIPE SLEEVES

REINFORCEMENT TO FLARE AS REQUIRED
FOR SKEWED PANELS AT EAST END
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EXPANSION JOINT ARMOURING BELOW


