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Attache Park Playground
Multi-Flo & Sod Details

9L-9

SIDE OUTLET

COUPLING

END OUTLET

MODULAR COUPLER

   OR PLUG

TAPE ALL JOINTS W/ 2"-10 MIL HDPE TAPE
TO SEAL FABRIC TO FITTING

END CAP

DISCHARGE PIPE

CONTINUOUS ROLL
MULTI FLOW TUBING
(CUT LENGTH AS REQ'D)

INSPECTION/FLUSH

PERMISSIBLE FOR FABRIC
SEAM TO BE UP OR DOWN

CUT FLANGE MATERIAL FROM SIDE
OUTLET TO ACCOMODATE DESIRED
PIPE SIZE

(DESIRED SIZE)

CUT FLANGE MATERIAL
FROM END OUTLET TO
ACCOMODATE DESIRED
PIPE SIZE

INSTALL FILTER FABRIC & TAPE
W/ 2"-10 MIL HDPE TAPE TO
MAKE CONNECTION EARTH TIGHT

INSTALL MIN 3 STAINLESS SCREWS
PRIOR TO FABRIC OR TAPE OVER JOINT

Multi-Flo Connection Details
Scale: 1:5

 
 

Multi- Flo Details
Scale: 1:5
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Multi-Flow Trench Under Play (safety) Surfacing
Scale: 1:10

 
 

Varies 50 mm min.

Backfill trench with Coarse Sand as
per Spec.

Full Depth of Safety Surfacing

0.1

Top of Safety Surface

 

Mud Grade

 

Drainage layer as per safety surface
manufacturers recommendation

Safety Surfacing

Slope mud grade to ensure positive
drainage into trench

Multi-flo Trench under Play Surface
Scale: 1:10
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Edge peices of 
sod to be running 
long length 
paralled to edge 
of sodded area

No Small Peices at Joints

Inside peices to be 
placed with staggerd 
joints

Note:
Sod placed on slope to be placed with long 
edge running across the slope (not down the 
slope) 
For slopes greater than 1:5 sod on slopes is to 
be pegged.

Sod Pattern
Scale: 1:50

 
 

Sod Pattern
Scale: 1:50
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Crusher Fines Paving
Scale: 1:10

 
 

0.
04

0.
06

0.
16

Compacted 20 mm ø  down Limestone

40 mm down crushed limestone

Geotextile, turn up sides at
edge

5 to 10 mm Crusher Fines Limestone

Crusher Fines Ramp and Edge
Scale: 1:10
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Ramp Edge - see
play curb details

Sod / Seed Detail
Scale: 1:10
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5
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1

Mineral Sod or Seed as noted on Plan

Soil base portion of mineral sod OR
Additional seed bed soil for seeding

 Topsoil as per specification

Sod Detail
Scale: 1:10
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