
400mm (16") dia. Natural Log Edging
(to be Debarked and Debranched)

150mm (6") Depth River Wash Stone

Granite Boulders - Black and 
Red-Brown Colours
-Boulders to be Placed Randomly
-Boulder Size to Range from 300mm - 
500mm (12"-20") dia.

12.7mm dia. Rebar Dowell
1400mm Long @ 600mm O.C.

Prepared SubGrade

Existing SubGrade

Play Sand
- 270mm (10.75") Depth at Most

Shallow Point
- 390mm (15.5") Depth at Deepest PointShurb / Perennial Bed

as per SCD-501R

Soil & Sod

Site Section  'C' - Sand Play Area
SCALE - 1:50

Site Section  'D' - Sand Play Area
SCALE - 1:50

200mm (8") Depth Engineered
Wood Fibre Surfacing

400mm (16") dia. Natural Log Edging
(to be Debarked and Debranched)

Granular Path as per SCD-645R

12.7mm dia. Rebar Dowell
1400mm Long @ 600mm O.C.

Multi-Flow Drainage Piping
(to be installed as per

manufacturer's instructions)

Play Sand
- 270mm (10.75") Depth 
at Most Shallow Point
- 390mm (15.5") Depth 
at Deepest Point

Granite Boulders - 
Black and Red-Brown 
Colours
-Boulders to be Placed 
Randomly
-Boulder Size to Range 
from 300mm - 500mm (12"-20") dia.

150mm (6") Depth 
River Wash Stone

Prepared SubGrade

Existing SubGrade

0.15

0.
33

0.15

0.15

Non-Woven
Geotextile Filter

Cloth as per
Manufacturer's
Specifications

Non-Woven Geotextile Filter Cloth

Drainage layer
(3" granular for

Zeagar Wood
Carpet or

drainage strips
for Fibar)
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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B.22-G5Sand Play Details
SITE ADDRESS 185 YOUNG STREET

DATEMANAGER,
PARK AND OPEN SPACES Nature Grounds Development

BID OPPORTUNITY NO.

Subsurface Drainage Under Sand Play 
SCALE - 1:25

Min. Slope 1%

Min.50mm (2") Very 
Coarse Sand on
Top & Sides of
Multi-Flow.
25mm (1") Grading
Coarse on
Bottom

Play Sand
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