
GENERAL NOTES
1. CONTRACTOR TO CONFIRM ALL EXISTING

CONDITIONS, DIMENSIONS AND MATERIALS ON
SITE AND REPORT ANY DISCREPANCIES TO THE
CONTRACT ADMINISTRATOR PRIOR TO
CONSTRUCTION.

2. LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT
ALL EXISTING UTILITIES ARE SHOWN OR THAT
THE GIVEN LOCATIONS ARE EXACT.
CONFIRMATION OF EXISTENCE AND EXACT
LOCATION OF ALL SERVICES MUST BE OBTAINED
BY THE CONTRACTOR FROM THE INDIVIDUAL
UTILITIES BEFORE PROCEEDING WITH
CONSTRUCTION.

3. CONSTRUCTION ACCESS TO BE LIMITED TO THE
ROUTES SPECIFIED ON SITE BY CONTRACT
ADMINISTRATOR.

4. ALL EXISTING TREES, SHRUBS, SIDEWALKS,
CURBS, SOD, UTILITIES AND PAVING TO BE
PROTECTED (UNLESS OTHERWISE NOTED)
DURING CONSTRUCTION TO CITY OF WINNIPEG
STANDARDS.  CONTRACTOR TO MAKE GOOD ALL
DAMAGED AREA DURING CONSTRUCTION BOTH
ON AND OFF SITE TO CITY OF WINNIPEG
STANDARDS AT THE CONTRACTORS COST.

5. EXISTING GRADE TO BE MAINTAINED AT ALL
PROPERTY LINES AND CITY SIDEWALKS AND
WITHIN 3m OF TREES.  ENSURE POSITIVE
DRAINAGE IN ALL AREAS.

6. ALL NOTES IN GREY INDICATE WORK TO BE
COMPLETED BY OTHERS UNDER SEPARATE
CONTRACT.

7. LAYOUT TO BE APPROVED BY CONTRACT
ADMINISTRATOR PRIOR TO ANY CONSTRUCTION
OR REMOVAL.

8. PLAY EQUIPMENT SHALL BE INSTALLED IN THE
PLAY AREA AS SHOWN ON DRAWING.  ALL PLAY
EQUIPMENT AND THEIR SAFETY ZONES MUST
FIT INTO THE PROPOSED PLAY PLAY AREA AS
SHOWN ON THE DRAWING.  PLAY CONTRACTOR
MUST ENSURE THAT LAYOUT AND EXTENT OF
PROTECTIVE SURFACING COMPLY WITH CSA
STANDARDS.

9. PLAY AREA TO BE EXCAVATED BY SITE WORKS
CONTRACTOR, SITE WORKS CONTRACTOR TO
ENSURE SUBGRADE GRADE TO DRAIN (MIN. 1%)
PRIOR TO INSTALLATION OF PLAY SURFACE.

10. REFER ALSO TO WRITTEN SPECIFICATIONS.

LEGEND
PROPERTY LINE

LIMITS OF WORK

CONSTRUCTION
ACCESS LOCATION

EXISTING CHAIN
LINK FENCE

SAFETY SAND

WOOD FIBRE

0 25m1 5 152

PROPOSED 1.5m WIDE ACCESS GATE
CUT EXISTING CHAIN LINK, SUPPLY AND
INSTALL TWO NEW ENDPOSTS C/W
CONCRETE FOUNDATIONS AS PER CW 3550. N.I.C.

SUPPLY AND INSTALL CHAIN LINK
BAFFLE GATE AS PER CW 3550.
HEIGHT TO MATCH EXISTING FENCE. N.I.C.

CONTINUOUS 1.5m WIDTH
LARGE BOULDER RIP-RAP
ALONG PARKING CURB
N.I.C.

PROPOSED TREES N.I.C

SUPPLY AND INSTALL HEAVY DUTY
PLAY STRUCTURE FOR 5-12 YEAR
OLDS, INDEPENDENT PLAY COMPONENTS
FOR 2-12 YEAR OLDS AND WOOD FIBRE
SAFETY SURFACING

SUPPLY AND INSTALL 2 BAY, 2.4m HEIGHT, SINGLE POST
SWINGS C/W 2 BELT SEATS AND 2 ENCLOSED INFANT
SEATS AND PLAYGROUND SAFETY SAND SURFACING

SUPPLY AND INSTALL CONTINUOUS
1.5m WIDE CONCRETE SIDEWALK AROUND PLAY AREA
AS PER CW 3325-R3 (BY OTHERS) NIC

EXISTING MAILBOX
TO BE PROTECTED
DURING CONSTRUCTION
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PLAY AREA A

SKATEPARK DEVELOPMENT
BY OTHERS
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SUPPLY AND INSTALL 2-1.83m
COMPOSITE TACHE BENCHES (SCD
139-R0) AND SEATING NODES (BY OTHERS) NIC

FUTURE MAIN
STREET
ENTRY
N.I.C.

2.0m WIDE SLOPED CONCRETE
SIDEWALK TO PLAY AREA  A (BY
OTHERS) NIC

START OF 5% SLOPE ON
PATHWAY

END OF 5% SLOPE WALKWAY

SUPPLY AND INSTALL 8 NORLIN
LINDEN (N.I.C.)
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NEW CONCRETE
SIDEWALK TO START
AT CORNER OF
EXISTING PAVING (NIC)

2.0m WIDE CONCRETE
SIDEWALK (BY OTHERS) NIC

REPLACE EXST TURF WITH NEW
TOPSOIL & SOD AS PER CW 3510 &
3540 (BY OTHERS) NIC

POTENTIALCONCRETE SIDEWALK
ACCESS TO SKATEPARK - TBD
WHEN SKATEPARK DESIGN
FINALIZED (NIC)

SUPPLY AND INSTALL
TOPSOIL & SEED AS
PER CW 3520 & 3540
(BY OTHERS) NIC

Tc Tc

TcTc

Tc Tc

TcTc

An

An

Ag

Ag

Ag

Ud

Ud

Ud

Ud

Ud

Ud Ud

Ag

An

Ud

Ud

UdUd

SUPPLY & INSTALL 2
DISCOVERY ELM
(BY OTHERS) NIC

SUPPLY AND INSTALL 1 MULTI-
STEM MANITOBA MAPLE
(BY OTHERS) NIC

2.4M WIDE CRUSHED
GRANULAR PATH AS
PER CW 3110 - R10
(BY OTHERS) NIC

SUPPLY & INSTALL ACCESSIBLE
PICNIC TABLE (DUMOR
RECYCLED PLASTIC) & SEATING
NODE (BY OTHERS) NIC

SUPPLY AND INSTALL 2 MULTI-
STEM MANITOBA MAPLE

SUPPLY & INSTALL ACCESSIBLE
PICNIC TABLE (DUMOR
RECYCLED PLASTIC) & SEATING
NODE (BY OTHERS) NIC

SUPPLY AND INSTALL 1
DISCOVERY ELM (BY
OTHERS) NIC

SUPPLY & INSTALL 1
DISCOVERY ELM
(BY OTHERS) NIC

SUPPLY AND INSTALL 2
DISCOVERY ELM
(BY OTHERS) NIC

SUPPLY AND INSTALL 2
AMUR MAPLE (CLUMP)
(BY OTHERS) NIC

SUPPLY AND INSTALL
2 DISCOVERY ELM
(BY OTHERS) NIC

SUPPLY & INSTALL 2 DISCOVERY ELM
(BY OTHERS) NIC

SUPPLY AND INSTALL
1 DISCOVERY ELM
(BY OTHERS) NIC

SUPPLY & INSTALL 2
CLUMP AMUR MAPLE (BY OTHERS) NIC

PROPOSED CONTOURS.  ROUGH
GRADING BY OTHERS.  NIC

PROPOSED GRANULAR
PATH CONNECTION (BY OTHERS) NIC

SUPPLY AND INSTALL 150mm WIDE FLUSH CONCRETE
CURBING AS PER CW 3310-R14 (BY OTHERS) NIC

SUPPLY AND INSTALL 4
MULTI-STEM MANITOBA MAPLE
(BY OTHERS) NIC

MULTI-FLOW SUBSURFACE DRAINAGE
PIPES (BY OTHERS) NIC

SAFETY SAND
TOP OF SAND SURFACE TO BE NO
MORE THAN 12.5mm BELOW TOP
OF CURB

150 X 200mm CONCRETE CURB EDGING
WITH 1 CONTINUOUS 10M REBAR

COMPACTED SUBGRADE

SOD EDGE GRADE TO MATCH TOP OF
CONCRETE EDGING. ENSURE POSITIVE DRAINAGE AWAY
FROM PLAY AREA (SOD - MIN 1%, MAX 5%)

GEOTEXTILE FABRIC TO BE PLACED
BETWEEN LIMESTONE BASE
AND COMPACTED SUBGRADE.  EXTEND
FABRIC AROUND LIMESTONE BASE AND
UNDER CONCRETE CURB

150mm DEPTH x 450mm CRUSHED
GRANULAR BASE

SLOPE TO DRAIN
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NOTE:
PLAY AREA SUBGRADE TO
BE SLOPED FROM HIGH
POINT TO LOW POINT BY
OTHERS.

WOOD FIBRE DRAINAGE
SYSTEM. TOP OF SAFETY
SURFACE TO BE NO MORE
THAN 12.5mm BELOW TOP
OF CURB

COMPACTED SUBGRADE

1.5m WIDE CONCRETE WALKWAY
AS PER CW 3325-R3
GRADE TO MATCH TOP OF
CONCRETE EDGING. ENSURE
POSITIVE DRAINAGE AWAY FROM
PLAY AREA (MIN 1%, MAX 5%)

GEOTEXTILE FABRIC TO BE PLACED
BETWEEN LIMESTONE BASE
AND WOOD FIBRE.  EXTEND FABRIC
AROUND LIMESTONE BASE AND UNDER
CONCRETE WALKWAY

150mm DEPTH CRUSHED
GRANULAR BASE

1.0% SLOPE
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DRAINAGE SYSTEM
DEPTH AS PER
MANUFACTURER'S
DETAILS

NOTE:
PLAY AREA SUBGRADE TO
BE SLOPED FROM HIGH
POINT TO LOW POINT BY
OTHERS.  MULTI-FLOW
SUBSURFACE DRAINAGE
SYSTEM TO BE INSTALLED
BY OTHERS.

WOOD FIBRE
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CITY OF WINNIPEG
 

RED RIVER COMMUNITY CENTRE
SUPPLY & INSTALLATION
OF PLAY EQUIPMENT

RED RIVER COMMUNITY CENTRE
PROPOSED  PLAY EQUIPMENT
LAYOUT & DETAILS

AS SHOWNJW JW/MBP

JW XXX 9019 PE-L1

2010/02/23PE-L1
1

1 : 200

PLAY EQUIPMENT AREA LAYOUT

PE-L1
2

1 : 20

SAFETY SAND SURFACING DETAIL

PE-L1
3

1 : 200

WOOD FIBRE SAFETY SURFACING DETAIL

FOR PRICING ONLY
NOT FOR

CONSTRUCTION

2010 / 02 / 23 ISSUED FOR TENDER JW


