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Post Cap

Post Band

Tension 
Bar 5x19 
mm.

Rail End

Fabric Clip 9 guage alum.
alloy 450 mm o.c.

76 mm Brace at all
corners, ends and

intersections.

6 ga. Bottom Tension Wire  
Ties at max. 450mm o.c.

Top Rail 43 mm o.d. Gal. Pipe min. 
6700 mm in length

Top Rail Sleeve Coupling

9 ga. 50 mm x 50 mm gal.
steel diamond pattern mesh

(Black Vinyl coated)

9 ga. alllum. alloy tie 
380 mm o.c. max.

Line Post 60.3 mm o.d. 
Galv. Pipe
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Posts to be placed by direct push
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1.2 m ht. Chain Link Fence
Scale: 1:20
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All Wire Fabric Shall Be Black Vinyl Coated.  

Fence Hardware Shall Be Galvanized And Painted Black. 

Fabric Shall Be Installed On The Outside..  If In Doubt 
Confirm Witu Contract Admin. Prior To Installation

Chain Link Fence Detail
Scale: 1:20
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Guage of mesh to be without vinyl

Sod / Seed Detail
Scale: 1:10
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Mineral Sod or Seed as noted on Plan

Soil base portion of mineral sod OR
Additional seed bed soil for seeding

 Topsoil as per specification

Sod Detail
Scale: 1:10
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Edge peices of 
sod to be running 
long length 
paralled to edge 
of sodded area

No Small Peices at Joints

Inside peices to be 
placed with staggerd 
joints

Note:
Sod placed on slope to be placed with long 
edge running across the slope (not down the 
slope) 
For slopes greater than 1:5 sod on slopes is to 
be pegged.

Sod Pattern
Scale: 1:50

 
 

Sod Pattern
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