
150 x 150 ARBOUR POSTS CLAD 
WITH WOOD.  SEE DTL. 3-L3

39mm X 250mm RAFTERS @ 
MAX. 300 MM O.C.
SEE DTL. 5-L3

2400

18
00

300

39mm X 250mm BEAMS.
SEE DTL. 4-L3

60
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0

150 x 150 FENCE POST, 1500 MM HT. 
ABOVE GRADE.  LOCATE ALONG 
CHAIN LINK FENCE SIDE OF PARK.

35
60

WOOD ARBOUR PLAN
Scale: 1:50
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TERMINAL CHAIN LINK 
FENCE POST LOCATION

39 x 70 TOP SPACER BOARD TO RUN FULL LENGHT OF 
RAFTERS (SHOWN PART WAY).  NAIL TO RAFTERS 
WITH 2- 50 MM LONG GALVANIZED NAILS PER RAFTER 
CONNECTION

NOTE:  ALL DIMENSIONS ARE 
TO 150 x 150 POST AND NOT 
OUTSIDE OF CLADDING

BROKEN LINE INDICATES SNAP EDGE PAVER 
RETAINER.  SECURE WITH 250mm LONG SPIKES @ 
400mm O.C.

1800

INSTALL SOLDIER COURSE ALONG ALL 
OUTSIDE EDGES, PERPENDICULAR TO PATH 
EDGE, ALONG ALL INTERLOCKING PAVED 
AREAS.

INSTALL MAIN WALKWAY AREA 
IN HERRINGBONE PATTERN, C/W 
POLYMERIC SAND INFILL

WALK WIDTH VARIES - MIN. 1800 WIDE.  
GRANULAR BASE TO EXTEND MIN. 150 MM 
WIDER ON EACH SIDE OF WALK EDGE

SLOPE TO FOLLOW NEW GRADE  
(DO NOT INSTALL CROSS-SLOPE 
ON WALK)

PLAN VIEW - INTERLOCKING PAVING PATTERN
Scale: 1:50
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NOTE:  ALL INTERLOCKING PAVING IS TO 
BE BARKMAN HOLLAND PAVERS, 80 MM 
THICKNESS, "OLD TOWN" COLOUR.  
POLYMERIC SAND SHALL BE TECHNISEAL 
RG "PRAIRIE GREY" COLOUR

CUT HERRINGBONE 
PAVERS ALONG 
SOLIDER COURSE

INTERLOCKING 
PAVED WALK

SODDING 
REPAIRS

600 1800 600

NOTE:  SODDING REPAIRS MAY NEED TO BE WIDER AS 
A RESULT OF THE CONSTRUCTION ACCESS ROUTE.  
CONTRACTOR TO REPAIR AS REQUIRED AT THEIR OWN 
COST BEYOND DIMENSIONS SHOWN.  

FLAT WALKWAY SECTION
Scale: 1:50
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INTERLOCKING 
PAVED WALK

SUNKEN WALKWAY SECTION WITH MAX. SLOPE
Scale: 1:50
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1800

BROKEN LINE INDICATES 
EXISITNG GRADE WHICH VARIES

MAX. 3:1 SLOPE3:1

ASPHALT  PAVED WALK

 WALKWAY SECTION BUILT ON SLOPED LANDS
Scale: 1:50

13
L3

1800

BROKEN LINE INDICATES 
EXISITNG GRADE WHICH VARIES

MAX. 3:1 SLOPE

3:1

600

INSTALL 600 MM WIDE 
SHOULDER ON ALL DOWNSLOPE 
EMBANKMENTS

ASPHALT  PAVED WALK

ASPHALT WALKWAY SECTION 
Scale: 1:50

15
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1800

BROKEN LINE INDICATES 
EXISITNG GRADE WHICH VARIES

MAX. 3:1 SLOPE

3:1

600

INSTALL 600 MM WIDE 
SHOULDER ON ALL DOWNSLOPE 
EMBANKMENTS

300

30
0

50

NOTE:  EMBANKMENT BY ASPHALT WALK VARIES CONSIDERABLY ALONG ITS 
LOCATION.  EXISTING GRADE IS SCHEMATIC ONLY.

50 MM THICK ASPHALT PAVEMENT

300 MM THICK 19MM DIA. CRUSHED LIMESTONE DOWN 
COMPACTED TO 98% STANDARD PROCTOR DENSITY

BROKEN LINE INDICATES GEOTEXTILE FABRIC, MIN. 
600 MM OVERLAP @ SEAMS

COMPACTED SUB-BASE TO 98% 
STANDARD PROCTOR DENSITY

INSTALL 3 METRE WIDE 
VEHICLE GATE 

OVERHEAD WOOD ARBOUR. 
SEE DTL. 2-L3.  LEAVE 4000 MM 
OPENING BETWEEN CHAIN 
LINK FENCE POSTS. 

HEAVY RED LINE INDICATES 
LOCATION OF 1200 MM (4') HT. 
CHAIN LINK FENCE, TO BE FIELD 
LOCATED.  SEE DTL. 14-L3

VIEWING PLAZA

FISHING PLATFORM/
CANOE LAUNCH

PARKING LOT

NEW PAVED 
WALKWAY OVERHEAD WOOD 

ARBOUR. SEE DTL. 2-L3 

1800 WIDE NEW GRAVEL WALKWAY.  225 MM DEPTH 
GRANULAR PAVING.  TO BE FIELD LOCATED.  
INSTALL WALK WITHOUT CROSS SLOPE AND GRADE 
LEVEL.  CURRENTLY LAND IS SLOPED.  INSTALL 
1200 MM WIDTH OF NEW SOD, ON EACH SIDE OF THE 
WALK , TO TAPER TO EXISTING GRADE. RELOCATE 
ONE SECTION OF EXISTING CHAIN TO SUIT NEW 
OPENING. INSPECT EXISTING SITE PRIOR TO 
SUBMITTING A BID.  SEE DTL. 10-L3.

OFF LEASH DOG RUN AREA

SCHEMATIC LOCATION OF NEW CHAIN LINK FENCE ARE ARBOUR LOCATIONS
Scale: N.T.S.
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39mm X 189mm TIMBER 
CLADDING

39mm X 250mm BEAMS

RUSTPROOF 9.5mm DIA. CARRIAGE BOLTS 
COUNTERSUNK AND PLUGGED WITH 25mm 
DOWEL PROTRUDING 6mm

39mm X 250mm RAFTER

RAFTER END DETAIL/SECTION
Scale: 1:10
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150mm X 150mm P.T. POST

85

75
10

0

25
0

75

R 100

40 100 75

300

25
0

CL

225

19 x 70 TOP BOARD

39mm X 189mm TIMBER 
CLADDING

39mm X 239mm BEAMS

RUSTPROOF 9.5mm DIA. CARRIAGE BOLTS 
COUNTERSUNK AND PLUGGED WITH 25mm 
DOWEL PROTRUDING 6mm

RAFTER TOE NAIL TO BEAMS WITH 89mm GALVANIZED 
NAILS - 2 NAILS PER RAFTER/BEAM CONNECTION 
(ALTERNATE - 2 - 75 MM LONG SCREWS)

BEAM END DETAIL/SECTION
Scale: 1:10
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150mm X 150mm P.T. POST

+/- 300 OC

75
75

189

150mm X 150mm P.T. POST BEYOND (DASHED)
SAW CUT  TOP FOR WATERSHED

75
10

0
75

R 100

37.5 100 75

25
0

300

19mm X 70mm TOP BOARD
45 DEGREE MITRE END   

ARBOUR POST DETAIL
Scale: 1:10
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39mm X 189mm BEAMS 
ABOVE (DASHED)

19mm X 139mm TIMBER 
CLADDING 

150mm X 150mm 
P.T. POST

39mm X 189mm 
TIMBER CLADDING

CL

5

L3300

80 MM THICK INTERLOCKING PAVERS, C/W  
TECHNISEAL RG POLYMERIC SAND INFILL.  
SAND TO BE "PRAIRIE GREY" COLOUR

12 MM DEPTH OF 6 MM DIA. CRUHSED LIMESTONE 
DOWN LEVELLING BASE

19 MM DIA. CRUSHED LIMESTONE DOWN 
BASE COURSE MATERIAL, COMPACTED TO 
98% STANDARD PROCTOR DENSITY.  
EXTEND MINIMUM 150mm PAST EDGE OF 
INT. PAVING STONES FOR SECURING SNAP 
EDGE RETAINER.

COMPACT SUB-GRADE T0 98% 
STANDARD PROCTOR DENSITY

75

SNAP EDGE RETAINER, WITH 250 mm LONG 
STAKES @ 500mm O.C.

SOD AND 75mm DEPTH TOPSOIL.  
WIDTH OF REPAIRS VARIES

SPIKE

EXISTING SOD

 Min. 150

TYPICAL INTERLOCKING PAVING EDGE SECTION BY GRASS
Scale: 1:10
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BROKEN LINE INDICATES GEOTEXTILE 
FABRIC INSTALLED OVER SUB GRADE.  
OVERLAP SEAMS 600 MM.

TOPSOIL & SOD REPAIRS AS 
NECESSARY.  SEE DRAWING 1-L1

1800

6mm DIA. COMPACTED LIMESTONE DOWN
19 mm DIA. CRUSHED LIMESTONE DOWN, COMPACTED 
TO 98% STANDARD PROCTOR DENSITY

COMPACTED SUB-GRADE TO 98% STANDARD 
PROCTOR DENSITY

1 %  SLOPE IN DIRECTION OF 
DRAINAGE

SLOPE NEW SOD DOWN AT MAX. 3:1 SLOPE TO MEET 
EXISTING GRADE ELEVATIONS

GRANULAR WALK - SCHEMATIC SECTION
Scale: 1:20
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20
0 25

FENCE POST

FINISH GRADE

12
00

EXISTING SOIL/GRADE 
MATERIAL

10
0

600

CHAIN LINK MESH 
TO BE BURIED 100 
MM BELOW GRADE

100 MM DEPTH OF 19MM 
CRUSHED LIMESTONE DOWN,  
PLATE COMPACTED

EXISTING GRASS

CHAIN LINK FENCE SECTION
Scale: 1:20
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10
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24
00

25
0

25
0

225

400

150

15
00

FINISH GRADE

ENTRANCE SIDE OF ARBOUR ELEVATION
Scale: 1:25
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410 410

2770

75

RAFTER END, 
SEE DTL. 5-L3

3

L3

25
0

300 OC

24
00

15
00

400

19mm X 70mm TOP BOARD OVER EACH POST LINE.  NAIL TO 
RAFTERS WITH 2 - 50mm LONG GALVANIZED NAILS.  MITRE 
ENDS 45 DEGREES.

BEAM END, 
SEE DTL. 4-L3

19mm DIA. COMPACTED CRUSHED 
LIMSESTONE DOWN.

TIMBER CLAD 150mm X 150mm POST. 
SEE DTL. 3-L3

189

150

ATTACH BEAM WITH 9.5mm X 89mm LONG 
RUSTPROOF CARRAIGE BOLTS COUNTERSUNK 
AND PLUG WITH DOWEL. 25mm DIA. DOWEL 
PLUGS PROTRUDING 6mm, 

FINISH GRADE

39mm X 250mm BEAMS

75

1800

15
00

12
00

600
600

150 x 150 P.T. POST SET MIN. 120OMM BELOW 
GRADE IN 300 MM DIA. HOLE BACKFILL 
WITH CRUSHED LIMESTONE.
CUT TOP OF POST ON 45 DEGREE ANGLE, 
PEAKING AT MIDDLE.  POSTS TO BE 
LOCATED TOWARDS ENTRANCE TO PARK 
OR OFF LEASH DOG FENCE

BROKEN LINE INDICATES 
SIGNAGE BY OTHERS

75

2400

300 300

INTERLOCKING PAVING C/W 
SNAP EDGE, AT EAST PARKING 
LOT AREA ONLY.

SIDE ELEVATION OF ARBOUR
Scale: 1:25
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BROKEN LINE INDICATES 
SIGNAGE BY OTHERS
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