
NOTE:

LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON 

THE BEST INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT 

ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS ARE 

EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL 

SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE 

PROCEEDING WITH CONSTRUCTION.
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NORBERRY-GLENLEE C.C.
SITE REDEVELOPMENT

WINNIPEG, MANITOBA

50mm Depth Coarse Sand
w. min. particle size of 2mm

Grade As Shown on Grading Plan
Topsoil and Sod

200

Sod directly over
coarse sand.

Geotextile Fabric

100mm Perforated
 BIG "O" Drain System 
Place pipe in centre of trench.
Bottom of trench elevation varies
as shown on Grading Plan.
Min. longitudinal slope of pipe .5%

450

Trench to be Filled
With 6mm Clean StoneDispose of all

trenched material
off site.

BIG "O" TRENCH DETAIL

NTS

7
L4

50mm Depth Coarse Sand
w. min. particle size of 2mm

150mm Multi-Flow Drain System 
c/w End caps and all Connectors.
Place tile in centre of trench.
Bottom of trench elevation
as shown on Grading Plan.
Min. longitudinal slope of drain pipe
to be .5%.

Grade As Shown on Grading Plan
Topsoil and Sod

Varies

Dispose of all
trenched material
off site.

Sod directly over
coarse sand.

Geotextile Fabric

Trench to be Filled
With 6mm Clean Stone

100

450

MULTIFLOW TRENCH

NTS

3
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BOLLARD DETAIL

1:20
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1800

900

900

180-230mm DIA. x 1800mm
PT-ACQ Green Wood Bollard

Subgrade

Note:
-PT-ACQ Green Treated Bollard, Free of Bark, Solid Core, Air Dried.

-Install Using Direct Burial Technique. Damage to Top of Bollard is Not Permitted.

-Bollards are to Follow the Natural Contour of the Land Except for Small Undulations 
Which Would Tend to Reduce the Aesthetic Appearance of the Finished Product.

1.83

1.83

1.83

Refer to Drawing L2 for Location of Wing Extension
Refer to Drawing 0.6-M1 for Other Wing

5.5

All Vertical Posts 
89mm OD

Post Footing
Refer to Drawing 0.6-M1

Players Box Gate Opening

43mm OD 
Cross Rails

Grade

3.05

53.5

.15

3.05

BACKSTOP WING EXTENSION

1:150
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SECTION ELEVATION

50x250 PT Board

Backstop Posts

Concrete Pile

Subgrade

50x200 PT Board
Board Elevation to be
Set On Site with Contract
Administrator

Galvanized C Clamps
Fasten around Post
to Plate - Size to suit

Gal. Plate Connectors c/w
Carriage Bolts/Washers
Size to suit At All Butt Joints
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50mm Granular

Infield Mix
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19mm Granular

Geotextile Fabric

50

150

Min. 200

Galvanized C Clamps
Fasten around Post
to Plate - Size to suit

GRANULAR AND BACKSTOP EDGING DETAIL

NTS

4
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Refer to 3/L4 for
Trench Detail

TYPICAL MULTI-FLOW INSTALLATION

NTS

2
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100mm Big "O" Pipe 

38mm DIA. 
Clean granular

250mm Standard Grate to
Match Nyloplast Catch Pit
c/w Locking Option/Screws

Compacted
Limestone Base

Exisiting Soil

150150

1%

250

1%

10
0

75

250mm DIA. Solid
NyloplastCatch Pit

.5% min

Height Varies
Refer to 
Grading 
Detail

CATCH PIT DETAIL

NTS
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Layout Pt
See Drawing L2

Home Plate
Locate with Apex of
the Plate (Back Corner)
on the Corner
of the Square.

1.83

21
.3

424
.3

8

R 3.96

Infield Mix

Layout Square - Bantam

Layout Square - Peewee

16
.46

Pitcher's Rubbers

14
.63

R 25
R 2.75

R 2.75

Pitcher's Mound
Infield Mix

Grassed Infield

R 2.75

910mm

Infield/Outfield
Grassed Line

Note: First and third base fit within 
the square but second base is located
with the centre of the bag on the point.
Place base pins at the location of the
centre of each 38cm (15") bag.

7.62

7.
62

Backstop
Refer to Drawing 0.6-M1

Infield Mix to Extend
Past Backstop 0.6m

Granular Surfacing

6.
5

Infield Mix to Extend
Past Backstop 0.6m

Backstop Edging
Refer to 4/L4

Players Box with Benches
Refer to Drawing 0.6-M1

53.5

Refer to 5/l4 for Wing Extension

BASEBALL DIAMOND LAYOUT
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