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DEMOLITION PLAN BY TENNIS COURT AND EXISTING PLAY EQUIPMENT
Scale: 1:500
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PROTECT EXISTING ALL 
EXISTING TREES

REMOVE EXISTING PLAY 
EQUIPMENT, TIMBER EDGING 
AND SAND BASE.  REPAIR SOD 
DAMAGE.

REMOVE EXISTING BENCH 
AND FILL HOLE WITH 
COMPACTED SAND

REMOVE EXISTING 
SIGN

RELOCATE EXISTING 
DEDICATION BOULDER

REMOVE ALL EXISTING WOOD 
BOLLARDS.  FILL HOLE WITH 
COMPACTED SAND

REMOVE EXISTING ASPHALT 
SIDEWALK AND GRANULAR BASE 
FOR PAVING LOCATED WEST OF 
THE TENNIS COURTS

APPROX. LOCATION OF EXISTING 
UNDERGROUND HYDRO LINE TO BE 
PROTECTED

REMOVE MOST EASTERLY TENNIS 
COURT ASPHALT PAVING AND 
GRANUALAR SUB BASE TO 300 MM 
BELOW EXISTING ASPHALT SURFACE.  
ALSO REMOVE EXISTING  TREE ROOTS 
TO 300 MM DEPTH BELOW EXISITNG 
PAVING. REPAIR ASPHALT DAMAGE 
FROM REMOVING NET POST

3.
6

REMOVE SOUTH SECTION AND EAST END 
OF EXISTING 3 METRE HEIGHT CHAIN LINK 
FENCE, INCLUDING ALL CONCRETE 
FOOTINGS.  FILL HOLES WITH COMPACTED 
SAND.  RELOCATE EXISTING SOUTHEAST 
GATE TO NEW EAST END FENCE LOCATION.

SALVAGE AND RELOCATE THIS GATE

KEEP AND PROTECT 
ENTIRE EXISTING NORTH 
CHAIN LINK FENCE

SAWCUT EDGE

PROTECT MOST 
WESTERLY 3 TENNIS 
COURTS

NOTE:  THERE IS ADDITIONAL 
DEMOLITION REQUIRED IN 
OTHER AREAS.  SEE RELATED 
SITE DRAWINGS 2-L1.

REMOVE EXISTING TENNIS NET POSTS 
INCLUDING CONCRETE FOOTINGS.  
PATCH ASPHALT FOR WEST POST 
LOCATION.  FILL HOLES WITH 
COMPACTED SAND.

R 3

R 3

NEW SITE PLAN AND IMPROVEMENTS
Scale: 1:500
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PRIVATE RESIDENTIAL PROPERTIES

EXISTING CHAIN LINK FENCE FRONTING OLD RAILWAY 
LINE BY SOCCER FIELD, TO BE REMOVED, FROM PRIVATE 
PROPERTY TO THE SOUTH TO THE NORTH LIMIT OF THE 
EXISTING TENNIS COURT FENCE.  FILL ALL HOLES WITH 
COMPACTED SAND.

NEW WOOD BOLLARDS SPACED @ 1800 MM O.C. 
AND SET 1200 MM AWAY FROM EDGE OF LANE 
PAVING. SEE DTL. 4-L1

.8 HT BERM
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BOULTON 
RETIREMENT HOME

PARKING LOT

EXISTING PARKING LOT

PARK SIGN

PROPERTY LINE

POTENTIAL FUTURE SERVICE ROAD
FUTURE CONSULTATION BY PUBLIC WORKS DEPARTMENT

RELOCATE BOULDER DEDICATION 
PLAQUE  TO THIS LOCATION
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40

NEW PARK SIGN (BY CITY) N.I.C.

NEW 7.4 METRE WIDE CONCRETE ROAD 
APPROACH TO CITY OF WINNIPEG STANDARDS

NEW GRANULAR PARKING LOT.  150 MM DEPTH OF NEW 19 MM 
DIAMETER CRUSHED LIMESTONE DOWN, OVER TOP OF 150 MM 
DEPTH OF SALVAGED RAILWAY BED GRANULAR.  PARKING LOT 
TO BE PARALLEL TO EXISTING CITY LANE.
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NEW WALKWAY 
TO MEET WITH 
CORNERS OF 
EXISTING WALKS

R 
11

.4

START NEW 2.1 METRE WIDE GRANULAR WALK 
LAYOUT GRID AT THIS POINT

INDICATES NEW WALKWAY LOCATION 
DIMENSION FROM EDGE OF EXISTING 
LANE PAVING IN METRES

WALKWAY DIMENSION GRID LINE 
FROM STREET CORNER IN METRES

START NEW 2.1 METRE WIDE GRANULAR 
WALK LAYOUT GRID AT THIS POINT

START NEW 2.1 METRE WIDE GRANULAR 
WALK LAYOUT GRID AT THIS POINT

START NEW 2.1 METRE WIDE GRANULAR 
WALK LAYOUT GRID AT FENCE CORNER

NOTE:  DOUBLE BROKEN LINE INDICATES LOCATION OF 
OLD RAILWAY LINE.  GRANULAR BED IS APPROX. 3.0 - 3.6  
METRES WIDE AND 300 - 500 MM DEPTH CONSISTING OF 
PIT RUN GRAVEL.  REMOVE EXISTING GRAVEL TO MIN. 300 
MM DEPTH, AND REINSTALL AS BASE FOR NEW PARKING 
LOT.  

2 - 400 mm x 6 METRE LONG 
HDPE CULVERTS400 mm x 10 METRE LONG 

HDPE CULVERT

NEW WALKWAY TO BE 
INSTALLED FLUSH WITH 
EXISTING GRASS FROM THIS 
POINT WESTWARD. NEW WALKWAY TO BE 

INSTALLED FLUSH WITH 
EXISTING GRASS FROM THIS 
POINT WESTWARD. 

.6 HT BERM.6 HT BERM
.8 HT BERM
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.6
.2 .4 .6

OPTIONAL BERM:  CONTRACTOR MAY BUILD BERM WITH 
MAX. 3:1 SLOPE TO USE OF SURPLUS FILL, IF ANY IN THIS 
LOCATION, SUBJECT TO PRIOR APPROVAL FROM CONTRACT 
ADMINISTRATOR.  CONTRACTOR TO SOD BERM AT NO COST 
TO THE CITY.

NOTE: MAX. BERM SLOPE IS 4:1 
PREFERRED.  HEIGHT OF BERM IS ABOVE 
CLOSEST SIDEWALK ELEVATION.

BROKEN LINE INDICATES ENLARGED BERM IF CONTRACTOR 
NEEDS TO UTILIZE MORE SURPLUS FILL ON SITE.  TYPICAL FOR 
ALL BERMS. ENLARGEMENT REQUIRES PRIOR APPROVAL 
FROM CONTRACT ADMINISTRATOR.
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INSTALL A 3.6 METRE WIDE OPENING BETWEEN WOOD 
BOLLARDS IN THIS LOCATION FOR SERVICE VEHICLES 
TO PASS THROUGH.  INSTALL CHAIN BETWEEN POSTS AS 
PER DTL. 4-L1

FOR WALK LAYOUT AND GRADING 
THIS AREA, SEE DTL. 3-L1

2%

2%

WARNING:  THERE IS A MAJOR SET OF FIBRE OPTIC CABLES 
LOCATED BETWEEN THIS BROKEN LINE AND THE OLD RAILWAY 
TRACKS.  CONTRACTOR TO CONTACT THE AUTHORITY AT TEL: 
1-877-696-8594.  NO CONSTRUCTION IS COMMENCE UNTIL THE LINES 
HAVE BEEN LOCATED AND PROTECTED.  REPORT ANY SITE 
IMPROVEMENTS CONFLICTS TO THE CONTRACT ADMINISTRATOR.

MAJOR WARNING:  BROKEN LINE INDICATES APPROX. LOCATION OF 
A PRIMARY  UNDERGROUND HYDRO LINE.  NO CONSTRUCTION IS 
COMMENCE UNTIL THE LINES HAVE BEEN LOCATED AND 
PROTECTED.  REPORT ANY SITE IMPROVEMENTS CONFLICTS TO THE 
CONTRACT ADMINISTRATOR.

SHADED LINE INDICATES NEW 2.1 METRE WIDE GRANULAR 
WALKWAY TO BE INSTALLED FLUSH WITH THE EXISTING GRASS, 
AND TO HAVE A 1% CROSS SLOPE ON IT, IN THE DIRECTION OF 
DRAINAGE.  SODDING REPAIR ALLOWANCE IS LIMITED TO .6 METRE 
WIDTH ON EACH SIDE OF THE WALKAY, FOR AREAS WHERE THE 
SURROUNDING GRADE IS NOT BEING ADJUSTED.  ANY SODDING 
REPAIRS OUTSIDE OF THE OVERALL 3.3 METRE WIDTH IS AT NO 
COST TO THE CITY. STAKE AND SPRAY PAINT THE LOCATION OF THE 
WALKWAY AND HAVE THE CONTRACT ADMINISTRATOR APPROVE 
THE LOCATION PRIOR TO COMMENCING EXCAVATION.  ALL CURVES 
ARE TO BE SMOOTH FLOWING WITHOUT ANY SHARP KINKS IN THE 
ALIGNMENT.
SEE DTL. 5-L1

2.
1

0.
6

0.
6

CB

CB

CB

LIMIT OF GRADING/SOD REPAIRS

LIMIT OF GRADING/SOD REPAIRS

LIMIT OF GRADING/SOD REPAIRS

SEE DTL. 2, 4-L2 FOR 
PLAYSTRUCTURE PLAN
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GRADING NOTES AND LEGEND:

 

          

EXISTING GRADE ELEVATION

NEW GRADE ELEVATION

INDICATES INVERT ELEVATION OF 
CULVERT/INLENT

NEW CULVERT

LIMIT OF GRADING/NEW SOD

DIRECTION OF DRAINAGE/SLOPE 
AND PERCENTAGE OF SLOPE

2%

INDICATES LEGAL SURVEY 
MONUMENT.  PROTECT ALL.

GENERAL NOTES:

1. EXISTING GRADE ELEVATIONS ARE BASED ON SURVEY UNDERTAKEN BY KEN RECH 
LANDSCAPE ARCHITECTS AND MICHALENKO SURVEYS ON DEC. 5, 2009 AND SEPT. 30, 2010.  
GEODETIC BENCH MARK IS CITY OF WINNIPEG SURVEY MONUMENT 51-011, LOCATED IN 
BOULEVARD AT THE NORTHWEST CORNER OF MATHERS AVENUE AND CENTENNIAL ST.

2. THERE ARE MAJOR UNDERGROUND UTILITIES RUNNING THROUGH THIS SITE.  THE 
CONTRACTOR SHALL LOCATE AND PROTECT ALL UTILITIES, PRIOR TO COMMENCING 
CONSTRUCTION.  NOTIFY CONTRACT ADMINISTRATOR OF ANY CONFLICTS, AND AWAIT 
INSTRUCTIONS.

3. CONTRACTOR SHALL CONSTRUCT THE BERMS TO THE SHAPE SHOWN.  THERE IS AN 
ENLARGED SHAPE BY EACH BERM, WHICH THE CONTRACTOR MAY EXTEND THE 
ORIGINAL BERM SHAPE IF NECESSARY TO USE UP MORE SITE FILL.  NO ADDITIONAL 
SODDING PAYMENT WILL BE MADE FOR THE ADDITIONAL SOD REQUIRED TO ENLARGE 
THE BERM OUTSIDE THE LIMIT OF GRADING/SODDING BOUNDARY.

4. ALL NEW GRADES SHALL BE A CONSTANT STRAIGHT SLOPE BETWEEN THE NEW 
SPOT ELEVATIONS OR TO THE EXISTING PERIMETER GRADE.

5. SALVAGE EXISTING RAILWAY ROCK BALLAST FOR RE-USE AS A BASED BELOW THE 
NEW PARKING LOT.

6. TWO WEEKS PRIOR TO CONSTRUCTION COMMENCING, CONTRACTOR SHALL NOTIFY 
CITY OF WINNIPEG, GEOMATICS BRANCH, SURVEY INFRASTRUCTURE, TEL: 918-1360 AND 
HAVE EXISTING SURVEY MONUMENTS INSPECTED, REF. JOB NO: 20110059, TO VERIFY 
THEY ARE ALL IN PLACE AND IN GOOD CONDITION.

INDICATES SURVEY MONUMENT.  
PROTECT ALL

6

L1

BROKEN LINE INDICATES 
UNDERGROUND CITY WATERMAIN

BROKEN LINE INDICATES 
UNDERGROUND CITY WATERMAIN
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NEW 3.0 METRE HEIGHT 
CHAIN LINK FENCE

INSTALLED SALVAGED GATE 
IN THIS LOCATION

1% SLOPE TO DRAINAGE 
TRENCH ON SUB GRADE OF 
SAFETY SURFACE

100 MM DIA. WEEPING TILE INSTALL IN TRENCH AT 
INVERT ELVEATIONS SHOWN, WITH MIN. 1% SLOPE.  
MIN. 300 MM COVER UNDER GRAVEL WALK AND 
SODDED AREAS.  CORE THROUGH EXISTING CATCH 
BASIN WALL AND INSTALL PIPE 200 MM PAST 
INSIDE C.B. WALL.  GROUT PIPE OPENING THROUGH 
C.B. WALL.

EXTEND PIPE INTO EXISTING 
C.B. AT ELEVATION 232.6

EXISTING 
CATCH BASIN

PLAYSTRUCTURE AREA LAYOUT 
Scale: 1:200
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GRAVEL 
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GRAVEL 
WALK

TIMBER EDGE
SEE DTL. 3-L2

233.95

1.8 3
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3%

ACCESSIBLE PLAYGROUND RAMP 
TO BE CONSTRUCTED TO SCD-656

EXISTING RAIL BED

BOTTOM OF EXISTING RAIL BED EMBANKMENT

14 NEW GRANULAR PARKING LOT
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SLOPE NEW SOD DOWN TO MEET 
EXISTING GRADE (BY LIMIT OF 
GRADING DISTANCE)

BROKEN LINE INDICATES APPROX. EXISTING 
CONTOUR LINE WHICH VARIES ALONG RAILBED

150 MM DEPTH OF NEW 19 MM DIA. CRUSHED LIMESTONE 
DOWN OVER TOP OF 150 MM DEPTH OF SALVAGED RAIL 
BED GRANULAR.  REMOVE ANY EXISTING TOPSOIL 
BELOW NEW PARKING LOT PAVING.

SLOPE NEW SOD DOWN CONSTANTLY TO 
PROPERTY LINE, WITH MAX. 3% CROSS SLOPE 
OVER SIDEWALK (SIDEWALK NOT SHOWN)

2%

TYPICAL PARKING LOT SECTION
Scale: 1:100

6
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BACKFILL AND COMPACT 
6mm down LIMESTONE

NOTE :

- ALL POSTS THOROUGHLY TAMPED AND GRAVEL 
MOUNDED APPROX. 100mm AT EACH
POST FOR FUTURE SETTLING. 

- FENCE POSTS ARE TO FOLLOW THE NATURAL CONTOUR OF 
THE LAND EXCEPT FOR SMALL UNDULATIONS WHICH 
WOULD TEND TO REDUCE THE AESTHETIC APPEARANCE OF 
THE FINISHED PROJECT.

190-230mm  ROUGH POSTS 
PRESSURE TREATED ALKALINE 
COPPER QUATERNARY (ACQ)

WOOD BOLLARD DETAIL
SCALE N.T.S.
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3600

17
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6 mm DIA. GALVANIZED CHAIN IN TWO PIECES, ONE 
PIECE BEING 300 MM LONG.  EMBED INTO POST BY 
DRILLING 30 MM DIA. HOLES, 100 MM INTO POST AND 
DRIVING 150 MM LONG SPIKE THROUGH POST AND 
OPENING IN LAST LINK OF CHAIN.

OPENING FOR VEHICLE GATE

2100

SLOPE IN DIRECTION OF 
DRAINAGE. MIN. 1% - MAX. 3%

150

600 600

150

75

25 MM DEPTH, 6 MM DIA. CRUSHED LIMESTONE DOWN TOPPING
50 MM DEPTH, 19 MM DIA. CRUSHED LIMESTONE DOWN BASE COURSE

150 MM DEPTH, 50 MM DIA. CRUSHED LIMESTONE DOWN, SUB BASE.

NOTE: COMPACT LIMESTONE SUB-BASE COURSE 
AND TOPPING TO 95% PROCTOR DENSITY

UNDISTURBED SOIL OR COMPACT 
SUB-GRADE TO 95% PROCTOR DENSITY 
FOR DISTURBED SOIL OR AREAS FILLED

INSTALL 150 MM GRANULAR SHOULDER 
ON BOTH SIDES FO THE WALK

REPAIR EXISTING GRASS DAMAGE WITH NEW SOD AND 75 
MM DEPTH OF TOPSOIL.  ANY DAMAGE BEYOND THIS 
LIMIT TO BE REPAIRED BY THE CONTRACTOR AT NO COST 
TO THE CITY.

EXISTING 
GRASS

CRUSHED LIMESTONE WALK SECTION
Scale: 1:20
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ORIGINAL SHEET:  24" x 36"
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