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POTENTIAL FUTURE SERVICE ROAD
FUTURE CONSULTATION BY PUBLIC WORKS DEPARTMENT

RELOCATE BOULDER DEDICATION 
PLAQUE  TO THIS LOCATION
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NEW PARK SIGN (BY CITY) N.I.C.

.6 HT BERM.6 HT BERM.8 HT BERM

NOTE: MAX. BERM SLOPE IS  4:1.  HEIGHT 
OF BERM IS ABOVE CLOSEST SIDEWALK 
ELEVATION.

BROKEN LINE INDICATES ENLARGED BERM IF CONTRACTOR 
NEEDS TO UTILIZE MORE SURPLUS FILL ON SITE.  TYPICAL FOR 
ALL BERMS. ENLARGEMENT REQUIRES PRIOR APPROVAL 
FROM CONTRACT ADMINISTRATOR.

WARNING:  THERE IS A MAJOR SET OF FIBRE OPTIC CABLES 
LOCATED BETWEEN THIS BROKEN LINE AND THE OLD RAILWAY 
TRACKS.  CONTRACTOR TO CONTACT THE AUTHORITY AT TEL: 
1-877-696-8594.  NO CONSTRUCTION IS COMMENCE UNTIL THE LINES 
HAVE BEEN LOCATED AND PROTECTED.  REPORT ANY SITE 
IMPROVEMENTS CONFLICTS TO THE CONTRACT ADMINISTRATOR.

MAJOR WARNING:  BROKEN LINE INDICATES APPROX. LOCATION OF 
A PRIMARY  UNDERGROUND HYDRO LINE.  NO CONSTRUCTION IS 
COMMENCE UNTIL THE LINES HAVE BEEN LOCATED AND 
PROTECTED.  REPORT ANY SITE IMPROVEMENTS CONFLICTS TO THE 
CONTRACT ADMINISTRATOR.
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SOD 600 MM WIDTH ALONG 
BOTH SIDES OF NEW WALK

INDICATES EXISTING TREES AND 
SHRUBS TO BE RETAINED

4'

6'4'

4'

6'
4'

6'

4'

6'

4'

4'4'

6'

4'

4'

6'

4'

4'

6'

4'
4'

6'

4'

4'

4'

6'
4'

4'

6'

4'

4'

6'

4'

4'

6'4'

4'

6'
4'

4'

6'

6'
6'

4'
4'

4'

6'

4'

4'
6'

4'

6'

BENCH

BENCH

2 BENCHES
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3 PONDEROSA PINE
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3 PONDEROSA PINE

3 PONDEROSA 
PINE

3 PONDEROSA PINE

7 BLACKHILLS SPRUCE 3 BLACKHILLS SPRUCE4 BLACKHILLS SPRUCE

4 BLACKHILLS SPRUCE

3 COLORADO SPRUCE

6 COLORADO SPRUCE 4 COLORADO SPRUCE

6 COLORADO 
SPRUCE

12 SILVER CLOUD MAPLE

6 AMERICAN 
BASSWOOD

2 GOLDRUSH AMUR CHERRY
4 GOLDRUSH AMUR CHERRY

1 OHIO BUCKEYE

1 RUSSIAN MOUNTAIN ASH

5 PRAIRIE SKY POPLAR

5 DISCOVERY ELM

  
5 PRAIRIE SKY POPLAR

6 PRAIRIE SKY POPLAR

3 IVORY SILK LILAC

3 PINK SPIRES CRABAPPLE

Plant List
Common Name Botanical Name Qty Scheduled Size Remarks
Evergreen Trees
Colorado Spruce picea pungens 11 1220 mm (4') height 50 % blue, 50% green.  Specimen Quality. Min. 500 mm dia. rootball.  Stake.
Colorado Spruce picea pungens 8 1830 mm (6') height 50 % blue, 50% green.  Specimen Quality. Min. 700 mm dia. rootball.  Stake.
Blackhills Spruce picea glauca densata 12 1220 mm (4') height Specimen Quality. Min. 500 mm dia. rootball.  Stake.
Blackhills Spruce picea glauca densata 6 1830 mm (6') height Specimen Quality. Min. 700 mm dia. rootball.  Stake.
Ponderosa Pine pinus ponderosa 10 1220 mm (4') height Specimen Quality. Min. 500 mm dia. rootball.  Stake.
Ponderosa Pine pinus ponderosa 5 1830 mm (6') height Specimen Quality. Min. 700 mm dia. rootball.  Stake.
Deciduous Trees
Silver Cloud Maple Accer saccharinum ' Silver Cloud' 12 min. 50 mm (2") cal., 3000 mm (10') ht. Specimen Quality. Min. 700 mm dia. rootball.  Single straight trunk.  Well branched head above 1.5 m ht.  Double Stake.
American Basswood Tilia americana 6 as above as above
Discovery Elm Ulmus davidiana japonica 'Discovery' 5 as above as above
Delta Hackberry Celtis occidentalis 13 as above as above
Prairie Sky Poplar Populus x canadensis 'Prairie Sky' 16 as above as above
Goldrush Amur Cherry Prunus maackii 'Jefree' 7 min. 50 mm (2") cal., 2400 mm (8') ht. as above
Ohio Buckeye Aesculus glabra 1 as above as above
Russian Mountain Ash Sorbus aucuparia 'Rossica' 1 as above as above
Pink Spires Crabapple Malus x ' Pink Spires' 3 as above as above
Ivory Silk Lilac Syringa reticulata 'Ivory Silk' 3 as above as above

GENERAL NOTES:

1. RELOCATED EXISTING BOULDER DEDICATION PLAQUE TO 
NEW LOCATION SHOWN.  INSTALL TO SAME BURIAL DEPTH, ON 
MIN. 300 MM DEPTH OF 19 MM CRUSHED LIMESTONE DOWN.

2. BENCHES ARE CASCADES CONTOUR SERIES, INGROUND 
MOUNT, SAND LUMBER, METALLIC CHARCOAL FRAME.  BENCHES 
TO HAVE 2 ARMS, ONE AT EACH END OF BENCH.  INSTALL IN 400 MM 
DIA. x 600 MM DEPTH, CONCRETE FILLED HOLE.  FORM TOP 300 MM 
OF CONCRETE IN SONOTUBE.  MOUND CONCRETE AT CENTRE TO 
DRAIN, AND TROWEL FINISH.  CONCRETE TO BE SET 100 MM BELOW 
TOP OF GRAVEL.  SEE DTL. 5-L2.

3. SEE DRAWING 2-L1 FOR SITE GRADING AND BERM 
REQUIREMENTS.

4. LOCATE AND PROTECT ALL UNDERGROUND UTILITIES AND 
SURVEY MOUNUMENTS, PRIOR TO COMMENCING CONSTRUCTION.

BENCH

BROKEN LINE INDICATES 
UNDERGROUND CITY WATERMAIN

1GOLDRUSH AMUR CHERRY

13 DELTA HACKBERRY.
PLANT 2 METRES FROM 
WALK, MIN. 1 METRE FROM 
PARKING LOT
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BROKEN LINE INDICATES 1.8 METRE (6') SAFETY ZONE.  
LOCATE EQUIPEMNT EQUAL DISTANCE FROM 
SURROUNDING TIMBER EDGE
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152179 SADDLE SPINNER, 16" SEAT HEIGHT

4 PLACE SERIES 5000 SWING, C/W 
2 BELT AND 2 BUCKET SEATS

164075 DOUBLE BOBBLE SPRING RIDER

SEE DTL. 3 L-1 FOR TIMBER 
EDGE LAYOUT.  SEE DTL. 3-L2 
FOR TIMBER EDGE SECTION

300 MM DEPTH FIBAR SAFETY SURFACING

NOTE:  ALL EQUIPMENT SHOWN IS BASED ON 
LANDSCAPE STRUCTURES PRODUCT AND 
SIZING

2.932.5

1.
65

SEE DTL. 4-L2 FOR ENLARGE PLAN 
OF PLAY EQUIPMENT

CONSTSTRUCT 
ASSESSIBLE 
PLAYGROUND 
RAMP TO SCD-656
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SLOPE SUB GRADE @ 1% TO 
DRAINAGE CHANNEL PIPE

1%

BROKEN LINE INDICATES  LAYER 
OF ARMTEC 200 GEOTEXTILE. 
OVERLAP SEAMS 300 MM. 

SOD AND 75 MM TOPSOIL.  SEE 
DTL. 3-L1 FOR NEW GRADE 
ELEVATIONS.  SLOPE MIN. 1%, 
MAX. 10%.

MIN. 75 MM DEPTH x 300 MM WIDTH 19 MM DIA. 
CRUSHED LIMESTONE DOWN

SECURE TIMBER TO GRADE WITH 19 MM DIA. x 500 
MM LONG REBAR @ 1200 MM. O.C.  PREDRILL 15 MM 
DIA. HOLES FOR REBAR.

EXISTING SUBGRADE OR 
COMPACTED FILL

300 MM DEPTH FIBAR SAFETY SURFACE

150 x 150 S4S, PRESSURE TREATED 
TIMBER BASE COURSE - 2 LAYERS

32 x 150 PEDRA TOP COURSE, SET WITH 
GRAIN OF WOOD CURVED DOWN AS SHOWN

8 MM ROUNDOVER ON 
BOTH TOP OUTSIDE EDGES

BASE COURSE TIMBER SHALL BE PINNED WITH A MIN. OF 2-19 MM DIA. REBAR @ MAX. 1200 MM O.C. STAGGER JOINTS 600 MM.
PEDRA TOP COURSE SHALL BE PRE-DRILLED AND SCREWED DOWN USING NO: 10 SCREWS, 75 MM LENGTH,  SUITABLE FOR ACQ 
LUMBER.  COUNTERSINK SCREW HEAD 2 MM. INSTALL 2 SCREWS AT EACH END, AND EVERY 600 MM ALTERNATING SIDES ALONG 
ITS LENGHT.  ONLY USE BUTT JOINTS FOR STRAIGHT SECTIONS OF PEDRA.  MIN. LENGHT OF TIMBERS TO BE 1200 MM (INSTALL 
LONGEST PIECES AS POSSIBLE).

PEDRA DOUBLE TIMBER EDGE DETAIL
Scale: 1:10

3
L2

3.6

2.
1

.2

BENCH

SHADED AREA INDICATES 150 MM DEPTH OF 
19 MM DIA. CRUSHED LIMESTONE DOWN, 
COMPACTED LEVEL WITH SURROUNDING 
GRASS

BENCH PAD PLAN
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119514 PILOT PANEL
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SKY RAIL CLIMBER
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PIPE BARRIER
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ORBITER
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40" S/S SLIDE
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ORIGINAL SHEET:  24" x 36"
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