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CH/DB

250mm depth Safety Stone for
equipment with deck height 1499 mm or less  

300mm depth for swings and for equiment 
with decks heights 1500 mm and over  
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Compacted Subgrade

150 X 280mm
30 MPa Concrete Edging

Curb c/w 2#15m Rebar Cont.
10m Ties @ 600 o.c.

Compacted 19mm Dia. Down
Limestone

20mm Rounding All
Curb Edges
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400 Finished Grade
Asphalt or 
Granular Surfacing

Min 1% - Max 2%
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Compacted Subgrade

150 X 280mm
30 MPa Concrete Edging

Curb c/w 2#15m Rebar Cont.
10m Ties @ 600 o.c.

Compacted 19mm Dia. Down
Limestone

20mm Rounding All
Curb Edges
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Finished Grade
Seed and Topsoil

Max 20%

500 mm
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Existing Grade

Blend to meet Existing Grade
@ 500 mm from Curb

CROSS SECTION - SOD EDGE

CROSS SECTION - HARD SURFACE EDGE

250mm depth Safety Stone for
equipment with deck height 1499 mm or less  

300mm depth for swings and for equiment 
with decks heights 1500 mm and over  

Existing Grade

28
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General Notes
1. All concrete edging must be 

chamfered

Top and both sides of concrete 
edging must have a finished 
texture


