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Remove existing 75 
mm depth asphalt 
from site and dispose 
of legally

Existing Asphalt Paving - Demolition
Scale: 1:10

 
 

Retain existing Granular Base

Compacted Subgrade

0.075m

Varies 75-100 mm depth

Existing Asphalt Path Demolition
Scale: 1:10
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Timber Playground Curb (Double Layer with Cap)
Scale: 1:10

 
 

2 tiers 150 mm x 150 mm PT
Timber.  8 mm chamfer on both

top edges.  Joints at corners to be
half lap.  Joints in straight runs

lap with min 90 cm overlap.  Min
length of Timber is 120 cm.  Used

longest lengths possible.

19mm dia. rebar 50 cm in length
placed in predrilled holes 1200

mm o.c.   and at all lap and half
lap joints.

Sod to be below top of timbers
as per grading drawing.  Sod is

to drain away from timbers.
Minimum 1/2 of bottom tier of

timber to be buried.

Safety Surface

Compacted 20 mm ø  down
Limestone
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32 mm x 150 mm angelim pedra
Cap.  8 mm chamfir on both top and

bottom edges.  Bark side to be up.
Joints to be lapped with Timber

below.

Pedra Cap to be predrilled and screwed to Base course 
using screws. Screws shall be Stainless Steel or Ceramic 
Coated and appoved for use with ACQ treated wood.  
Screws to extend into timber base a minimum of 5 cm 
and be countersunk into pedra.  Two screws are to be 
placed at each end and every 60 cm alonge length.  
Straight sections of pedra are to be butt jointed.
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Filter fabric

Subgrade slopes to subdrain

Remove existing 75 
mm depth asphalt 
from site and dispose 
of legally

Existing Asphalt Paving - Demolition
Scale: 1:10

 
 

Retain existing Granular Base

Compacted Subgrade

0.075m

Varies 75-100 mm depth

Conversion to Crusher Fines Path
Scale: 1:10

 
 

Existing Granular Base (Recompact)

Existing Subgrade

Varies 75-100 mm depth

0.075m

0.
02

5m

25 mm depth Crushed Limestone
Surface (6 mm down limestone).

75 mm depth of Compacted Crushed
Limestone (20 mm down)

Finished surface to be slightly ( not more
than 15 mm ) above existing grassed surface.

Repair Grass as per specification

0.075m min.

Path Conversion to Crusher Fines Detail
Scale: 1:10
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0.3m

1 % min

Backfill and Bedding as per spec.

30 cmø HDPE culvert

Crusher Fines Path (see Path details)

Existing Subgrade

0.3m min.

2 % Min

Section through Path and Culvert
Scale: 1:20

 
 

Culvert End to be cut at 45º
angle.  End cut must be smooth

and burr free.

3.4m

2 % Min for 1m

Granular Backfill

Topsoil and sod

1 M clay cap both ends

1 in 3 max.

Section through Path and Culvert
Scale: 1:20
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Crusher Fines Paving
Scale: 1:10

 
 

0.
04

m

0.
06

m

0.
16

m

Compacted 20 mm ø  down Limestone

40 mm down crushed limestone

Geotextile, turn up sides at edge

5 to 10 mm Crusher Fines Limestone

Crusher Fines Paving
Scale: 1:10
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