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Timber Playground Curb (Double Layer with Cap)
Scale: 1:10

 
 

2 tiers 150 mm x 150 mm PT
Timber.  8 mm chamfer on both

top edges.  Joints at corners to be
half lap.  Joints in straight runs

lap with min 90 cm overlap.  Min
length of Timber is 120 cm.  Used

longest lengths possible.

19mm dia. rebar 50 cm in length
placed in predrilled holes 1200

mm o.c.   and at all lap and half
lap joints.

Sod to be below top of timbers
as per grading drawing.  Sod is

to drain away from timbers.
Minimum 1/2 of bottom tier of

timber to be buried.

Safety Surface

Compacted 20 mm ø  down
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32 mm x 150 mm angelim pedra
Cap.  8 mm chamfir on both top and

bottom edges.  Bark side to be up.
Joints to be lapped with Timber

below.

Pedra Cap to be predrilled and screwed to Base course 
using screws. Screws shall be Stainless Steel or Ceramic 
Coated and appoved for use with ACQ treated wood.  
Screws to extend into timber base a minimum of 5 cm 
and be countersunk into pedra.  Two screws are to be 
placed at each end and every 60 cm alonge length.  
Straight sections of pedra are to be butt jointed.
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Filter fabric

Subgrade slopes to subdrain

Wood Chip Mulch Paving
Scale: 1:10

 
 

Clear existing forest floor clear of leaves
and branches and lay geotextile on

cleared area.  Material cleared may be
respread on side sloped but cannot

impede drainage off the walking surface.

Existing Subgrade
(Forest Floor)

150 mm depth (min) 20 to 77 mm local
wood chip mulch.  Top surface to have

max 2% cross slope and be minimum 1.8
m width.  Side slope to have no more

than a 1 in 5 slope for 75 cm from edge
of walking surface.
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Max 1/5 slope

0.75m typ,

Side Slope Walking Surface
Min 1.8 m width

Forest Path
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Wood Chip Mulch Paving c.w. Cross Drain
Scale: 1:10

 
 

Clear existing forest floor clear of leaves
and branches and lay geotextile on

cleared area.
Existing Subgrade

(Forest Floor)

150 mm depth (min) 20 to 77 mm local wood chip
mulch.  Top surface to have max 2% cross slope

and be minimum 1.8 m width.  Side slope to have
no more than a 1 in 5 slope for 75 cm from edge

of walking surface.
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m

Max 1/5 slope

0.75m typ,

Side Slope Walking Surface
Min 1.8 m width

Multi Flo Drain tile laid flat (ends to curl down) over
geotextile)  Multiflow to be spaced 2.0 m o.c. and

held in place with two 6" metal spikes placed
directly below path edges so that they will receive

minim 125 mm wood chip cover.

Spike

0.1m

Forest Path c.w. Subdrain
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Drain Inlet
Scale: 1:20

 
 

100 mm -150 mm ø rounded boulders

1m

0.
3m75 mm ø poly pipe installed by directional

bore.  (min 0.5% slope on pipe)

1 m by 1 m square pit located at low
point and lined with geotextile.

Input end of pipe to be covered with
geotextile

Restore forest floor with 10 cm depth
local wood chip mulch to extend of

disturbed area.

Drain Inlet
Scale: 1:20
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