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Area to be regraded and sodded
Slope grade evenly towards 
catch basin, at an approx. slope 
of 0.9%.

Supply and Install subsurface 
drainage at 1% slope and connect 
to existing catch basin

Mud Grade of Play Area to drain 
towards Subsurface Drainage Pipe

RIM

Top of pressure treated timber edging 
to be approx. 99.845, level with the 
granular walkway.

Accessible entry to play area (remove 
pedra cap from this area)

Regrade towards low point 
where subsurface drainage line 
begins
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SITE ADDRESS 82 Cortez Bay

DATEMANAGER,
PARK AND OPEN SPACES PLAYGROUND RENEWAL

BID OPPORTUNITY NO.

36-2011

150 mm

Sand Backfill - min. particle 
size 2mm.  Top 50mm to be 
mixture of 80% coarse sand 
and 20% loam soil

150 mm Multi-Flow Collector Line

INSTALL MULTI-FLOW IN THE 
CENTER OF THE TRENCH.  
BACKFILL MATERIAL SHOULD BE 
A VERY COARSE SAND. 

150  mm
(TYP.)

varies
50mm min.

varies
200mm min.

150 mm MultiFlow Drain System
c/w End Caps and Connectors.

Place in center of trench. Bottom of
trench elevation and slope of drain

to be shown on plan

Existing Turf and Grass.  Protect
existing turf at edges of trench

MULTI-FLOW DETAIL IN SOD

Slope bottom of trench min. 0.5%.

150 mm

Sand Backfill - min. particle 
size 2mm.  Top 50mm to be 
mixture of 80% coarse sand 
and 20% loam soil
150 mm Multi-Flow Collector Line

INSTALL MULTI-FLOW IN THE 
CENTER OF THE TRENCH.  
BACKFILL MATERIAL SHOULD BE 
A VERY COARSE SAND. 

150  mm
(TYP.)

varies
50mm min.

varies
200mm min.

150 mm MultiFlow Drain System
c/w End Caps and Connectors.

Place in center of trench. Bottom of
trench elevation and slope of drain

to be shown on plan

MULTI-FLOW DETAIL IN 
PLAY AREA

Slope bottom of trench min. 0.5%.

Safety Surfacing

Drainage Layer

SUBSURFACE DRAINAGE DETAIL
NTS

LEGEND
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