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CONSTRUCTION DETAILS

BCI II - OLD KILDONAN WARD
RENOVATION OF SPORT COURTS

CL

DW

JUNE 16, 2011

As Noted

Tennis Net Post

Base Plate Bolted to 
Plate Inset into Concrete
SCD-304

Finished Paving Surface

"Sonotube" Wrapped with
2 Layers of 4mil Poly Upper
2.3M of Footing

400mm dia. Concrete Pile

10M Rings @ 300mm O.C.

4-20M Vertical Cont.

400 

6 M Deep Concrete Pile

Tennis Post Footing Detail
1:25
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89 mm O.D. 
Top Rail c/w Sleeves

Post Cap

89 MM O.D.
Terminal or Corner Post

30 Chain Link Mesh
3.5mm Thick, 
Knuckle Finish

43mmO.D. Brace

5mm x 19mm Flat
Tension Bar

Tension Wire - Galv.
Attach to Mesh
at 425mm Max. Spacing 
with Galv. Wire Twists

60mm O.D.
Line Post

Wire Ties at 460mm Spacing

3000 Max O.C.

30
50

Finished  Surface

Compacted Granular
38mm Down Crushed Limestone

44
20

 M
in

Gate (1.2M x 2.4M High)
With Lockable Latch

Note:
Refer to CW 3550 for Gate and Fence Information

Chain Link Fence Detail
1:25
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Compacted Subgrade

75mm Asphalt

50mm depth of Compacted
20mm Down Limestone

150mm depth of Compacted 
50mm Down Limestone

Sod and Topsoil

Landscape Fabric

Elwick Asphalt Paving Detail
1:25
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Existing Subgrade

25.4mm Crushed Limestone
Topping Material, 6mm Down

75mm depth of Compacted
20 Down Limestone

Existing Base Material

Restore Turf Edges

Granular Surfacing Detail
1:25
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Compacted Subgrade

75mm Asphalt

75mm depth of Compacted
20mm Down Limestone

300mm depth of Compacted 
50mm Down Limestone

Sod and Topsoil

Landscape Fabric

Maples Asphalt Paving Detail
1:25
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