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TOP 90 MM HEIGHT OF PILE 
TO BE FORMED IN 200 MM 
ROUND SONOTUBE SHAPE

TOP OF ASPHALT GRADE

CONCRETE PILE CAP SECTION
Scale: 1:10
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"DOUGLAS" 600 MM LONG ALUMINUM ROUND 
SLEEVE CAST INTO WET CONCRETE, FLUSH 
WITH TOP OF CONCRETE FOOTING

"DOUGLAS" TENNIS POST TO BE INSERTED 
INTO GROUND SLEEVE AND PERMANENTLY 
FASTENED TO GROUND SLEEVE WITH 
CONSTRUCTION ADHESIVE.  INSTALL ONE 
FULL TUBE OF ADHESIVE PER POST ON INSIDE 
WALL OF THE SLEEVE PRIOR TO INSERTING 
THE POST.  ENSURE POSTS ARE ORIENTATED 
PROPERLY IN LINE WITH TENNIS NETTING.

R 200

400 MM DIA. CONCRETE PILE

73 MM DIA. TENNIS POST  
INSERTED INTO GROUND SLEEVE, 
ORIENTED, AND PERMANENTLY 
FASTENED WITH CONSTRUCTION 
ADHESIVE.

POST PLAN VIEW
Scale: 1:10

5
L1

200 MM DIA. PILE CAP TOP

BROKEN LINE INDICATES 
ALUMINUM GROUND 
SLEEVE INSTALL FLUSH 
WITH TOP OF CONCRETE 
AND SET IN WET CONCRETE
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450 mm HEIGHT 
MULTI-FLOW DRAIN

SAND BACKFILL
MIXTURE

DEPTH VARIES 
500 - 800 mm

EDGE OF MACHINE 
INSTALLED TRENCH

EXISTING SUB-GRADE

MULTIFLOW DRAINAGE SECTION
Scale: N.T.S.
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min. 100

FINISH
GRADE

            

TENNIS POST CONCRETE FOOTING
Scale: 1:20
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50

600 mm DEPTH ALUMINUM GROUND 
SLEEVE SET IN CONCRETE ( FOR 
POST TO SLIDE INTO)

NEW ASPHALT PAVING AND 
PLEXI-PAVE SURFACING

NEW 150 MM DEPTH OF 19 MM 
CRUSHED LIMESTONE DOWN 
BASE COURSE

FINISH GRADE

"SONOTUBE" WRAPPED WITH 
2 LAYERS OF 4 MIL POLY - 
UPPER 2.3 M OF FOOTING

10 M RINGS @ 300 MM O.C.

4-20 M VERT. CONT.

50 MM COVER

400 mm DIA. CONC. PILE 6 METRE 
DEPTH.   CONCRETE TO BE TYPE 50 
SULPHATE RESISTANT WITH A 28 
DAY COMPRESSIVE STRENGHT OF 
30 MPa

20
0

15
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200 MM DEPTH OF SALVAGED 
GRANULAR SUB-BASE.
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SCALE
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GRADING  PLAN
Scale: 1:200
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WATER VALVE 
BOX

SEWER LINE - MAIN

60
0

NOTE:  NEW FENCE IS SHIFTED 600 MM TO THE WEST TO PREVENT 
CONFLICT WITH OLD FENCE POSTS HOLES WHEN INSTALLING NEW 
FENCE POSTS AND POSSIBLE SETTLEMENT IN OLD FENCE POSTS 
HOLES.

EDGE OF OLD 
ASPHALT PAVING

OLD CHAIN LINK FENCE 
LOCATION

NEW CHAIN LINK FENCE

EDGE OF NEW ASPHALT PAVING

 
INDICATES EXISTING 
GRADE ELEVATION

60
0

HATCHED AREA INDICATES NEW ASPHALT PAVING.  
SALVAGE 200 MM DEPTH OF EXISTING GRANULAR 
BASE AND REINSTALL AS NEW SUB-BASE COURSE.  
INSTALL ADDITIONAL 150 MM DETPH OF NEW 19 MM 
CRUSHED LIMESTONE DOWN AS A BASE COURSE.
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INDICATES NEW 
GRADE ELEVATION
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SLOPE NEW ASPHALT DOWN FROM NEW 
FENCE LINE TO MEET FLUSH WITH 
EXISTING PARKING LOT PAVING

LIMIT OF NEW SOD/75 MM DEPTH 
TOPSOIL AND GRADING.  SLOPE 
SOD DOWN TO MEET FLUSH WITH 
TOP OF EXISTING GRASS
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EXISTING CATCH BASIN.  INSTALL 
NEW MULTI-FLOW DRAIN THRU SIDE 
OF CATCH BASIN WALL.

234.3

234.66

SWALE

OLD CHAIN LINK 
FENCE LOCATION

234.54

234.6

Inv. 233.8 Inv. 233.8

Inv. 233.8

Inv. 233.8

HEAVY BROKEN LINE INDICATES NEW 450 MM HT. MULTI-FLOW 
GRANULAR DRAIN.  INSTALL IN 100 MM WIDE TRENCH BACKFILLED 
WITH SAND.  MIN. 500 MM DEPTH.  BOTTOM TO BE INSTALLED LEVEL AT 
INVERT ELEVATION 233.8.  DRILL THRU EXISTING CATCH BASIN WALL 
AND INSTALL 100 MM WEEPING TILE MIN. 100 MM, INTO CATCH BASIN.  
GROUT OPENING AROUND CATCH BASIN WALL.  SEE DTL. 9-L1

INDICATES NEW INVERT GRADE 
ELEVATION OF BOTTOM OF 
MULTI-FLOW DRAIN
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36
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INSTALL 3600 WIDE VEHICLE GATE AT 
CORNER.  BOTH GATE POSTS TO BE 
INSTALLED IN 400 MM DIA. x 3 METRE 
DEEP CONCRETE FILLED HOLES, REINF. 
WITH 4 - 20M FULL LENGTH VERTICAL 
RE-BAR.  BOTTOM GATE FRAME TO BE 50 
MM ABOVE PAVING AND HANG MESH 
DOWN TO ASPHALT SURFACE GRADE.

MAN OPENING

MAN 
OPENING

MAN 
OPENING

NEW 3.0 METRE HEIGHT CHAIN LINK FENCE

300

300
EDGE OF ASPHALT PAVING TO EXTEND MIN. 300 MM 
PAST OUTSIDE OF FENCE - TYPICAL

THREE COURT FENCE LAYOUT PLAN
Scale: 1:200
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MAN OPENING
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ALL LINES TO BE 50 MM 
WIDTH AND PAINTED WHITE.
LINES ARE INCLUDED 
WITHIN LIMITS OF COURTS.

TENNIS NET 
POST LOCATION.
SEE DTL. 5-L1

TENNIS COURT LAYOUT
Scale: 1:100
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CONTRACTOR TO PROVIDE PRICING FOR 
PLEXI-PAVE COLOUR SYSTEM, " LIGHT GREEN" 
COLOUR OVER THE ENTIRE PLAYING COURT 
SURFACE.  COLOUR FOR AREAS BETWEEN 
TENNIS COURTS AND PERIMETER EDGE TO BE 
"CAPE GRAY" COLOUR 

EXISTING TENNIS COURT FENCE TO BE REMOVED

NEW TENNIS COURT FENCE

BROKEN LINE INDICATES APPROX. TOP OF 
EXISTING ASPHALT PAVING.  REMOVE 
ASPHALT AND SALVAGE 200 MM DEPTH OF 
EXISTING GRANULAR PAVING.  INSTALL 
SALVAGED GRANULAR PAVING AS SUB-BASE.

SLOPE NEW SOD TO MEET 
FLUSH WITH EXISTING

NEW 50 MM THICK 
ASPHALT PAVING

SEE DTL. 2-L1 FOR NEW 
GRADE ELEVATIONS

CONCEPTUAL EAST/WEST TENNIS COURT SECTION
Scale: 1:100
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EXISTING SWIMMING 
POOL FENCE

NEW MULTI-FLOW DRAIN
SEE DTL. 9-L1

NEW 150 MM THICKNESS, 
19 MM CRUSHED 
LIMESTONE BASE COURSE

SALVAGED 200 MM 
THICKNESS, GRANULAR 
SUB-BASE.
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WADING POOL

TENNIS COURTS
ASPHALT PAVING

2 EXISTING WOOD BOLLARDS. 
REMOVE AND REINSTALL IF REQUIRED 
FOR CONSTRUCTION ACCESS

EXISTING 1200 HT. CHAIN LINK 
FENCE TO BE PROTECTED
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EXISTING SITE/DEMOLITON PLAN
Scale: 1:400

1
L1

A
SP

H
A

LT
 P

A
V

IN
G

REMOVE ALL 3 SETS OF EXISTING TENNIS 
POSTS, CONCRETE FOOTINGS AND NETS.  
BACKFILL HOLES WITH COMPACTED SAND IN 
150 MM LIFTS TO PREVENT FUTURE 
SETTLEMENT.

REMOVE ALL 4 SIDES OF EXISTING CHAIN LINK 
FENCE AND CONCRETE FOOTINGS ON POSTS.  
BACKFILL POST HOLES WITH COMPACTED SAND IN 
150 MM LIFTS TO 300 MM BELOW NEW FINISH 
GRADE ELEVATIONS.

950

SAWCUT EXISTING ASPHALT PAVING 
1 METRE FROM FENCE AND REMOVE

EDGE OF EXISTING 
ASPHALT PAVING

PROTECT EXISTING ASPHALT 
PARKING LOT PAVEMENT

SHADED AREA INDICATES AREA OF EXISTING ASPHALT 
PAVING TO BE REMOVED.  REGRADE EXISTING 
GRANULAR BASE TO ACHIEVE NEW FINISH GRADE 
ELEVATIONS, SUPPLEMENTING WITH A NEW SURFACE OF 
GRANULAR PAVING TO UNDERSIDE OF NEW ASPHALT 
PAVING.

PROTECT 
EXISTING SOD

WARNING:  THERE IS A MAJOR SET OF FIBRE OPTIC CABLES LOCATED ON THE EAST 
SIDE OF THE EXISTING TENNIS COURTS.  CONTRACTOR TO CONTACT THE AUTHORITY 
AT TEL: 1-877-696-8594.  NO CONSTRUCTION IS COMMENCE UNTIL THE LINES HAVE 
BEEN LOCATED AND PROTECTED.  REPORT ANY SITE IMPROVEMENTS CONFLICTS TO 
THE CONTRACT ADMINISTRATOR.

LOCAL BENCH MARK
CATCH BASIN IN PARKING LOT
ELEVATION 234.120

PROTECT EXISTING PARKING 
CURBS. REMOVE AND RE-INSTALL 
900 MM FROM NEW FENCE LINE
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