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SCALE:

127mm (5") dia, 6.1m (20') High Round
Street Light Standard Powder Coated
Same Colour As Luminare

Base Cover

Bolt Projection-45-50mm
19x600 Anchor Bolts

Cast In Place Concrete Pile
Shall Be Sulfate Resistant
Type 50 Having A 28 Day
Compressive Strength of 30 Mpa

10M Rings @ 300mm O.C. 

4-20M Vert. Cont.

400mm Cylindrical Poly Wrapped

Finished

Grade

400

36
50

50

Min. 38mm Dia. Rigid PVC
Conduit Sleeve C/W. Pull Cord

Greased Sonotube Concrete Form
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 Tache Bench w/ Arms 6M Post with VP-80
 Luminaire on existing

Place Top Soil and Sod
(15M x 2M )

Construct Granular Pathway
( 35M x 1.8M )

Construct Granular 
Seating Area andSupply and Install
Supply and Install

 Metal Slat Waste
Waste Receptacle

Supply and Install

Supply and Install

Customer Service Point
Outdoor Enclosure
(see details 1 E-2 & 2 E-2)

PLAY STRUCTURE

SWING SET

SCD-119

 Concrete Bases
SCD-139 & SCD-136AR
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15x200mm ANCHOR BOLT C/W

A 50mm BEND, MIN. THREAD

 75mm, HEX NUT & LOCK

WASHER (GALVANIZED)

 MAX. BOLT PROJECTION

25mm CHAMFER ON ALL EXPOSED

CONCRETE EDGES

CONCRETE DISTRIBUTION PAD

40mm ABOVE SECURED HEX NUT
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CIRCUIT

WATTAGE
4 AWG

4 AWG
4 AWG

810810675675540540540405405405270270270135135135 675

1231231231231231

CURRENT
DISTANCE
VOLT DROP
VOLTAGE

6.75A
180M
2.4V

117.6V

6.75A
210M
2.75V
117.25V

5.625A
240M
2.59V
117.4V

5.625A
270M
0.9V
116.7V

5.625A
300M
0.9V
116.4V

4.50A
330M
0.72V
116.7V

4.5A
360M
0.72V
116V

4.5A
390M
0.72V
115.7V

3.375A
420M
0.54V
116.15V

3.375A
450M
0.54V
115.4V

3.375A
480M
0.54V
115.2V

2.25A
510M
0.36V
115.8V

2.25A
540M
0.36V
115V

2.25A
570M
0.36V
114.8V

1.125A
600M
0.18V
115.6V

1.125A
630M
0.18V
114.9V

1.125A
660M
0.18V
114.8V

2

CIRCUIT SCHEMATIC DETAIL B

2M

2M

CCT1

CCT2

CC
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CCT3

CCT1
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CCT3
CCT1

CCT2CCT3

CCT1

CCT2

EXISTING

EXIST.

3 NEW 15A-1P BREAKERS
TO MATCH EXISTING

NEW MULTI-POLE LIGHTING
CONTACTOR TO CONTROL
THE 3 NEW CIRCUITS FROM 
EXISTING PHOTOCELL

1.

2.

NOTE UNDERGROUND SPLICES
            WILL NOT BE PERMITTED
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 SITE IMPROVEMENTS


