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ON THE OUTSIDE..  IF IN DOUBT CONFIRM
WITU CONTRACT ADMIN. PRIOR TO 
INSTALLATION

FABRIC SHALL BE INSTALLED

HARDWARE SHALL BE GALVANIZED.
ALL WIRE FABRIC AND FENCE
NOTE:

0
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Post Cap

Post Band

Tension 
Bar 5x19 
mm.

Rail End

43 mm O.D. Gal.
Pipe Brace at all

corners, ends and
intersections.

6 ga. Bottom Tension Wire  
Ties at max. 450mm o.c.

Top Rail 43 mm o.d. Gal. Pipe min. 
6700 mm in length

Top Rail Sleeve Coupling

9 ga. 50 mm x 50 mm gal.
steel diamond pattern

mesh

9 ga. alllum. alloy tie 
380 mm o.c. max.

Line Post 60.3 mm o.d. 
Galv. Pipe
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Posts to be placed by direct push
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1.2 m ht. Chain Link Fence
Scale: 1:20

 
 

Fabric Clip 9 guage alum.
alloy 450 mm o.c.
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15

40 mm down crushed limestone

5 to 10 mm Crusher Fines Limestone

0.3

Chain link Fence Post

Chain Link Fence Post in Granular Paving Strip
Scale: 1:20
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Chain Link Fence
Scale: 1:20
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Fabric Clip 9 guage alum.
alloy 450 mm o.c.
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40 mm down crushed limestone

5 to 10 mm Crusher Fines Limestone

0.3

Chain link Fence Post

Chain Link Fence Post in Granular Paving Strip
Scale: 1:20

 
 
Chain Link Fence Post in Gravel Paving
Scale: 1:20
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50 mm depth asphalt

Light Duty Asphalt
Scale: 1:10

 
 

Rolled Asphalt Curb

0.151 0.025

R 0.025

Prime
Granular Base (compacted 
19mm down limestone)

Granular SubBase 
(compacted 50 mm down 
limestone)

Compacted Subgrade
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Geotextile

Light Duty Asphalt
Scale: 1:10
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Crusher Fines Paving
Scale: 1:10
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Compacted 20 mm ø  down Limestone

40 mm down crushed limestone

Geotextile, turn up sides at edge

5 to 10 mm Crusher Fines Limestone

Local Wood Chip Mulch Bed
Scale: 1:10

 
 

Where bed edge is adjacent to sod
use Black Diamond edger as

manufactured by Valley View
Industries. set so theat the bottom

of the tube is flush with the
finished ground elevation.  Stakes
to be no more than 5' oc. and set

near horizontal as shown in detail.
Joiners to be used.

Bed to be constructed of 4" depth local wood chip mulch and
30 cm depth soil. Soil to be a mixture of 25% peat, 25%

loam, 25% sand and 25% well rotted manure.   Bed is not to
drain onto adjacent paved surfaces.
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Local Wood Chip Mulch Planting Bed
Scale: 1:10
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