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Double Timber Edging Detail w/ Composite Cap
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Existing Subgrade

8mm Chamfer 
Top Edges Safety Surfacing and 

drainage layer Topsoil and Sod/Seed Repairs 
Max. 500mm from timber 
edging. Ensure positive 
drainage away from  play area 
- min. 1%, max. 10% slope.
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75mm Depth (min.) x 
300mm Width - 
19mm down crushed 
granular base

Non-Woven 
Geotextile Fabric 
between subgrade 
and safety surfacing

Existing 
Grade
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150 x 150mm Pressure Treated
Timber. 8 mm chamfer on both top edges. 
Joints at corners to be half lap. Joints in straight
runs and to existing are to be half lap with 30 cm 
overlap. 

19mm dia. x 500mm 
Rebar @ max. 
1200mm O.C. and at 
all lap and half lap 
joints.

32 x 150mm Composite Cap.  (actual size of 
composite board must be equal or wider than 
pressure treated board below)
Joints to be lapped with TImber below. 

12mm dia. x 250mm 
Spikes @ max. 
1200mm O.C. 

12mm dia. x 
250mm 
Spikes @ max. 
1200mm O.C. 

19mm dia. x 
500mm 
Rebar @ max. 
1200mm O.C. 
and at all lap 
and half lap 
joints.

1. Base course timbers shall be pinned 
with a minimum of two (2) 19mm dia. by 
900mm rebar at maximum 1200mm o.c.

2. All rows of timber above base course 
shall be securely spiked with a minimum 
of two (2 x12mm dia. by 250mm spikes 
at maximum 1200mm o.c. 

3. All dimesions are in millimetres.

4. Pressure-treated timbers - 
preservative must be applied to all end 
cuts.

max. 1200 o.c.

max. 1200 o.c.

BENCH FOOTING DETAIL

300 diam
(12")

80 (3")

682
(27")

610
(24")

100
(4")

650
(25.6")

455
(17.9")

876
(34.5")

50mm x 100mm 
steel leg

Concrete Footing762
(30")
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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DATE

HORIZ.  SCALE

VERT.  SCALE

SP

August 2011 MANAGER,
PLANNING AND LAND USE DIVISION

SP
Immaculate Heart Park
DRAWING TITLE

I.4-E4Details
SITE ADDRESS McKenzie St and Stella Ave

DATEMANAGER,
PARK AND OPEN SPACES Playground Renovation
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SCALE:
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WASTE RECEPTACLE
 GALVANIZED METAL SLAT TYPE

SCD-119 A

April, 2011
N.T.S.
IL

CROSS SECTION

WIRE BASKET:

PLAN

ALLAN
SCREW

6mm

51mm 
I.D. S.T.D 
PIPE

38mm x 6mm FLAT IRON (4 REQ'D) VERTICALS

16mm I.D. LOOP OF 
10mm dia. ROD WELDED 
TO TAKE PADLOCK

10mm dia. ROD RIM

2.6 x 38mm FLAT IRON

CONCRETE BASE

150 LONG, 3mm WALL 
THICKNESS, PIPE SLEEVE 
WELDED TO BOTTOM PIPE

13mm PLATE WELDED TO 51mm I.D. STANDARD PIPE LEG

WELD 25 EQUALLY SPACED 20mm x 38mm
STEEL TUBING WITH TOP CAPPED TO HOOPS

38mm x 6mm x 500mm O.D. HOOPS

2-38mm x 6mm FLAT IRON

CUT HOLE IN EXPANDED
METAL TO BE USED AS 
A HANDLE

EXPANDED METAL 
WELDED TO RIMS

NOTE:

- METAL SLATS  TO BE HOT DIPPED 
GALVANIZED
- ALL DIMENSIONS ARE IN MILLIMETERS, 
  EXCEPT WHERE NOTED.
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Metal Slat WR: Product # 52501062

DATE:

DIMENSIONS SHOWN ARE IN MILLIMETRES UNLESS OTHERWISE SPECIFIED
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PARKWAY PATH
ASPHALT

SCD-648R

SEPT 2011
N.T.S.
SP

3000 mm (10') MIN.

OR AS SPECIFIED ON THE DRAWINGS 

Ex. Sod
Ex. Sod

75 mm75 mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

NON-WOVEN GEOTEXTILE FABRIC TO BE PLACED 
BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

75 mm (3") ASPHALT TYPE AS SPECIFIED

(3")(3")

TURF REPAIRS
(AS SPECIFIED)
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General Notes
1. Asphalt Concrete Pavement Works 

as per CW 3410 
2. Sub-Grade, Sub Base & Base 

Coarse Construction as per CW 3110
3. Topsoil & Seed as per CW3520 and 

CW 3540
4. Topsoil & Sod as per CW 3510 and 

CW 3540
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