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Location of underground structures as shown are based on the best 
information available but no guarantee is given that all existing utilities 
are shown or that the given locations are exact.  Confirmation of 
existence and exact location of all services must be obtained from the 
individual utilities before proceeding with construction.

 © David Wagner Associates Inc. All rights reserved. All drawings are conceptual in nature. It is to be clearly 
understood that the author, in producing said drawings, shall not be liable for any and all loss, damage or injury that 
may result from the drawings themselves, or from the construction work produced from this plan, or from any claims 
that may result subsequent to the project being constructed and use commencing on the site, whether such claims 
are brought by persons using the site, or by the owners or others of neighbouring properties.

Should any claim be made directly against the author as a result  of the drawings themselves, or as a result of the 
way in which the project is constructed in accordance with those drawings, or as a result of any loss, injury or 
damage that may be caused either on the site or outside the boundaries of the property or persons, the author is to 
be indemnified by the Owners in full, including the costs of defending any actions brought against the author, or the 
costs of paying any settlement entered into by the author, or settling any judgments made against the author.

No reproductions may be made without the permission of the Landscape Architect and when made, must bare his / 
her name. Any and all designs herein are the ® property of the Landscape Architect. If stamped and dated, the 
designs herein are licenced for construction, once only.  All prints to be returned to the Landscape Architect on 
request.

This drawing shall not be used for building purposes until countersigned by the
Landscape Architect.

The contractor shall check all dimensions and other data on site and report any discrepancies to the Landscape 
Architect.

Figured dimensions to be taken in preference to scaled dimensions.

If in doubt please ask.
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Grading Schematic Plan

Cindy Klassen Recreation Complex
1106 Downing Street
Winnipeg, Manitoba
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Refer to L1 Site Survey for existing grades.
All grades are in metric.

Proposed Grades

Mud Grade

Top of Timber Edging
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On Site

Set Sandbox Level
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DATE ISSUED
14 SEPTEMBER, 2011
Released for Tender

PLAN VIEW

350mm Playbox Sand

Compacted Sub-Grade

SANDBOX
3-150x150mm Cedar 
Finished Timbers

CROSS SECTION

38x184mm Cedar Cap
c/w 8mm Chamfer (45°) On Edges

Cut Wood Cap on 45° Angle
To Accomodate Seat

4 - 38x184mm Cedar 
Cap Boards

8mm Chamfer (45°) On 
Wood Cap And Seat Edges
Sand Smooth All Cap and 
Seat Edges

Min. 1% Slope
Asphalt Paving

All timbers and cap boards shall be full length of each side.
Base course timbers shall be pinned with a minimum of three (3) 
19mm dia. by 900mm rebar evenly spaced.
All rows of timber above base course shall be securely spiked with 
a minimum of three (3) 12mm dia. by 250mm spikes.
All corners shall be lap joints and spiked through. Sand smooth all cuts.
Cap boards shall be predrilled and screwed with two screws at each 
end of the cap and on both sides at 600mm O.C. Screws shall be sized to suit. 

19mm Down Crushed
Limestone Leveling Base
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