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Location of underground structures as shown are based on the best 
information available but no guarantee is given that all existing utilities 
are shown or that the given locations are exact.  Confirmation of 
existence and exact location of all services must be obtained from the 
individual utilities before proceeding with construction.

 © David Wagner Associates Inc. All rights reserved. All drawings are conceptual in nature. It is to be clearly 
understood that the author, in producing said drawings, shall not be liable for any and all loss, damage or injury that 
may result from the drawings themselves, or from the construction work produced from this plan, or from any claims 
that may result subsequent to the project being constructed and use commencing on the site, whether such claims 
are brought by persons using the site, or by the owners or others of neighbouring properties.

Should any claim be made directly against the author as a result  of the drawings themselves, or as a result of the 
way in which the project is constructed in accordance with those drawings, or as a result of any loss, injury or 
damage that may be caused either on the site or outside the boundaries of the property or persons, the author is to 
be indemnified by the Owners in full, including the costs of defending any actions brought against the author, or the 
costs of paying any settlement entered into by the author, or settling any judgments made against the author.

No reproductions may be made without the permission of the Landscape Architect and when made, must bare his / 
her name. Any and all designs herein are the ® property of the Landscape Architect. If stamped and dated, the 
designs herein are licenced for construction, once only.  All prints to be returned to the Landscape Architect on 
request.

This drawing shall not be used for building purposes until countersigned by the
Landscape Architect.

The contractor shall check all dimensions and other data on site and report any discrepancies to the Landscape 
Architect.

Figured dimensions to be taken in preference to scaled dimensions.

If in doubt please ask.
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Details 1

Cindy Klassen Recreation Complex
1106 Downing Street
Winnipeg, Manitoba

LLW

LLW

31 August, 2011

NTS

150mm Vertical Multi-flow Drain System
c/w End Caps, Connectors and Emitter
Refer to Grading Plan

0.6

Clean 6mm Pea Stone
Non-Woven Geotextile Fabric

0.
2

0.15

Compacted Subgrade

Slope Subgrade Min. 0.5% Towards Drain

Drainage Layer as Required
by Safety Surfacing System

Ramp with Asphalt Paving
Refer to SCD-648R

Eliminate Cap Board
At Accessible Entrance

New Turf
Max 4:1 Slope

Play Area With Wood Fibre
Protective Surfacing to CSA

Timber Edging - Two Tier 
SCD-651F
Add Third Tier to Bottom
If Required by Grades

Asphalt Path
SCD-648R

Timber Edging - One Tier
With Composite Cap
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The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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TACHE BENCH COMPOSITE
WITH ARMS

SCD-139

November 2007
1:20
SP

1830 or SIZE AS SHOWN ON DRAWING
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POURED IN PLACE 
CONCRETE BASE

CHAMFERED EDGES - (TYP)

10 mm x 100 mm lg. SURFACED
MOUNTED CADMIUM PLATED
CARRIAGE BOLTS WITH ACORN 
NUTS

13 mm x 50 mm STEEL PLATE

9.5 mm THICK STEEL ARMREST 
WELDED TO THE STEEL BENCH 
SUPPORTCADMIUM PLATED CARRIAGE

BOLTS (114 mm in LENGTH

50 mm SQUARE TUBING

FINISH GRADING

SIDE ELEVATION FRONT ELEVATION

13 mm x 50 mm STEEL PLATE

CADMIUM PLATED
CARRIAGE BOLTS
(114 mm IN LENGTH)

300

300
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80

600

MATERIALS

- 100 mm x 100 mm COMPOSITE BOARDS
- CEDAR TONE FINISH
- METAL FINISH - PRIME WITH
  RUSTOLEUM NO. 769
  FINISH WITH SAPOLIN
  BLACK WROUGHT FINISH
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Product # 52501085
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Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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TACHE STYLE WHEELCHAIR
METAL FRAME PICNIC TABLE

SCD-130A

May 2011
N.T.S.
SV
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13mm r ROUNDED 
CORNERS (TYP.)

OPENING AS NOTED 
FOR WHEELCHAIR 
PROVISION/ ONE SIDE ONLY

7.9mm x 38.1mm LAG BOLTS
/2 PER LEG

51mm x 85.7mm x 9.5mm 
PL WELDED TO FRAME

4.8mm x 25.4mm x 737mm STRAP FASTENED
WITH No. 10 x 31.7mm R.H. SCREWS

9.5mm x 51mm SUPPORT

7.9mm x 12.7mm BOLT

FRONT VIEW

3.2mm x 51mm X 51mm ANGLE
IRON WELDED TO PIPE LEGS

9.5mm X 51mm SUPPORTS

3.2mm X 51mm X 51mm ANGLE 
IRON WELDED TO LEGS

MATERIALS:
WOOD - VERTICAL GRAIN CLEAR SITCA SPRUCE OR B.C.  RED CEDAR.
FINISH - SIKKENS CETOL No. 078 NATURAL
METAL - GALVANIZED

NOTE:
ALL WOOD TO BE FASTENED TO ANGLE IRONS WITH 7.9mm X 38.1mm LAG BOLTS.

END VIEW

9.5mm X 38.1mm FLAT
IRON WELDED

38mm X 89mm BASE

31.7mm I.D. BLACK PIPE

38mm x 89mm
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Product # 52501108

Parks, Waterways & Community Initiatives DivisionSECTION: PATH / PLAY AREA DRAINAGE / RAMP
1:25
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DATE ISSUED
14 SEPTEMBER, 2011
Released for Tender

THE CITY OF WINNIPEG
Planning,Property and Development Department
Planning and Land Use Division
Unit 15 - 10 Fort Street, Winnipeg, MB, R3C 4X5

TITLE
Double Timber Edging Detail w/ Composite Cap

SCD 651F

Scale: NTS

Drawn By: SP

Date: Sept 2011

Existing Subgrade

Safety Surfacing and 
drainage layer Topsoil and Sod/Seed Repairs 

Max. 500mm from timber 
edging. Ensure positive 
drainage away from  play area 
- min. 1%, max. 10% slope.

75
m

m

75mm Depth (min.) x 
300mm Width - 
19mm down crushed 
granular base

Non-Woven 
Geotextile Fabric 
between subgrade 
and safety surfacing

Existing 
Grade
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150 x 150mm ACQ Pressure Treated
Timber. All joints to be lap joints.

19mm dia. x 500mm 
Rebar @ max. 
1200mm O.C. and at 
all lap and half lap 
joints.

32 x 150mm Composite Cap. 8mm chamfer 
on both top and bottom edges. 
Joints to be lapped with Timber below. 

12mm dia. x 250mm 
Spikes @ max. 
1200mm O.C. 

12mm dia. x 
250mm 
Spikes @ max. 
1200mm O.C. 

19mm dia. x 
500mm 
Rebar @ max. 
1200mm O.C. 
and at all lap 
and half lap 
joints.

1. Base course timbers shall be 
pinned with a minimum of two (2) 
19mm dia. by 900mm rebar at                  
maximum 1200mm o.c.
2. All rows of timber above base 
course shall be securely spiked 
with a minimum of two (2 x12mm 
dia. by 250mm spikes at maximum 
1200mm o.c. 
3. All dimesions are in millimetres.
4. Pressure-treated timbers - 
preservative must be applied to all 
end cuts.

max. 1200 o.c.

max. 1200 o.c.
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PARKWAY PATH
ASPHALT

SCD-648R

SEPT 2011
N.T.S.
SP

3000 mm (10') MIN.

OR AS SPECIFIED ON THE DRAWINGS 

Ex. Sod
Ex. Sod

75 mm75 mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

NON-WOVEN GEOTEXTILE FABRIC TO BE PLACED 
BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

75 mm (3") ASPHALT TYPE AS SPECIFIED

(3")(3")

TURF REPAIRS
(AS SPECIFIED)
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General Notes
1. Asphalt Concrete Pavement Works 

as per CW 3410 
2. Sub-Grade, Sub Base & Base 

Coarse Construction as per CW 3110
3. Topsoil & Seed as per CW3520 and 

CW 3540
4. Topsoil & Sod as per CW 3510 and 

CW 3540


	L6
	Play Area


