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New Drainage
Scale: 1:500

1
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New Multi-Flo Drain tile 
in trench

Existing Slit Drain

2
L-8

0 10 20 30 m

McDermot Ave.

Note:
Layout to be established on site in consultation 
with Contract Administrator

ON THE OUTSIDE..  IF IN DOUBT CONFIRM
WITU CONTRACT ADMIN. PRIOR TO INSTALLATION

FABRIC SHALL BE INSTALLED

HARDWARE SHALL BE GALVANIZED.
ALL WIRE FABRIC AND FENCE
NOTE:
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Post Cap

Post Band

Tension Bar 
5x19 mm.

Rail End

43 mm O.D. Gal.
Pipe Brace at all

corners, ends and
intersections.

6 ga. Bottom Tension Wire  Ties 
at max. 450mm o.c.

Top Rail 43 mm o.d. Gal. Pipe min. 
6700 mm in length

Top Rail Sleeve Coupling

9 ga. 50 mm x 50 mm gal.
steel diamond pattern mesh

9 ga. alllum. alloy tie 380 
mm o.c. max.

Line Post 60.3 mm o.d. Galv. 
Pipe
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1.2 m ht. Chain Link Fence
Scale: 1:20

 
 

Fabric Clip 9 guage alum.
alloy 450 mm o.c.
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40 mm down crushed limestone

5 to 10 mm Crusher Fines Limestone
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Chain link Fence Post

Chain Link Fence Post in Granular Paving Strip
Scale: 1:20
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