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Ø38mm TYPE 316 STAINLESS STEEL HANDRAIL

EXISTING CONCRETE WALL TO REMAIN

19mm LAMINATED TEMPERED GLASS PANEL

Ø50mm STAINLESS STEEL STANDOFF AND CUP

10mm STAINLESS STEEL PLATE MECHANICALLY
FASTENED TO THE EXISTING CONCRETE WALL.

TYPE 316 STAINLESS STEEL HANDRAIL BRACKET

51
51

FASTENING REQUIREMENTS
FOR BASE PLATE AT VIEWING GALLERY GUARD:
- Ø10MM X110MM TYPE 316 STAINLESS STEEL

INTERNALLY THREADED HILTI
HIS-RN HY-150 ANCHORS C/W
10MM  TYPE 316 STAINLESS STEEL
COUNTERSUNK HEADS OR
Ø10MM X 110MM TYPE 316 STAINLESS STEEL
INTERNALLY THREADED 'POWERS FASTENERS'
AC100+ GOLD ANCHORS C/W
10MM TYPE 316 STAINLESS STEEL
COUNTERSUNK HEADS;

- PROVIDE  8 ANCHORS PER TYPICAL PANEL;
- INSTALL PLATES TRUE TO LINE, PROVIDE SHIMS

AND NON-SHRINK GROUT AS REQUIRED.

1500

1518
5X5 reveal at the edge of the steel plate

164

597 597 7153

19 (space between glass panels)

10mm STAINLESS STEEL PLATE MECHANICALLY
FASTENED TO THE EXISTING CONCRETE WALL

glass panel (typ.)

stainless steel plate (typ.)

Ø50mm STAINLESS STEEL  CUP
53 410 597 410 48

STAINLESS STEEL ANCHOR TO CONCRETE WALL
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LOGO CHEMICALLY ETCHED IN THE  THE GLASS (surface No. 1)
TEXT CHEMICALLY ETCHED IN THE  THE GLASS (surface No. 1)

TEXT CHEMICALLY ETCHED IN THE  THE GLASS (surface No. 1)

XIIIWinnipeg

LOGO CHEMICALLY ETCHED IN THE  THE GLASS (surface No. 1)

TEXT CHEMICALLY ETCHED IN THE  THE GLASS (surface No. 1) TEXT CHEMICALLY ETCHED IN THE  THE GLASS
(surface No. 1)
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SECOND FLOOR
RENOVATION PLAN,
ENLARGED PLAN (partial),
ELEVATIONS, DETAILS

ADDENDUM No.1 July  24, 2012
TENDER June 29, 2012
OWNER REVIEW June 11, 2012
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Scale  1:250A-2.2
1 SECOND FLOOR RENOVATION PLAN

1 PROVIDE NEW GUARD AT THE EDGE OF VIEWING GALLERY. PRIOR TO INSTALLING THE
STAINLESS STEEL PLATE AT THE FACE OF C.I.P. CONCRETE WALL PROVIDE
COROSION-INHIBITING COATING AT LOCATIONS WHERE REINFORCING STEEL IS EXPOSED.

PROVIDE TYPE 1 ETCHING AT THE 6 GLASS PANELS (3 PANELS BETWEEN GRID LINES 3 AND 4,
3 PANELS BETWEEN GRID LINES 15 AND 16). REFER TO DETAIL 6/A-2.2.

PROVIDE TYPE 2 ETCHING AT THE 6 GLASS PANELS (3 PANELS BETWEEN GRID LINES 3 AND 4,
3 PANELS BETWEEN GRID LINES 15 AND 16). REFER TO DETAIL 8/A-2.2

25 Poseidon Bay, Winnipeg,  Manitoba

PAN-AM POOL
GUARD AND HANDRAIL
UPGRADES (phase I)

1 1

1 1

:
1.  DIMENSIONS ARE IN MILLIMETERS UNLESS NOTED OTHERWISE.

DIMENSIONS ARE TO THE FINISHED WALL FACE, GRID LINES OR CENTERLINES.

2. DO NOT SCALE DRAWINGS .  CONTRACTOR TO VERIFY EXISTING CONDITIONS.  CONTRACTOR
TO VERIFY LEVELS AND DIMENSIONS PROVIDED AND REQUIRED TO PERFORM THE WORK.
DISCREPANCIES ARE TO BE REPORTED TO THE ARCHITECT IMMEDIATELY.
OBTAIN CLARIFICATION PRIOR TO COMMENCING WORK.

Scale  1:50A-2.2
2 ENLARGED PLAN (partial)
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Scale  1:50A-2.2
4 GR-09 SOUTH ELEVATION

Scale  1:10A-2.2
5 GUARD AT VIEWING GALLERY DETAIL (TYP.)

Scale  1:10A-2.2
7 GUARD AT VIEWING GALLERY SECTION DETAIL
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Scale  1:10A-2.2
6 TYPE 1 ETCHING AT THE GLASS PANEL

Scale  1:10A-2.2
8 TYPE 2 ETCHING AT THE GLASS PANEL

Scale  1:50A-2.2
3 GR-09 EAST ELEVATION
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