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NOTES:
• "A" YELLOW-GREEN BACK-PAINTED GLASS SPANDREL TYPE SPA1
• "B" LIGHT GREEN BACK-PAINTED GLASS SPANDREL  TYPE SPA1
• ALL TRIANGULAR WINDOWS TO BE TEMPERED GLASS ON EXTERIOR TYPE EGU2A,

SEE A6.2/A6.3 FOR LOCATION INTERIOR TEMPERED GLASS TYPE EGU2B
• ALL CURTAIN WALL GLAZING TO BE TYPE EGU1A UNLESS NOTED OTHERWISE
• "F" FROSTED GLASS APPLIED TO INTERIOR PANE
• "C" ANODIZED ALUMINUM SPANDREL TO MATCH CURTAIN WALL FRAMING
• ALL DOORS TO HAVE TEMPERED GLAZING (SEE DOOR SCHEDULE)
• SEE A2.0 AND SPECIFICATION FOR SIGNAGE INFORMATION
• ALL TRIANGULAR WINDOWS TO BE TEMPERED GLASS ON EXTERIOR TYPE EGU2A,

SEE A6.2/A6.3 FOR LOCATION INTERIOR TEMPERED GLASS TYPE EGU2B
• "F" FROSTED GLASS APPLIED TO INTERIOR PANE
• SEE SPECIFICATION FOR ADDITIONAL SIGNAGE INFORMATION


