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NEW 38mm DIA. GALV. METAL TUBE GUARD 
WITH HORIZONTALS AT 150mm,  600mm, 
AND 1050mm FROM FINISHED FLOOR.  
SECURELY ANCHOR POST BASES TO CONCRETE
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MOUNTING POST,  1100mm HIGH.  
SECURELY ANCHOR POST TO CONCRETE 
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BASEMENT PLAN - PROPOSED

NUMBERED NOTES:

RE-INSTALL EXISTING TICKET OFFICE GLAZING IN NEW LOCATION SHOWN.  
SITE CONFIRM EXISTING INSTALLATION CONDITIONS AND HEIGHT. RE-CREATE 
SAME CONDITION IN NEW WALL CONSTRUCTION ABOVE AND BELOW GLAZING 
INSTALLATION.!
!
RE-INSTALL EXISTING TICKET OFFICE DOOR IN NEW WALL!
!
NEW RAIN WATER LEADER DOWN THROUGH EXISTING FLOOR TO BASEMENT 
LEVEL - SEE MECHANICAL.   FIRE STOP AROUND FLOOR PENETRATION!
 !
PATCH, REPAIR AND MAKE GOOD EXISTING WALLS - TYP.!
!
INSTALL NEW DOOR TO SWING IN OPPOSITE DIRECTION THAN EXISTING!
!
RUN SUMP PUMP DISCHARGE LINE WITHIN CEILING SPACE AND TIE INTO RWL 
LINE - SEE MECHANICAL!
!
NEW PLUMBING THROUGH WALL - FIRE STOP AROUND PENETRATION - TYPICAL!
!
LINE OF NEW RATED BULKHEAD AROUND PLUMBING - SEE DETAIL 3/A-3.4!
!
REINSTALL EXISTING DOOR - NOTE 4 DEMO PLAN - REUSE EXISTING FRAME 
AND EXISTING HARDWARE - PAINT FINISH
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MAIN FLOOR PLAN - PROPOSED
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PROVIDE ELEVATOR 
GRAPHIC SIGN HERE 
- SEE SPEC

PROVIDE LEVEL  
INDICATION GRAPHIC  
SIGN HERE - SEE SPEC

PROVIDE ELEVATOR 
GRAPHIC SIGN HERE 
- SEE SPEC

PROVIDE LEVEL  
INDICATION GRAPHIC  
SIGN HERE - SEE SPEC
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STUD/DRYWALL INFILL 
AS REQUIRED TO MAINTAIN 
FLUSH FINISHED CONDITIONS

50mm RIGID INSULATION - SEE WALL SECTIONS

EL. 94 513

SUMP PITS NOT SHOWN FOR CLATIRY !
- SEE DRAWING 8/A-5.2 FOR ENLARGED 
MECHANICAL ROOM PLAN AND SUMP PIT DETAILS

8
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ELEVATOR PIT LADDER BY ELEVATOR TRADE

GENERAL NOTES:!
!
- INSTALL WALL MOUNTED PORTABLE FIRE EXTINGUISHERS AS PER 
NATIONAL BUILDING AND FIRE CODE OF CANADA.

ANGLE FLOOR DRAIN 
PER MECHANICAL

MAINTAIN MIN. 1% 
SLOPE TOWARDS 
FLOOR DRAIN - TYP.
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INSTALL NEW 6mil POLY VAPOUR BARRIER AND 
13mm DRYWALL ON EXISITNG BLOCK WALL.

INSTALL NEW 6mil POLY VAPOUR BARRIER AND 
13mm DRYWALL ON  EXISTING CONCRETE WALL.
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INSTALL 13mm DRYWALL ON CONCRETE WALL.
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