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190mm CONCRETE BLOCK

190mm CONCRETE BLOCK
CL
OF 

BLOCK

CL
OF 

BLOCK

75mm DIA. RAIN WATER LEADER 
- SEE MECHANICAL

DISCHARGE RWL THROUGH WALL 
300mm ABOVE GRADE LEVEL ONTO 
NEW PRECAST CONCRETE SPLASHPAD

RAIN WATER LEADER (RWL) TO ROOF 
DRAIN ABOVE - SEE MECHANICAL

LINE OF NEW STAIR BELOW

NEW HANDRAIL BELOW

LINE OF STAIR BELOW

190mm CONCRETE BLOCK

ENSURE FLUSH TRANSITION
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NEW 38mm DIA. STEEL HANDRAIL 
- PAINT FINISH
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X1

X1
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PRE FINISHED METAL PROJECTION JAMB 
FLASHING - COLOUR TO MATCH CEMENT PANEL

BACKER ROD & CAULK - TYPICAL

CAULK - TYPICAL

13mm GYPSUM RETURN

J-MOULD

64mm STEEL STUD FRAMING

KAWNEER 1600 SYSTEM 2 
CURTAIN WALL

LAP & SEAL BLUESKIN 
TO WINDOW FRAME

P.T. WOOD BLOCKING

PRE FINISHED METAL PROJECTION JAMB 
FLASHING - COLOUR TO MATCH CEMENT PANEL

BACKER ROD & CAULK - TYPICAL

13mm GYPSUM RETURN

152mm STEEL STUD FRAMING

CAULK - TYPICAL
J-MOULD

KAWNEER 1600 SYSTEM 2 
CURTAIN WALL

LAP & SEAL BLUESKIN 
TO WINDOW FRAME

P.T. WOOD BLOCKING

STEEL COLUMN PER 
STRUCTURAL - PAINT FINISH

STEEL COLUMN PER STRUCTURAL

KAWNEER 1600 SYSTEM 2 
CURTAIN WALL - TYPICAL

KAWNEER 1600 SYSTEM 2 
CURTAIN WALL - TYPICAL

EXISTING 190 BLOCK WITH 
13mm GYPSUM INTERIOR FINISH
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NEW INTERIOR WALL WITH DOOR

CUT BACK EXISTING GYPSUM TO 
EXTENT REQUIRED AND INSTALL NEW 

13mm GYPSUM - PATCH & MAKE 
GOOD TO EXISTING GYPSUM

PREPARE SURFACE OF EXISTING BLOCK 
AS REQUIRED FOR FLAT CLEAR 
CONNECTION TO NEW GLAZING

ALIGN FACE OF CURTAIN WALL 
SYSTEM WITH FACE OF 
EXISTING BLOCK WALL

INSULATION INFILL BETWEEN 
NEW INTERIOR GLAZING AND 

EXISTING BLOCK

NEW 13mm GYPSUM 

NEW EXTERIOR CURTAIN WALL 
SYSTEM - SEE SPEC. 

EXISTING EXTERIOR RAILING TO REMAIN - PROTECT 
FROM DAMAGE FROM NEW CONSTRUCTION

FACE OF RAISED EXTERIOR ENTRANCE SLAB

FOAM INSULATION BETWEEN CURTAIN 
WALL AND EXISTING BLOCK & ROD/ CAULK
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CONNECTION TO EXIST. PLAN DET.

NEW 13mm GYPSUM

CAULKING & 'J' MOULD RETURN

FOAM INSULATION BETWEEN 
CURTAIN WALL AND BLOCKINGEXISTING EXTERIOR BLOCK 

WALL - PREP AS NECESSARY 
FOR CONNECTION TO NEW 

CURTAIN WALL

13mm EXTERIOR SHEATHING - 
ALIGN WITH NEW BLOCK WALL

!3

FOAM BETWEEN NEW CURTAIN 
WALL AND EXISTING BLOCK

13mm GYPSUM, 'J' TRIM, AND CAULK 
TO NEW CURTAIN WALL FRAME

EXISTING STAIRWAY HANDRAIL

LINE OF NEW GRADE BEAM BELOW

EL. 98 730

EXTENT OF MASONRY BLOCK UP 
TO 100 000 LEVEL

CHANNEL SUPPORTING 100 
000 LEVEL DECK/CONCRETE

BACK OF CHANNEL ABOVE

2

SPRAY FOAM

SPRAY FOAM

5
A-5.1

5
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NEW 6mil POLY VAPOUR BARRIER ON 
EXISTING CONCRETE BLOCK - TYP.!
- SEAL TO CURTAIN WALL FRAME

NEW 13mm GYPSUM
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