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ROOF PLAN AND DETAILS
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ELEVATOR ADDITION AND 
ACCESSIBILITY UPGRADES 
OF CENTURY ARENA
Winnipeg, Manitoba Bid Opportunity No. 579-2012

SEPT. 28, 20120
NOV. 27, 20121

ISSUED FOR BID 
ISSUED FOR ADDENDUM 1

NOTE:!
ALL REVISION CHANGES ARE 
CIRCLED WITH A CLOUD.

ORIGINAL DRAWINGS SEALED 
SEPTEMBER 28, 2012

TYPICAL NOTE:!
MAKE EVERY ATTEMPT TO TERMINATE NEW AVB TO 
EXISTING.  WHERE NO EXISTING AVB IS PRESENT,  
NOTIFY DEPARTMENTAL REPRESENTATIVE FOR 
FURTHER REVIEW AND INSTRUCTION.
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T.O. EXISTING 
C.B.  PARAPET!
ELEV - 103 658

U/S OF NEW STEEL DECK !
ELEV - 103 302
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ROOF PLAN

CAULK AND SEAL!
V.B. TO DRAIN

CLAMP TO!
U/S OF DECK

INSULATE!
DRAIN PIPE!

AS PER MECH.

NOTE: ROOF DRAIN TO BE!
INSULATED & INSTALLED!
AS PER MANUFACTURER'S!
INSTRUCTIONS

RECESS ROOF DRAIN!
SLIGHTLY TO ENSURE!
POSITIVE DRAINAGE

OVERFLOW SCUPPER SECTION DETAIL
SCALE 1:10

5
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OVERFLOW SCUPPER ELEVATION
SCALE 1:10
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PRE FIN. MTL. SCUPPER DETAIL
SCALE 1:10
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PRE FINISHED METAL SCUPPER!
- SEE DETAIL 7/A-3.3

CONTINUE BASE SHEET INTO 
SCUPPER AND UP SIDES

CAULK ALL AROUND SCUPPER

LAP & SEAL PARAPET CAP FLASHING 
OVER SCUPPER FLANGES AND ROOF 
BASE SHEET.  USE MASTIC TO ACHIEVE 
FULL SEAL AROUND SCUPPER - TYPICAL

19mm P.T. PLYWOOD

5!
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CAULK ALL AROUND SCUPPER

PRE FINISHED METAL SCUPPER 
- SEE DETAIL 7/A-3.3

CONTINUE ROOF BASE SHEET  
INTO SCUPPER AND UP SIDES

LAP & SEAL PARAPET CAP FLASHING 
OVER SCUPPER FLANGES AND ROOF 
BASE SHEET.  USE MASTIC TO ACHIEVE 
FULL SEAL AROUND SCUPPER - TYPICAL

SCUPPER SIDE FLANGES BEHIND 
ON ROOF SIDE OF PARAPET

PRE FINISHED METAL 
PARAPET CAP FLASHING
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.!

SL
OPE

EXIST.!
SLOPE

MAINTAIN EXISTING SLOPES TOWARDS 
EXISTING DOWNSPOUT LOCATION 
(NEW ROOF DRAIN LOCATION)

INSTALL NEW INTERNAL ROOF DRAIN

ROUTE NEW DRAIN LINE THROUGH 
EXISTING WASHROOM CEILING SPACE, 

DROP DOWN IN CORNER

PENETRATE EXISTING EXTERIOR 
WALL AND DISCHARGE ONTO 

NEW SPLASH PAD

HATCH INDICATES 
EXISTING BUILDING AND 
ROOF TO REMAIN AS IS.

EXISTING LOWER 
CONCOURSE ROOF
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18ga. GALV. J-CHANNEL

100X50X3 GALV. STEEL CONNECTION ANGLE

WOOD BLOCKING AS REQUIRED

64mm STEEL STUD FRAMING - SEE DETAIL 3/A-3.3

75mm FLANGE ESCUTCHEON PLATE AROUND PENETRATION

LAP & SEAL BLUESKIN OVER CONNECTION ANGLE ALL AROUND

GALV. SQUARE HSS AROUND NEW RWL - SIZE AS REQUIRED, !
PAINT FINISH AS REQUIRED

NEW RWL PER MECH. THROUGH NEW HSS

SPRAY FOAM INSULATION ALL AROUND RWL

ANCHOR GALV. HSS THROUGH 
STEEL ANGLE TO WALL AS 

REQUIRED - TYP. ALL AROUND

ANGLE MOUNTING BRACKET!
BY SPLASH PAD MANUF.

GALV. HSS SPACER TO WIDTH OF INSULATION!
AND HIGHT OF MOUNTING BRACKET!
ANCHORED TO CONC. GRADE BEAM

PRECAST CONC. SPLASH!
PAD AS SPECIFIED

75mm FLANGE ESCUTCHEON PLATE AROUND PENETRATION

18ga. GALV. J-CHANNEL

NEW PRECAST CONCRETE 
SPLASH PAD

NEW PRECAST CONCRETE 
SPLASH PAD

EXPANSION JOINT BETWEEN 
NEW AND EXISTING

EXPANSION JOINT BETWEEN 
NEW AND EXISTING

2!
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NEW OVERFLOW SCUPPER!
- SEE DETAIL 5/A-3.5 NEW OVERFLOW SCUPPER!

- SEE DETAIL 5/A-3.5 

2
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R.W.L. @ WALL PENETRATION

3
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SPLASH PAD MOUNTING DETAIL
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TYP. ROOF DRAIN DETAIL

!2

!X2

ROOF 
SIDE

DISCHARGE 
SIDE

ONE PIECE PRE FORMED METAL SCUPPER.!
PRE FINISHED ON ALL SIDES.!
COLOUR TO MATCH PARAPET CAP FLASHING
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CANOPY/WALL PLAN DET. 

LINE OF PREFINISHED METAL PARAPET ABOVE
GALV. METAL 'J' CHANNEL

ROOFING MEMBRANES

92mm STEEL PARAPET STUDS

13mm EXTERIOR PARAPET SHEATHING
11mm EXTERIOR CLADDING
25mm HAT CHANNEL SPACERS

EXISTING 2 x 6 
CONTINUOUS PLATE

PROVIDE 125mm INSULATION ON 
NORTH/SOUTH FACE AND 
UNDERSIDE OF CANOPY FOR 
INSULATING & ALIGNMENT PURPOSES
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SIM.

PATCH AND MAKE GOOD AS 
REQUIRED EXISTING ROOF TO 

NEW ROOF CURB

REMOVE AND REPLACE 
EXISTING 24ga. GALV. FLASHING

EXISTING 24ga. 
GALV. FLASHING

EXISTING 4 X 4 CANT 
CORNER PIECE

 EXISTING 2  x 8 FIR LEDGER

9
A-3.5 SCALE:  1:5

NEW TO EXISTING PARAPET CONNECTION

C130X10 STRUCTURAL 
CHANNEL - SEE STRUCT.

76x76x6.4 PERIMETER ANGLE 
- SEE STRUCTURAL

NEW EXTERIOR SHEATHING FASTENED TO 
EXISTING BLOCK TO PROVIDE ROOFING BACKING

EXTRA LAYER BASE SHEET OVER PARAPET CAP

BASE SHEET

MINERAL WOOL CANT STRIP

NOTE: TYPICAL CONNECTION WHERE EXISTING 
MEETS NEW CONSTRUCTION - SITE CONFIRM 
EXISTING CONDITIONS AND NOTIFY DEPARTMETAL 
REPRESENTATIVE OF ANY DISCREPANCIES

CAP SHEET

 EXISTING 2"  x 8" FIR LEDGER
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NEW TO EXISTING PARAPET CONNECTION

C130X10 STRUCTURAL 
CHANNEL - SEE STRUCT.

76x76x6.4 PERIMETER 
ANGLE - SEE STRUCTURAL

BASE SHEET

CAP SHEET

EXISTING PARAPET BLOCK COURSING 
REMOVED FOR ROOFING CONNECTION 
- AS REQUIRED; SITE CONFIRM EXTENT 

NECESSARY TO PROVIDE POSITIVE 
DRAINAGE TOWARD NEW ROOF DRAIN 

LOCATION

NEW W200x19 STEEL BEAM ABOVE 
NEW OPENING THROUGH EXISTING 
BLOCK WALL - SEE STRUCTURAL

SLOPE TOWARDS ROOF DRAIN

SIM.

NEW P.T. WOOD PLATE 

REPLACE EXISTING ROOFING 
MATERIAL TO COVER ROOFING 
CONNECTION & ENSURE FLUSH 
TRANSITION

NEW NON-SHRINK GROUT 
AS PER  STRUCTURAL

DOUBLE LAYER 16mm TYPE 'X' 
GYPSUM ON 64mm STEEL STUDS 
AROUND NEW STEEL BEAM 

EXISTING 
CONCRETE 

BLOCK

EXISTING WOOD DECK 
AND BUILT-UP ROOFING

NOTE: SITE CONFIRM EXISTING CONDITIONS 
AND NOTIFY ARCHITECT OF ANY 
DISCREPANCIES

WATER DEFLECTOR

LAP & SEAL NEW ROOF 
AVB TO EXISTING.

NEW 6mil POLY VAPOUR BARRIER

LAP TO WALL


