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T.O. CANOPY PARAPET!
ELEV - 102 900

U/S OF STEEL BEAM!
ELEV - 102 140

U/S OF STEEL DECK!
ELEV - 102 547

T.O. CONCRETE 
AT GRADE FLOOR!

ELEV - 98 730

T.O. CONCRETE 
AT GRADE FLOOR!

ELEV - 98 730 U/S OF GYPSUM CEILING!
ELEV - 102 080

U/S OF CANOPY FINISH!
ELEV - 102 080

T/O CURTAIN WALL!
ELEV - 102 090

U/S OF CANOPY FINISH!
ELEV - 102 080

T/O CURTAIN WALL!
ELEV - 102 090

U/S OF STEEL DECK!
ELEV - 102 547

T.O. CANOPY PARAPET!
ELEV - 102 900

T/O ELEVATOR SHAFT PARAPET!
ELEV - 104 572

T.O. CONCRETE 
AT MAIN FLOOR!

ELEV - 100 000

T.O. CONCRETE AT 
BASEMENT FLOOR!

ELEV - 96 647

U/S ELEV. HOIST BEAM!
ELEV - 103 734
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T.O. CONCRETE AT 
BASEMENT FLOOR!

ELEV - 96 647

T.O. EXISTING 
C.B.  PARAPET!
ELEV - 103 658

T.O. CONCRETE AT 
BASEMENT FLOOR!

ELEV - 96 647

T.O. CONCRETE 
AT MAIN FLOOR!

ELEV - 100 000

T.O. CONCRETE 
AT GRADE FLOOR!

ELEV - 98 730
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T.O. CONCRETE 
AT GRADE FLOOR!

ELEV - 98 730
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U/S DROPPED 
LOBBY CEILING!
ELEV - 102 800

U/S STEEL DECK!
ELEV - 103 20050

15995

U/S OF GYPSUM CEILING!
ELEV - 102 750

U/S OF T-BAR CEILING!
ELEV - 102 800

U/S OF CANOPY & 
VESTIBULE CEILING!

ELEV - 102 080
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A-5.1 SCALE:  1:50

BUILDING SECTION AT STAIR 2
A-5.1 SCALE:  1:50

BUILDING SECTION AT ELEVATOR SHAFT

ELEVATOR PIT BEYOND

ELEVATOR MACHINE 
PANEL ACCESS DOOR

ATTACH AND SEAL AIR BARRIER 
TO CURTAIN WALL FRAME
ANCHOR CURTAIN WALL FRAME TO STRUCTURE 
PER MANUFACTURER'S INSTRUCTIONS

STEEL COLUMN BEYOND - 
SEE STRUCTURAL

LAP & SEAL AIR BARRIER 
TO ROOF DECK

P.T. WOOD PARAPET FRAMING
19mm P.T. PLYWOOD

SLOPE

SLOPE

NEW STEEL C-CHANNEL 
- SEE STRUCTURAL

- BITUMEN BASE AND CAP SHEETS!
- SLOPED RIGID INSULATION!
- 2 LAYERS 50mm RIGID INSULATION!
- ROOF VAPOUR BARRIER!
- ROOF DECK - SEE STRUCTURAL!

EXTERIOR CONCRETE SLAB - SEE STRUCTURAL

ROD & CAULK

KAWNEER 1600 SYSTEM 2 CURTAIN WALL

50mm P.T. WOOD BLOCKING

50mm RIGID MINERAL 
WOOL INSULATION

GRADE BEAM DAMP-PROOFING - 
AS PER SPEC.

NEW CONCRETE GRADE BEAM - 
SEE STRUCTURAL

STEEL COLUMN BASEPLATE 
BEYOND - SEE STRUCTURAL

NEW CONCRETE FLOOR 
SLAB - SEE STRUCTURAL
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SECTION DETAIL AT CANOPY

5
A-5.1

SLOPE

!X1

- 13mm CEMENT PANEL!
- 25mm HAT-CHANNELS!
- 125mm MINERAL WOOL RIGID INSULATION!
- 125mm 16ga. HORIZONTAL Z-GIRTS @ 1800mm O.C.!
- BLUESKIN SA BITUMEN VAPOUR BARRIER!
- 13mm DENSGLASS GOLD GYPSUM!
- 92mm STEEL STUDS @ 406mm O.C.!
- BATT INSULATION!
- 13mm DENSGLASS GOLD GYPSUM
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TYPICAL HIGH PARAPET SECTION DETAIL

PRE-FINISHED METAL PARAPET CAP 
- COLOUR TO MATCH CEMENT PANEL

P.T. WOOD PARAPET FRAMING

19mm P.T. PLYWOOD
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WALL SECTION 4
A-5.1 SCALE:  1:10

WALL SECTION AT ELEVATOR
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LAP & SEAL ROOF VAPOUR BARRIER 
TO WALL VAPOUR BARRIER. - 
TYPICAL.

- BITUMEN BASE AND CAP SHEETS!
- SLOPED RIGID INSULATION!
- 2 LAYERS 50mm RIGID INSULATION!
- ROOF VAPOUR BARRIER!
- ROOF DECK - SEE STRUCTURAL!

11mm EXTERIOR PANEL - SEE SPEC.
25mm HAT CHANNELS
BLUESKIN SA BITUMEN VAPOUR BARRIER!

13mm EXTERIOR SHEATHING
STRUCTURAL CHANNEL - SEE STRUCT.

FOAM INSULATION 

CEMENTITIOUS PANEL AND TRIM 
AS NECESSARY

SPRAY FOAM INSULATION MIN. 600mm 
UNDERSIDE OF DECK AND CANTILEVERED 
CHANNELS - ENSURE CHANNEL PENETRATION 
THROUGH RIGID INSULATION IS FILLED

92mm STUD SOFFIT FRAMING

POT LIGHT - SEE ELEC.
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HIGH WALL TO LOW ROOF DET. TYPICAL

!X1

PRE FINISHED METAL FLASHING

BASE SHEET ADHERED TO P.T. SLOPED BLOCKING

38X89mm P.T. BLOCKING

13mm EXTERIOR SHEATHING - ENSURE 
COMPATIBILITY WITH ROOFING MEMBRANE SYSTEM

190 BLOCK
END TRIM AS REQUIRED FROM 
CLADDING SYSTEM MANUFACTURER

PERIMETER ANGLE - SEE 
STRUCTURAL
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SLOPE

9
A-3.5

8
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38mm STEEL DECK

102mm CONCRETE FILL ON 
38mm STEEL DECK

C130X10 STRUCTURAL 
CHANNEL

C180X15 STRUCTURAL 
CHANNEL

254mm CONCRETE GRADE 
BEAM -  SEE STRUCT.

OUTSIDE FACE OF 
CONCRETE BLOCK BEYOND

CURTAIN WALL 
ATTACHMENT CLIPS AS 
NECESSARY

NON-VISION SPANDREL 
PANEL & BACK PANEL

CURTAIN WALL PARAPET 
SYSTEM BY MANUFACTURER 
- INSTALL AS PER 
STANDARD DETAILS

STEEL ANGLE TO SUPPORT 
CURTAIN WALL

SIM.
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610mm SKIRT OF 50mm RIGID!
INSULATION AT 15% SLOPE

NEW WEEPING TILE WITH !
100 DIA. PERFORATED PVC - !
COVER WITH GEO SOCK - !
SLOPE TO NEW SUMP PIT 
LOCATION !
ON 50mm LEVELLING SAND

COVER WEEPING TILE WITH GRANULAR!
FILL - COVER WITH GEOTEXTILE FABRIC

NEW WEEPING TILE AROUND 
FOUNDATION WALLS & ELEVATOR 
PIT WITH 100 DIA. PERFORATED 
PVC - COVER WITH GEO SOCK - !
SLOPE TO NEW SUMP PIT 
LOCATION ON 50mm LEVELLING 
SAND - TYPICAL

WATER PROOFING MEMBRANE AROUND 
ELEVATOR PIT - TYPICAL - SEE SPEC.

FOUNDATION WALL 
WATERPROOFING MEMBRANE 
AND 50mm EXTRUDED RIGID 
INSULATION.  !
- TYPICAL BELOW GRADE

SLOPE TOWARDS ROOF DRAIN
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WALL SECTION DETAIL @ GROUND

COLOURED ACRYLIC FINISH OVER LATEX 
FORTIFIED CEMENT C/W 50mm WIDE 
HIGH STRENGTH ALKALI RESISTANT 
GLASS FIBRE TAPE OVER JOINTS

EXTEND 50mm INSULATION ON 
FULL FACE OF GRADE BEAM AND 
PROVIDE CONTINUOUS P.T. 
BLOCKING AT BOTTOM - TYP.

PRE FINISHED METAL FLASHING

LAP EXTRA LAYER OF BITUMEN 
OVER DRIP FLASHING

125mm INSULATION AS SPECIFIED
25mm CHANNELS

11mm CEMENTITIOUS PANELS 
AS SPECIFIED

'Z' GIRT
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WALL SECTION DETAIL @ GROUND

STEEL ANGLE TO SUPPORT 
CURTAIN WALL - SEE STRUCTURAL

CURTAIN WALL SYSTEM AS SPECIFIED

ROD/CAULKING
MIN. 10mm FOAM INSULATION

PRE FINISHED METAL FLASHING 
FASTENED INTO CURTAIN WALL 
SYSTEM - ENSURE DRAINAGE FROM 
CURTAIN WALL SYSTEM

EXTEND 50mm INSULATION ON FULL FACE 
OF GRADE BEAM AND PROVIDE CONTINUOUS 
P.T. BLOCKING AT BOTTOM - TYP.

LAP AND SEAL BITUMEN OVER 
WATERPROOFING MEMBRANE

COLOURED ACRYLIC FINISH OVER LATEX 
FORTIFIED CEMENT C/W 50mm WIDE 
HIGH STRENGTH ALKALI RESISTANT 
GLASS FIBRE TAPE OVER JOINTS

LAP AND SEAL BITUMEN OVER 
WATERPROOFING MEMBRANE !
- TYPICAL; SEE SPEC. 

END TRIM AS REQ'D FROM CLADDING SYSTEM MANUF.

W T 
SUMP 
PIT

OIL 
INT.

ELEV.!
SUMP

SIM.
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DOWEL EXTERIOR SIDEWALK TO GRADE BEAM - TYPICAL

MIN. 1% SLOPE TOWARDS 
ELEVATOR PIT DRAIN. - SEE MECH.

LINE OF PARAPET BEYOND

PRE FINISHED 
METAL 
REVEAL TRIM

LAP & SEAL ROOF V.B. TO WALL V.B.

LAP AVB OVER FLASHING

CEMENT BOARD

AIR BARRIER - LAP & SEAL 
TO CURTAIN WALL FRAME

LAP AIR BARRIER OVER 
FLASHING

NEW 38mm DIA. GALV. 
METAL TUBE GUARD  
SECURELY ANCHOR 
POSTS TO CONCRETE

152x152mm GALV. METAL PUSH 
BUTTON MOUNTING POST,  SECURELY 
ANCHOR POST TO CONCRETE 

NEW AUTOMATIC DOOR OPERATOR PUSH BUTTON

NEW WATERPROOFING 
MEMBRANE AND 50mm EXT. RIGID 
INSUL. - TYP BELOW GRADE

NEW WATERPROOFING 
MEMBRANE AND 50mm EXT. RIGID 
INSUL. - TYP BELOW GRADE

NEW 6mil POLY 
VAPOUR BARRIER AND 

13mm GYPSUM ON 
EXISTING WALL - TYP. 

NEW 6mil POLY 
VAPOUR BARRIER AND 

13mm GYPSUM ON 
EXISTING WALL - TYP. 
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