
This drawing must not be scaled.!
!
The general Contractor must verify all dimensions, datums and 
levels prior to commencement of work. All errors and omissions 
must be reported immediately to the Architect.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Architect.!
!
This drawing is the exclusive property of the Architect and 
cannot be reproduced without written permission of the 
Architect.  Reproduction must bear the name of the Architect.  
Copyright © 2012.

revision

project

sheet title

project number:

scale:

drawn by:

approved by:

date:

drawing number:

STAIR DETAILS AND 
INTERIOR ELEVATIONS

12-003
1:100 or AS SHOWN
C.G.
H.F.
SEPT. 28, 2012

A-5.2

ELEVATOR ADDITION AND 
ACCESSIBILITY UPGRADES 
OF CENTURY ARENA
Winnipeg, Manitoba Bid Opportunity No. 579-2012

SEPT. 28, 20120
NOV. 27, 20121

ISSUED FOR BID 
ISSUED FOR ADDENDUM 1

NOTE:!
ALL REVISION CHANGES ARE 
CIRCLED WITH A CLOUD.

ORIGINAL DRAWINGS SEALED 
SEPTEMBER 28, 2012

MECHANICAL 
ROOM

T.O. CONCRETE 
AT GRADE FLOOR!
ELEV - 98 730

T.O. CONCRETE 
AT MAIN FLOOR!
ELEV - 100 000

T.O. CONCRETE AT 
BASEMENT FLOOR!
ELEV - 96 647
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T.O. CONCRETE AT 
SUMP PIT FLOOR!
ELEV - 94 513

T.O. CONCRETE AT 
ELEV. PIT FLOOR!
ELEV - 95 427
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ENLARGED STAIR PLAN

2
STAIR

X1

34
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FLOOR ASSEMBLY 
AS PER STRUCTURAL
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STAIR SECTION AND SUMP COVER DETAIL

C-CHANNEL

CONCRETE TOPPING IN 
STEEL TREAD PAN

2

92mm STEEL STUD FRAMING @ 406mm O.C.

x2 LAYERS 16mm TYPE 'X' GYPSUM 
- MAINTAIN 1HR. FIRE RATING
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ROOM 1 ELEVATOR LOBBY ELEV.
1

ELEVATOR VISUAL 
INDICATION LIGHTS FLOOR INDICATION 

SYMBOL

ELEVATOR CALL  
BUTTONS
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STAIR

ELEVATOR VISIAL  
INDICATION LIGHTS

ELEVATOR CALL  
BUTTONS

FLOOR INDICATION 
SYMBOL

2
STAIR

HANDRAIL
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ROOM 3 ELEVATOR LOBBY ELEV.
1

5
A-5.2 SCALE:  1:25

ROOM 5 ELEVATOR LOBBY ELEV.
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SYMBOL
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SIM.
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STAIRWAY HANDRAIL

13 Ø WALL BRACKETS 
PAINT HANDRAIL ASSEMBLY

38 DIA. STEEL PIPE ON  
WALL BRACKET - PAINTED

76X76X6 STEEL PLATE @ 1200 O.C.  
MAX. AND ANCHOR TO WALL

BOLT TO CONCRETE BLOCK

6mm DIAMOND PLATE HATCH DOOR REINFORCED 
FOR LIVE LOAD OF 300 POUNDS/SQ FT.

SUMP COVER SEATING DET.
SCALE 1:5
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WEEPING TILE 
SUMP PIT

OIL 
INTERCEPTOR

ELEVATOR !
SUMP

TOP OF ELEVATOR PIT 
FLOOR BEYOND

FACE OF 254 CONCRETE 
WALL UP TO 100 000 LEVEL.

LOCATION OF CHANNEL BEYOND AGAINST 
254 CONCRETE WALL

100 000 98 730
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T/O 254 CONCRETE WALL UP 
TO 98 730 LEVEL.

STEEL ANGLE TREAD 
PAN SUPPORTS AT 

STRINGER

STEEL STRINGER 
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STAIR SECTION
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F.F.

WEEPING 
TILE SUMP 

PIT
OIL INT.

50x50x6mm STEEL ANGLE ANCHORED 
TO CONCRETE - SEE STRUCTURAL

RUBBER GASKET SEAL ALL AROUND HATCH

38mm METAL GRATE WITH 
SOLID STEEL COVER PLATE

CONCRETE FLOOR SLAB AS PER STRUCTURAL

ENLARGED MECHANICAL ROOM PLAN
SCALE 1:20
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ELEVATOR !
SUMP 6mm DIAMOND PLATE HATCH 

DOOR REINFORCED FOR LIVE LOAD 
OF 300 POUNDS/SQ FT.

METAL HINGES - TYP.

FLUSH DROP HANDLE - 
TYPICAL

METAL PERIMETER ANGLE 
ANCHORED INTO CONC. - SEE 
STRUCTURAL

NOTES TYPICAL FOR 
ALL SUMP PIT COVERS
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MECHANICAL SUMP PIT PLUMBING LINES UP 
THROUGH COVER PANEL - SEE MECHANICAL.!
SEAL AROUND COVER PLATE PENETRATION
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CAULK & SEAL FULL PERIMETER

TREAD

'J' MOULD TIGHT!
TO STRINGER - TYP.

310 x 31 'C' CHANNEL STRINGER

FACE OF CONC. BLOCK WALL

GYPSUM PER WALL TYPE

FACE OF CONC. BLOCK WALL

TREAD

APPLY CEMENT-BASED WATERPROOF COATING 
ON ALL INTERIOR PIT SURFACES - TYPICAL

ROOM IDENTIFICATION 
SIGNAGE ON LATCH 
SIDE OF DOOR - TYP.

NOTE: 
ALL SIGNAGE MUST 
COMPLY WITH 2010 
CITY OF WINNIPEG 
ACCESSIBILITY 
DESIGN STANDARDS

DETECTABLE WARNING SURFACE: 
ARMOR-TILE REPLACEABLE CAST-IN-PLACE 
SYSTEM: 610x1220mm TRUNCATED DOMES. 
- INSTALL AS PER MANUF. INSTRUCTIONS

DETECTABLE WARNING SURFACE: 
ARMOR-TILE REPLACEABLE CAST-IN-PLACE 
SYSTEM: 610x1220mm TRUNCATED DOMES. 

- INSTALL AS PER MANUF. INSTRUCTIONS

DETECTABLE WARNING SURFACE:

DETECTABLE WARNING SURFACE:

NEW WATERPROOFING 
MEMBRANE AND 50mm 

EXT. RIGID INSULATION !
- TYP BELOW GRADE

NEW WATERPROOFING 
MEMBRANE AND 50mm 
EXT. RIGID INSULATION !
- TYP BELOW GRADE

TYPICAL FLOOR SLAB!
- SEE STRUCTURAL

21

B

C

2
113A

13A


