
Supply and Install Soil and Sod (610 SM)

0 10 20 30 m

Supply and Install 2 Tiered Timber
Edging and Cap (43 LM)

Supply and Install Engineered Wood Fibre
Safety Surfacing incl. Drainage Piping (207 SM)

Supply and Install 8' Tall, 2 Bay, 2 Belt Seat
and 2 Baby Seat Swing Set

Pick Up and Install Accessible
Picnic Table w/ Duckbill Anchor

New Location for Boulder and
Memorial Plaque

Pick Up and Install Tache
Composite Bench w/ Arms

Pick Up and Install Metal Slat
Waste Receptacle

Supply and Install Granular Path
and Seating Areas (89 SM)

Resurface Existing Granular Path (66 SM)

Pick Up and Install Double
Sided Park Sign

Pick Up and Install Metal Slat
Waste Receptacle

Supply and Install Curb Cut
and Accessible Entrance (11 SM)

Approximate Location for
Drainage Piping and Emitter (26 LM)

Supply and Install 1 Tiered Timber
Edging w/ no Cap (20 LM) accessible entry

Extents of Rough Grading (393 SM)

Supply & Install 2-12 Play
Equipment & Independants
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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Amber Vasas Memorial Park
DRAWING TITLE

A.64-BPROPOSED DESIGN
SITE ADDRESS 63 Callum Crescent

DATEMANAGER,
PARK AND OPEN SPACES PLAYGROUND REDEVELOPMENT

BID OPPORTUNITY NO.

110-2013

Existing Subgrade

140 x 140mm (6" x 6") No. 2 or Better Cedar
Timber.

8mm Chamfer 
Top Edges

Safety Surfacing

19mm dia. x 500mm 
Rebar @ max. 
1200mm O.C.

75mm Depth (min.) x 
300mm Width - 
19mm down crushed 
granular base

Non-woven 
geotextile between 
subgrade and safety 
surfacing

Base course timber :
- shall be pinned with minimum of two (2) 19mm dia. rebar @  
  max. 1200mm O.C.

granular surface

max. 1%

Single Timber w/ no Cap
1:201
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