
Supply and Install 2' Sod Buffer (9 SM)
-by others

Supply and Install Free  Standing Pre-Cast
Concrete Block Seating Wall (5 SM of Wall Face)

- Barkman "Quarry Stone" Blocks
- Sierra Grey Colour

- Capstone to be Barkman " 14 inch Roman Coping"
- Sierra Grey Colour

- Height of Wall to be at Seat Height (17" above grade)
- Sealant to be Applied to Wall to

Aide in Potential Need for Graffiti Removal

Supply and Install Feature Trees (x2)
 - Japanese Tree Lilac (tree form)
- by forestry

Supply and Install Shrubs (x4)
- dwarf Korean lilac (2 gal. container)
- by others

Shrub Bed Preparation (6 SM)
-by others

sidewalk

existing
asphalt 
path

Supply and Install Paving Stones (27 SM)
on Lean-Mix Concrete Base (30 SM)

- border to be Barkman "holland" paver w/ a border
of 4"x8" soldier and 4"x8" sailor course  (charcoal colour)

- main paving area to be Barkman "holland" 4" x 8" paver in
a herring bone pattern (natural colour)

- middle paving area to be Barkman "holland 4"x 8" paver
that is continuous to the herring bone pattern

that is the main paving area
(middle paving area to be charcoal colour)

- note** - 90 degree corners on paver border
to have a 8" x8" holland paving stone (charcoal colour)

Supply and Install Dedication Boulder 

Remove Existing Metal 
Frame Waste
Receptacle and 
Relocate to this
Location

existing park sign to remain

Saw Cut Asphalt

Represents Edge of
Lean-Mix Concrete Base

plaque to be installed at 
a later date by others

Supply and Install 2'
Sod Buffer (12 SM) -by others

Supply and Install Paving Stones (21 SM)
on Lean-Mix Concrete Base (22 SM)

- border to be Barkman "holland" paver w/ a border
of 4"x8" soilder course and 4"x8" sailor course  (charcoal colour)
- main paving area to be Barkman "holland" 4" x 8" paver in
a herring bone pattern (natural colour)
- middle paving are to be Barkman "holland 4"x 8" paver
that is continuous to the herring bone pattern
that is the main paving area (charcoal colour)

Supply and Install Feature Trees (x4)
 - Japanese Tree Lilac (tree form)

-by forestry

Supply and Install Shrubs (x8)
- dwarf Korean lilac (2 gal. container)

- by others

Shrub Bed Preparation (15 SM)
- by others

existing
asphalt path

existing
asphalt path

Saw Cut Existing Asphalt and
Supply and Install Asphalt Patch (2 SM)

** Supply and Install Metal Slat Waste Receptacle 
-to be located on site by Contract Administrator **

Represents Edge of 
Lean-Mix Concrete Base
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S.97-AProposed Design
SITE ADDRESS 150 John Duncan Drive
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150-2013

North Entry Node Feature
1:1001

South Entry Node Feature
1:1002

South Entry Node

North Entry Node

property line

residential properties

John Duncan Drive

Edmund Gale Drive

Vehicle Access Area
- 10 ' Wide

Vehicle Access Area
- 10 ' Wide

** Supply and Install Asphalt Seating Nodes (16 SM) and
Pick Up and Install composite benches (x2) 
-to be located on site by Contract Administrator **

Node Locations
NTS3
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