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ROAD WORK

BY OTHERS

34.300
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CONSTRUCTION NOTES:

1. EACH CATCH BASIN (CB) AND CATCH PIT (CP) INSTALLED IN

PAVEMENT TO HAVE AP-011 FRAME AND COVER.

2. EACH DITCH INLET CATCH BASIN TO HAVE A DITCH INLET

GRATE AS PER DETAIL SHEET 52.

3. CONTRACTOR TO EXPOSE AND VERIFY INVERTS OF ALL

JUNCTIONS OR CONNECTIONS TO MAINLINE LDS PRIOR TO

INSTALLATION OF CATCH BASINS.

4. CLASS 3 BACKFILL TO BE USED WITHIN 1.0m OF PAVEMENT

FOR ALL UNDERGROUND INSTALLATIONS.

5. EXISTING MANHOLES AND CATCH BASINS TO BE ADJUSTED

TO DESIGN ELEVATION.

6. INSTALL 200mm CONCRETE TRANSITION SLABS C/W

ASPHALT OVERLAY WHERE ASPHALT PAVEMENT MATCHES

CONCRETE PAVEMENT.

7. ADD 200.00m TO ABBREVIATED ELEVATION TO OBTAIN

GEODETIC ELEVATION.

EAST BERM

0.00%

0
.
5
0
%

-
1

.
0

0

%

0
.
5
0
%

-0.01%

-
0
.
5
0
%

3+660.000

233.366

3+763.699

232.772

3+675.000

233.365

3+734.099

233.068

0.93%

3+655.000

233.284

0
.
5
0
%

-
0
.
5
0
%

3+600.051

233.146

3+654.466

233.419

3+673.374

233.325

0
.
5
0
%

3+600.051

232.837

3+645.614

233.066

-

2

.

5

0

%

3+650.000

234.300

3+690.000

233.300

1

.

6

8

%

0.00%

3+710.000

233.200

3+763.699

234.100

0

.
8

0

%

-
0

.
6

8

%

3+690.000

232.978

3+770.000

232.431

0
.
5
0
%

-
0
.
5
0
%

0
.
5
0
%

1

.
0

0

%

3+674.753

233.292

3+763.699

232.847

3+600.051

232.917

3+660.000

233.218
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LEFT AUXILARY LANE

(BOC)

FUTURE RIGHT
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EAST TRAVEL LANE

WEST TRAVEL

LANE (CONTROL)
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 (=3+638.185 ATP CONTROL)
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CATCH BASIN, CATCH PIT, DITCH INLET & MANHOLES

STRUCTURE AND LOCATION SCHEDULE

TYPE STATION

O/S  FROM

CONTROL

RIM ELEV BOT. ELEV LEAD INV MAIN INV PIPE LEAD

CB 39 3+722.141 7.950 R 233.063 230.813 N 231.413 230.300 31.0m- 250mm/ GR=3.59%

CP 26 3+761.696 1.550 L 232.759 231.859 N 231.859 - 2.0m - 250mm

CB 40 3+763.696 1.550 L 232.749 230.499 N 231.099 229.331 10.4m - 300mm/GR=17.00%

CP 27 3+765.696 1.550 L 232.759 232.759 S 232.759 - 2.0m - 250mm

MH12 3+753.293 13.492 R 233.020 - - 230.300 55.6m -300mm/GR=4.23%

CB 41 3+769.975 10.423 R 232.431 230.181 W 230.781 230.300 16.0m - 300mm/GR=3.00%

CP- SD-023, AP-011                                                                                           ROAD CB - SD-024, AP-011

DITCH CB - SD-025, DITCH INLET GRATE                                                       MH - SD-010, AP-004, AP-005
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76-030

232.457m

84R635 - Lake Crest Rd. & Waverley St., Tblt on top

of 0.05m dia. x 2.4m iron pipe, 14.2m N. of S.L. of

Lake Crest Rd. & 0.6m E. of E.L. of Waverley St.

ISSUED FOR 90% REVIEW

R.T.F.,J.D.P.
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