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PAVEMENT SECTION

 NOTES

 1. ADJUST MH AND CB RIMS TO NEW GRADES.

 2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS

     MAY REQUIRE TEMPORARY SUPPORT, REMOVAL, OR

     REPLACEMENT, TO BE DONE SO AT THE EXPENSE

     OF THE CONTRACTOR AS NECESSARY.

 3. CONTRACTOR TO REGRADE/RENEW EXST PRIVATE

     SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

     RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS

     TO PROTECT EXISTING TREES WITHIN THE LIMITS OF

     CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

     ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

 5. MODIFIED BARRIER CURB TO BE USED AT ALL

     INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

 6. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

     UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.

 7. ADD 200.000m TO ABBREVIATED ELEVATIONS

     TO OBTAIN GEODETIC ELEVATIONS.

 8. SD-024 CB OFFSETS ARE DIMENSIONED TO BOC.

 9. SD-025 CB OFFSETS ARE DIMENSIONED TO CB CENTER

ITEM MANUFACTURER SPECIFICATIONS SPECIAL FEATURES

LDS

250 SEWER PIPE ROYAL PIPE SYSTEMS SDR35 PVC ROYAL SEAL

MANHOLE FRAME TITAN FOUNDRY TF-101-9

MANHOLE SOLID COVER TITAN FOUNDRY TF-101-9

MANHOLE LIFTER RING                       TITAN FOUNDRY                         TF-101                                        51mm

CATCH BASIN INLAND PIPE CONCRETE ALL PRE-CAST

CB FRAME & GRATED COVER TITAN FOUNDRY TF-103-3 BARRIER C&G INLET

CATCHBASIN HOOD B&A MANUFACTURING BA112

SEWER CONNECTION FITTING ROYAL PIPE SYSTEMS SDR35 PVC INJECTION MOULDED

CONTRACTOR:   BAYVIEW CONSTRUCTION

ROAD

CONCRETE BUILDING PRODUCTS

ASPHALT MAPLE LEAF

GRANULAR INLAND

REINFORCING STEEL COWIN STEEL

BONDING AGENT                                  SPECIALTY CONSTRUCTION     ACRL-STIX

HOT POURED JOINT SEALER              CRAFCO                                       ROADSAVER 522

SUBDRAIN DRAINAGE FABRIC CANADA CULVERT FX-86HS NON-WOVEN GEOTEXTILE

GEOGRID CANADA CULVERT LAYFIELD EGRID RX 1200

SUBDRAIN DRAINAGE PIPE CANADA CULVERT HDPE SOLFLOMAX

CONTRACTOR:   BAYVIEW CONSTRUCTION

MATERIAL LIST

PAVEMENT SECTION
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NORTHING

ST JOHN AMBULANCE WAY HORIZONTAL CONTROL LINE COORDINATES

POINT/STATION EASTING

9981.629POT 0+100.000 10157.710

10048.553POT 0+166.950 10159.564

CIRCULAR CURVE DATA

CURVE

C1

C2

RADIUS

22.000

106.000

LENGTH

20.253

19.512

DELTA

52°44'48"

10°32'47"

TANGENT

10.908

9.783
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736 Date:__________

BID OPPORTUNITY No. 393-2013

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

1 0

13/05/15

AS NOTED

AS NOTED

WRJ

DID

RPB

BWB

33.000

1 15

TH-12

May 15/2013

PORTAGE AVENUE, EASTBOUND

PAVEMENT REHABILITATION

KEY PLAN, HORIZONTAL & VERTICAL CONTROL

AND DRAWING LIST

P-3342-1

NORTHING

HORIZONTAL CONTROL LINE COORDINATES

POINT/STATION EASTING

9998.501POT 0+094.851 9995.074

10118.675PI 0+507.666 10390.010

10335.640PI 1+208.432 11056.343

10507.800POT 2+002.585 11831.610

SW corner Portage Ave & Newman St, tablet in N conc foundation

#1200 Portage Ave 2m W & 0.2m below precast conc wall of NE corner of bldg

NOTE: THE PROJECT DRAWINGS HAVE A SCALE FACTOR OF 1.000271328

APPLIED TO LBIS INFORMATION TO MATCH LOCAL SURVEYED PROJECT COORDINATES

SURVEY BAR-HORIZONTAL CONTROL POINTS-PROJECT COORDINATES NAD83 DATUM

CONTROL POINT LOCATION NORTHING EASTING ELEVATION NORTHING EASTING ELEVATION

#1

SURVEY BAR @ SW CRN

TYLEHURST ST/PORTAGE AVE

10000.000 10000.000 233.266 5526894.681 629353.124 -

-630861.4575527330.569232.66411508.71610436.096#2

GEODETIC BENCHMARK-VERTICAL CONTROL POINTS

GBM LOCATION

37-043

ELEVATION

233.044m

SURVEY BAR @ SW CRN

DOMINION ST/PORTAGE AVE

Tablet in S wall of the HIghway Services Bldg, #1075 Portage Ave, 0.5m E of

SW corner of building

37-010 233.445m

KEY PLAN

SCALE:  1:2500

0 150m10050

DRAWING LIST

DRAWING CITY

No. DWG No. DESCRIPTION

0 P-3342-0 COVER SHEET AND LOCATION PLAN

1 P-3342-1 KEY PLAN, HORIZONTAL & VERTICAL CONTROL

                                                    AND DRAWING LIST

2 P-3342-2 HORIZONTAL GEOMETRY/ALIGNMENT - ST JOHN AMBULANCE WAY

3 P-3342-3 HORIZONTAL AND VERTICAL ALIGNMENT - STA 0+235 TO STA 0+340

4 P-3342-4 HORIZONTAL AND VERTICAL ALIGNMENT - STA 0+340 TO STA 0+480

5 P-3342-5 HORIZONTAL AND VERTICAL ALIGNMENT - STA 0+480 TO STA 0+610

6 P-3342-6 HORIZONTAL AND VERTICAL ALIGNMENT - STA 0+610 TO STA 0+730

7 P-3342-7 HORIZONTAL AND VERTICAL ALIGNMENT - STA 0+730 TO STA 0+860

8 P-3342-8 HORIZONTAL AND VERTICAL ALIGNMENT - STA 0+860 TO STA 0+980

9 P-3342-9 HORIZONTAL AND VERTICAL ALIGNMENT - STA 0+980 TO STA 1+110

10 P-3342-10 HORIZONTAL AND VERTICAL ALIGNMENT - STA 1+110 TO STA 1+240

11 P-3342-11 HORIZONTAL AND VERTICAL ALIGNMENT - STA 1+240 TO STA 1+360

12 P-3342-12 HORIZONTAL AND VERTICAL ALIGNMENT - STA 1+360 TO STA 1+500

13 P-3342-13 HORIZONTAL AND VERTICAL ALIGNMENT - STA 1+500 TO STA 1+640

14 P-3342-14 HORIZONTAL AND VERTICAL ALIGNMENT - STA 1+640 TO STA 1+780

15 P-3342-15 HORIZONTAL AND VERTICAL ALIGNMENT - STA 1+780 TO STA 1+875


