
NEW BASKETBALL COURT TO 
BE BUILT BY OTHERS, N.I.C.

NEW CHAIN LINK FENCE AROUND BASKETBALL COURT IS BY 
BASKETBALL COURT CONTRACTOR AND N.I.C. THIS CONTRACTUNDERGROUND DRAINAGE LINE TO SLOPE NORTHWARD 

AND CONNECT TO EXISTING MULTI-FLOW DRAINAGE 
LINE.  SLOPE AREA BELOW PLAY EQUIPMENT TO THIS 
LINE AS PER SCD-650 AND SCD-659

SEE DTL. 2-L3 FOR EXISTING 
MULTI-FLOW DESIGN

HEAVY BROKEN LINE IS SCHEMATIC  MAXIMUM LIMIT OF PLAY 
AREA AVAILBLE.  MODIFY SHAPE TO SUIT PLAY EQUIPMENT 
SUBMISSION.  SHAPE MUST ABUT NEW BASKETBALL COURT FENCE 
TO THE SOUTH.  PROVIDE DOUBLE TIMBER EDGE C/W CAP TO 
SCD-651A AROUND ENTIRE PERIMETER EDGE TO SUIT NEW SHAPE 
(EXCEPT ALONG CHAIN LINK FENCE INSTALL TO SCD-651B).

CONCEPTUAL LOCATION OF 4 SEAT SWING, 2 
BELTS, 2 BUCKETS.
CONTRACTOR MAY SHIFT LOCATION TO SUIT 
THEIR DESIGN SUBMISSION

MAIN SITE ACCESS ROUTEFROM SOCCER FIELDS

MAIN SITE ACCESS ROUTE  
FROM COMMUNITY CLUB

SHRINK SIZE OF PLAY AREA IN 
THIS DIRECTION TO SUIT NEW 
PLAY EQUIPMENT LAYOUT IF 
LESS SPACE IS NEEDED

INDEPENDENT 
MOTION PLAY 
COMPONENT 
LOCATIONS
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CONTRACTOR TO  INSTALL TIMBER EDGING  TO RETAIN 
SAFETY SURFACING TO  NORTH SIDE OF BASKETBALL 
CHAIN LINK FENCE, IN ACCORDANCE WITH SCD 651B

SENIOR PLAY EQUIPMENT 
SCHEMATIC LOCATION

JUNIOR PLAY EQUIPMENT 
SCHEMATIC LOCATION

NEW ASPHALT PAVED WALKWAY TO BE INSTALLED BY OTHERS.  WALKWAY 
MUST CONNECT TO NEW TIMBER EDGE AROUND PLAY EQUIPMENT AND WILL BE 
CO-ORDINATED WITH PLAY EQUIPMENT LAYOUT/SUBMISSION.   WALKWAY TO 
MEET FLUSH WITH TOP OF DOUBLE TIMBER TO SCD-651A (LEAVE OUT CAP FOR 
WALK WIDTH ONLY, WHERE WALK CONNECTS TO TIMBER EDGE).
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REPAIR SOD DAMAGE AROUND 
ALL OUTSIDE  EDGES, MIN. 2%, 
MAX. 10% SLOPE AWAY FROM 
PLAY AREA.

EXISTING GRASS BERM

EXISTNG TREES

CONTRACTOR TO INSTALL  ONE (1) TACHE STYLED METAL FRAME PICNIC 
TABLE SCD-122 INTO THE DESIGN.  INSTALL OVER A GRAVEL PAD 3  METRES x 
3 METRES AREA.  GRAVEL PAD TO CONSIST OF 150 MM DEPTH OF 19 MM DIA. 
CRUSHED LIMESTONE DOWN AND TOPPED WITH 25 MM LAYER OF 6 MM DIA. 
CRUSHED LIMESTONE, RAKED SMOOTH AND COMPACTED.  LOCATE 
ADJACENT TO NEW TIMBER EDGE AROUND PLAY EQUIPMENT.

CONTRACTOR TO  INSTALL ONE (1) BACKLESS 
BENCH INTO THE DESIGN, SCD- 121B.  INSTALL 
OVER 1.8 x 2.2 GRAVEL PAD (GRAVEL PAD AS PER 
PICNIC TABLE PAD)

CONTRACTOR TO  INSTALL ONE (1) 
UNDERGROUND SYBERTECH WASTE 
RECEPTACLE . SEE DETAIL 1-L4 FOR 
CONSTRUCTION DETAIL.
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2
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TWO (2) TACHE BENCHES TO SCD-121B TO BE INSTALLED 
BY BASKETBALL COURT CONTRACTOR, N.I.C.
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INDICATES NEW FINISHED GRADE ELEVATION OF 
BASKETBALL COURT PAVING

INDICATES EXISTING 
GRADE ELEVATION 

WHEELCHAIR SPACE
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300 mm HEIGHT
MULTI-FLOW DRAIN 

6 MM CLEAN 
STONE BACKFILL
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