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NEW SIGN PANEL INSTALLED
ON REFURBISHED MOUNTING BRACKETS
BY OTHERS

21
30

REFURBISH EXISTING
CONCRETE PILE FOUNDATION

 ARM

 SHAFT & PILE

OCTAGONAL ARM
300 A/F TO 100 A/F

6.35 THICK

OCTAGONAL SHAFT
400 A/F TO 300 A/F
7.938 THICK

REMOVE AND SALVAGE
EXISTING SIGN PANEL

4800
LANE

1000
GORE

3000
8-32 DIA.

ANCHOR BOLTS
ON 520 BCD

SITE ELEVATION - LOOKING NORTH
OVERHEAD SIGN SUPPORT STRUCTURE NO. S648

BISHOP GRANDIN
BLVD.

165 EAST

EXISTING G.R.E.A.T. UNIT
IN FRONT OF SHAFT

A1

MOUNTING BRACKET
IDENTIFICATION MARK (TYP.)

600 6002 SP. @ 1500 = 3000

A2 A3

REFURBISH EXISTING
MOUNTING BRACKETS

(TYP.)

EXISTING PAVEMENTINSTALL NEW
GROUT PAD

EXISTING 32 THICK
FLANGE PLATE
EXISTING 27 DIA.
HOLES (TYP.)

REAM EXISTING HOLES
TO 34 DIA. (TYP.)

300 A/F
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FLANGE MODIFICATION DETAIL
(TYP. 2 FLANGE PLATES)

N/A

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

STEEL OVERHEAD SIGN SUPPORT
STRUCTURES - 2013 MAINTENANCE WORKS
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NOTES:

1. CONTRACTOR SHALL TAKE SPECIAL CARE
TO ENSURE ALIGNMENT OF HOLES IN
MATING FLANGE PLATES.

2. DISCARD EXISTING S.S. FLANGE BOLTS AND
PROVIDE NEW 32 DIA. ASTM A325 TYPE 1
HOT-DIP GALVANIZED BOLTS c/w 1 NUT & 2
WASHERS.

3. CLIP WASHERS TO CLEAR AS REQUIRED.

4. APPROXIMATE NAKED WEIGHT OF
STRUCTURE = 1050 kg

LOCATION MAP

SITE PLAN

S648 SITE LOCATION

OHSS-13-06

S648 PEMBINA HWY. NB , 1ST STRUCTURE
NORTH OF UNIVERSITY CRES. AT EB RAMP
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