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WAVERLEY WEST ARTERIAL ROADS PROJECT

(WWARP) PART 3 - CONTRACT 2

ROUTE 90 TO ROUTE 165 OVERPASS (KENASTON BLVD.)

AND ASSOCIATED WORKS

P-3349-

2013/08/08
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GUARDRAIL LAYOUT AT 1+460 TO 1+515
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               WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO

BE USED FOR EXCAVATION ON THIS PROJECT

THE CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE

PROPOSED LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO

GAS COMPANY INSTALLATIONS SEE

PROVINCIAL REGULATION 210/72 FOR

DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO

CONSTRUCTION.

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

PLAN - MIDWEST GUARD RAIL SYSTEM

1:50

ELEVATION LOOKING WEST - MIDWEST GUARD RAIL SYSTEM

1:50

SITE PLAN

1:200

4. A MINIMUM VERTICAL SEPARATION OF 300 mm

FROM GAS MAINS AND 100 mm FROM GAS

SERVICE MUST BE MAINTAINED BETWEEN

ANY MANITOBA HYDRO FACILITY AND ANY

NEW INSTALLATIONS.

5. A MINIMUM 900 mm OF COVER SHALL BE 

MAINTAINED IN ALL AREAS WHERE

EQUIPMENT WILL BE CROSSING, TRAVELING

OR COMPACTING OVER THE HIGH PRESSURE

GAS MAINS.

6. IF EQUIPMENT MUST CROSS, TRAVEL, OR 

COMPACT OVER THE GAS MAIN WITH LESS

THAN THE MINIMUM DEPTH COVER, EARTH

BRIDGING OR STEEL PLATES SHALL BE

PLACED OVER THE MAIN AND EXTEND A

MINIMUM OF 1.0 METRE ON EITHER SIDE AT

EACH CROSSING LOCATION.

POST NO. STATION   O/S

15 1+483.025 10.751

16 1+484.873 10.751

17 1+486.721 10.751

18 1+488.569 10.751

19 1+490.417 10.751

20 1+492.265 10.751

21 1+494.113 10.751

22 1+495.961 10.751

TYPICAL STEEL W-BEAM

GUARDRAIL AND POSTS

CONTINUED

TYPICAL STEEL W-BEAM

GUARDRAIL AND POSTS

CONTINUED

NOTE:

STATION AND OFFSECT (O/S) IDENTIFY

THE CENTER OF THE POST.

MRD

MRD

DBW

DPK
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