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ISSUED FOR PRE-TENDER REVIEW17/05/132 JH

ISSUED FOR TENDER10/06/133 JH
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WORKOUT EQUIPMENT, OUTDOOR CLASSROOM & SECTIONS L-2.4 3

LOWER BODY WORKOUT EQUIPMENT
SCALE: 1:100
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L-2.4
NORTH

UPPER BODY WORKOUT EQUIPMENT
SCALE: 1:100
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NORTH

CORE WORKOUT EQUIPMENT
SCALE: 1:100
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NORTH

OUTDOOR CLASSROOM LAYOUT PLAN
SCALE: 1:100
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NORTH

BERM AND CONC. SEAT WALL - SECTION
SCALE: 1:30
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As Shown
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HEALTHBEAT CARDIO STEPPER 
GROUND MOUNT

HEALTHBEAT BALANCE STEPS 
DIRECT BURY. SEE SPECS.
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HEALTHBEAT STRETCH 
DIRECT BURY. SEE SPECS.

HEALTHBEAT AB 
CRUNCH / LEG LIFT 
DIRECT BURY. SEE 

SPECS.

LAYOUT GRID LINES 
SEE DWG. L-2.2

LAYOUT GRID LINES 
SEE DWG. L-2.2

93
50

15
36

29
403917

4406

1250 R

1250 R

1250 R

1250 R

90°

HEALTHBEAT PULL-UP / DIP 
GROUND MOUNT

HEALTHBEAT ASSISTED 
ROW / PUSH-UP 

GROUND MOUNT
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EDGE OF EXISTING PAVEMENT

PARK PATH CRUSHED 

LIMESTONE

CIP CONC. SEAT WALL

17310
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BERM - SEE DTL. 5 
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LAYOUT GRID LINES 
SEE DWG. L-2.2

PARK PATH CRUSHED LIMESTONE

PARK PATH CRUSHED 
LIMESTONE

PARK PATH CRUSHED 
LIMESTONE

8.0% MAX

3:1 MAX.
3:1 MAX.

MATCH EXISTING GRADES

SODDING

FILL MATERIAL PER CW 3170 

APPROX. LINE OF EXISTING GRADE

EXISTING SUBGRADE

CIP CONC. SEAT WALL

PARK PATH CRUSHED LIMESTONE

2.0%

CIP CONC. SEAT WALL
SCALE: 1:20L-2.4
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PARK PATH CRUSHED LIMESTONE

CIP CONC. RETAINING WALL!
REINFORCE W/3-10M @ 300mm O.C. E/W, EACH FACE & PER 
CW 3310!
200mm CRUSHED LIMESTONE BASE COURSE PER CW 3110

SODDING
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750 x 200mm THK. CIP CONC. FOOTING REINFORCE W/4-10M 
@ 250mm O.C. MAX EACH WAY
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25mm RADIUS 
BOTH SIDES
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NON-WOVEN GEOTEXTILE FABRIC PER CW 3130 

COMPACTED SUBGRADE

155 TALL x 18mm DEEP RECESS SUITABLE FOR A 
152 x 6.4 x 152mm CERAMIC TILE
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0

TACHE WOOD BENCH W/ARMS PER SCD-120A 
FIELD LOCATE BENCH FOR APPROVAL BY CONTRACT 

ADMINISTRATOR PRIOR TO INSTALLATION


