
GENERAL NOTES:!
!
1. ALL DIMENSIONS ARE IN METERS UNLESS 
OTHERWISE SPECIFIED.!
!
2. ENSURE THE LOCATION OF ALL EXISTING 
SERVICES BOTH OLD AND RECENTLY INSTALLED 
ARE CLEARLY LOCATED ON SITE PRIOR TO 
CONSTRUCTION. THE CONTRACTOR WILL BE 
RESPONSIBLE FOR REPAIRING ALL DAMAGE 
CAUSED TO SERVICES DURING CONSTRUCTION.!
!
!
U/G SERVICE NOTES:!
!
1.  LOCATIONS OF UNDERGROUND STRUCTURES AS 
SHOWN ARE BASED ON THE BEST INFORMATION 
AVAILABLE, BUT NO GUARANTEE IS GIVEN THAT ALL 
EXISTING ARE SHOWN OR THAT THE GIVEN 
LOCATIONS ARE EXACT.  CONFIRMATION OF 
EXISTENCE AND EXACT LOCATION OF ALL SERVICES 
MUST BE OBTAINED FROM THE INDIVIDUAL 
UTILITIES BEFORE PROCEEDING WITH 
CONSTRUCTION. ANY ENCUMBRANCES SHALL BE 
REPORTED TO THE CONTRACT ADMINISTRATOR 
IMMEDIATELY.!
!
2. DUCTS CONTAIN FIBRE OPTIC CABLES MUST BE 
EXCAVATED IN ACCORDANCE WITH UTILITY'S 
EXPRESS REQUIREMENTS.  THE CONTRACTOR 
SHALL CONTACT THE UTILITY AT LEAST SEVEN (7) 
DAYS PRIOR TO EXCAVATION.!
!
3. A MINIMUM CLEARANCE OF 1.0 METER MUST BE 
PROVIDED BETWEEN THE UNDERSIDE OF ANY 
EXISTING WATERMAIN OR SEWERMAIN AND THE 
TOP OF PROPOSED WORKS.!
!
4. A MINIMUM CLEARANCE OF 0.5 METER MUST BE 
PROVIDED BETWEEN THE UNDERSIDE OF THE 
PROPOSED WORKS AND THE TOP OF ANY EXISTING 
WATERMAIN OR SEWERMAIN.!
!
5. A MINIMUM CLEARANCE OF 2.0 METERS MUST BE 
PROVIDED BETWEEN ANY EXISTING WATERMAIN OR 
SEWERMAIN PIPE AND THE PROPOSED WORKS.!
!
6. CONTACT THE CUSTOMER TECHNICAL SERVICES 
BRANCH AT 986-3322, 48 HOURS PRIOR TO 
CONSTRUCTION FOR CLEARANCE OF EXISTING 
WATER AND WASTEWATER UTILITIES. 

HILDERMAN THOMAS FRANK CRAM 
L a n d s c a p e   A r c h i t e c t u r e   •   P l a n n i n g 
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2- 140 x 140mm PT TIMBER 
JOINTS TO BE BUTT JOINTS STAGGER  STACKS 

JOINTS IN STRAIGHT RUNS ARE TO BE LAPPED OVER 
TIMBER BELLOW BY A MINIMUM OF 600mm 8mm CHAMFER TOP EDGES

140 X 140 (ACTUAL) PT WOOD TIMBER AT 
1800mm O.C. OVER 150mm COMPACTED BASE 
COARSE

PARK PATH CRUSHED LIMESTONE

3 REBAR EMBEDED INTO COMPACTED 
SUBGRADE 

UNIT PAVERS
SCALE: 1:10

3

L-3.4

210 x 105 'CHARCOAL' OR 'DESERT BUFF' 
HOLLAND UNIT PAVERS!

25mm BEDDING SAND!
150 COMPACTED GRANULAR BASE COARSE!

COMPACTED SUBGRADE!
SEE DTL. 1 THIS SHEET FOR PATTERN AND 

PAVING STONE TYPES!

TIMBER EDGER

NOTE:!
UNIT PAVERS SHALL BE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS OF 
CW 3330 - INSTALLATION OF INTERLOCKING PAVING STONES. 
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COMPACTED SUBGRADE

1422

UNIT PAVERS

TIMBER EDGER
SCALE: 1:15
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L-3.4

19mm DIA. x 500mm REBAR AT 609 O.C. AND AT 
ALL JOINTS

NON-WOVEN GEOTEXTILE FABRIC PER 
CW 3130 BETWEEN BASE COURSE AND 

SUB-GRADE 

NON-WOVEN GEOTEXTILE 
FABRIC PER CW 3130 BETWEEN 

BASE COURSE AND 
SUB-GRADE 

12mm DIA. x 250mm REBAR 
W/25mm DIA. WELDED 

METAL WASHER AS HEAD 
AT 609mm O.C. MAX. 

COUNTERSINK AND PLUG 
HOLE 

8 'CHARCOAL' HOLLAND 
STONE UNIT PAVER

8 'DESERT BUFF' 
HOLLAND STONE UNIT 
PAVER

140 X 140mm PT WOOD 
EDGER

UNIT PAVER CHECKERBOARD
SCALE: 1:25
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SHRUB PLANTING DETAIL (TYP.)
SCALE: NTS
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FINISHED GRADE

PLANT IN SAUCER 
75mm ABOVE 

FINISH GRADE

EDGE: SURFACE 
VARIES REFER TO 

DWG. L-3.0

75mm DEPTH WOOD CHIP MULCH

300mm DEPTH GROWING MEDIUM 
SEE SPECIFICATIONS

LOOSEN ROOT BALL AND 
ENSURE ANY DAMAGED 
STEMS ARE PRUNED OFF 
PRIOR TO PLANTING

EDGE: SURFACE VARIES 
REFER TO DWG. L-3.2

FLAT FOR 100mm 
MIN.

SLOPE SUBGRADE

COMPACTED SUBGRADE

SCARIFY MIN. 150mm DEPTH

PARC LA SALLE SCHOOL & MISCELLANEOUS DETAILS L-3.4 3
As Shown

ALTERNATE PRICE: CONCRETE PLAYSURFACE 
EDGING - HARD SURFACE EDGE PER SCD-643


