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Precast Concrete Sidewalk Panel/ Tree 
Cover (1370mm x 1370mm/1800mm x 
150mm) from Barkman Concrete

Existing Paving Band on
100mm Concrete

Sidewalk - Repair as
required

C.I.P. Concrete Tree Vault Curbing, 
with min. 75mm width lip

Existing Concrete Curb - Repair as 
required

min. 150mm depth 1" diameter riverwash 
Drainage Stone enveloped in Filter Fabric 

Root Barrier - overlap min. 50mm with 
Concrete Tree Vault) continuous along 
tree vault on road side

Existing road subgrade - 
protect - repair as required

300mm long 10M Dowel at 
450mm O.C. to Road

Bond Breaker
Saw cut existing concrete

sidewalk at this point to
install new Tree Vault

TREE VAULT SECTION

Caution when excavating, 
road may have subdrain
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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Regent Avenue West Tree Vaults
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BID OPPORTUNITY NO.

634-2013

NOTE 1:
  
CONTACT "CLICK BEFORE YOU DIG MANITOBA" AT

http://clickbeforeyoudigmb.com/

THREE FULL WORKING DAYS

PRIOR TO CONSTRUCTION FOR LOCTAION OF EXISTING WATER, WASTEWATER AND LAND DRAINAGE UTILITIES

A MINIMUM CLEARANCE OF 1.0 METER 
MUST BE PROVIDED BETWEEN THE 
UNDERSIDE OF ANY EXISTING WATERMAIN 
OR SEWERMAIN AND THE TOP OF THE 
PROPOSED WORKS.  THIS INSTALLATION 
BY TRENCHLESS METHOD ONLY.

A MINIMUM CLEARANCE OF 0.5 
METERS MUST BE PROVIDED 
BETWEEN THE UNDERSIDE OF 
THE PROPOSED WORKS AND THE 
TOP OF ANY EXISTING 
WATERMAIN OR SEWERMAIN.

Existing Watermain or 
Sewermain

1 M min.

Proposed Works
Existing Watermain or 
Sewermain

0.5 M min.

Proposed Works

A MINIMUM LATERAL CLEARANCE OF 
2.0 METERS MUST BE PROVIDED 
BETWEEN ANY EXISTING WATERMAIN 
OR SEWERMAIN PIPE AND THE 
PROPOSED WORKS

Proposed Works
2.0 M min.

Existing
Watermain or

Sewermain

NOTE 2:

A SHAFT MUST BE EXCAVATED BY SOFT DIG METHODS 4.0 M FROM THE CENTERLINE OF THE EXISTING WATERMAIN OR 
SEWERMAIN PIPE TO CONFIRM THE ALIGNMENT AND ELEVATION OF THE DRILING ROD BEFORE IT CROSSES OVER OR 
UNDER THE EXISTING WATERMAIN OR SEWERMAIN PIPE.  THIS CONFIRMATION MUST BE WITNESSED BY A CITY 
REPRESENTATIVE.
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