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OLD SURPLUS SAND SAFETY SURFACING TO BE REMOVED TO  200 MM 
DEPTH, AND A NEW 125 MM DEPTH/LAYER OF CLAY INSTALLED AND THEN 
COVERED WITH 75 MM DEPTH OF TOPSOIL AND SOD.  SLOPE NEW SOD 
UP TO TIMBERS AT MAXIMUM 

CONCEPTUAL LOCATION OF NEW 4 SEAT 
SWING - 2 BUCKET AND 2 BELT SEATS

R 7.
6

EXISTING POOL DRAIN TO BE 
RETAINED AS DRAINAGE FOR NEW 
SAFETY SURFACING.  LAYER A 1 
METRE X 1 METRE OF FILTER 
FABRIC OVER DRAIN

INGROUND MOUNT NEW 
BENCH. CONTRACTOR TO 
INSTALL ONLY, CITY TO 
SUPPLY

SHADED AREA INDICATES LOCATION OF 
NEW ENGINEERED SAFETY SURFACING 
AND PLAY STRUCTURE

EDGE OF EXISTING 
CONCRETE APRON

2

L3

WHEELCHAIR 
SPACE

BROKEN LINE INDICATES BOTTOM OF SLOPE.  INSTALL NEW SWING AT HIGH 
ENOUGH ELEVATION TO ALLOW  MULTI-FLOW DRAINAGE LINE TO GRAVITY 
FLOW TO  END OUTLET EMITTER.  SEE SCD-650 AND SCD-651AR.  MIN 1% - 
MAXIMUM 10% SLOPE ON SOD.

CONCEPTUAL TIMBER 
EDGE LOCATION TO SUIT 
SAFETY REQUIREMENTS 
OF CONTRACTOR SWING

MIN. 1%
MAX. 10%

LOCATE SWING AS FAR EAST AS POSSIBLE WITHIN 
LIMIT OF AREA WHERE SOD IS TO BE RESTORED.

NEW ENGINEERED WOOD 
SAFETY SURFACING

1.8

CONTRACTOR TO INSTALL NEW  1.8 METRE WIDE 
GRANULAR  WALKWAY TO NEW SWING AREA.  
WALKWAY TO BE RAMPED UP TO TOP TOFNEW TIMBER 
EDGE.  MAXIMUM 5% SLOPE (1:20) ON WALKWAY.   
CONSTRUCT WALKWAY TO SCD645.  LOCATION AND 
SHAPE SHOWN IS CONCEPTUAL - CONTRACTOR TO 
DESIGN TO SUIT SWING LOCATION.

SUGGESTED 
UNDERGROUND DRAINAGE 
LINE EMITTER LOCATION
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