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 © David Wagner Associates Inc. All rights reserved. All drawings are conceptual in nature. It is to be clearly 
understood that the author, in producing said drawings, shall not be liable for any and all loss, damage or injury that 
may result from the drawings themselves, or from the construction work produced from this plan, or from any claims 
that may result subsequent to the project being constructed and use commencing on the site, whether such claims 
are brought by persons using the site, or by the owners or others of neighbouring properties.

Should any claim be made directly against the author as a result  of the drawings themselves, or as a result of the 
way in which the project is constructed in accordance with those drawings, or as a result of any loss, injury or 
damage that may be caused either on the site or outside the boundaries of the property or persons, the author is to 
be indemnified by the Owners in full, including the costs of defending any actions brought against the author, or the 
costs of paying any settlement entered into by the author, or settling any judgments made against the author.

No reproductions may be made without the permission of the Landscape Architect and when made, must bare his / 
her name. Any and all designs herein are the ® property of the Landscape Architect. If stamped and dated, the 
designs herein are licenced for construction, once only.  All prints to be returned to the Landscape Architect on 
request.

This drawing shall not be used for building purposes until countersigned by the
Landscape Architect.

The contractor shall check all dimensions and other data on site and report any discrepancies to the Landscape 
Architect.

Figured dimensions to be taken in preference to scaled dimensions.

If in doubt please ask.

DETAILS

CENTRAL CC / FREIGHT HOUSE
HOCKEY RINK & SPORT COURTS

200 ISABEL STREET
WINNIPEG
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AS SHOWN

Location of underground structures as shown are based 
on the best information available but no guarantee is 
given that all existing utilities are shown or that the 
given locations are exact.  Confirmation of existence and 
exact location of all services must be obtained from the 
individual utilities before proceeding with construction.
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Ensure Line Painting Layout
Fits With Basketball Goals

Dimensions are in millimetres unless noted.

BASKETBALL LINE PAINTING LAYOUT
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Finished Asphalt Surface

"Sonotube" Wrapped with
2 Layers of 4mil Poly Upper
2.3M of Footing

400mm dia. Concrete Pile

10M Rings @ 300mm O.C.

4-20M Vertical Cont.

400 

6 M Deep Concrete Pile
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Douglas Goose Neck
Heavy Duty Basketball System
141mm O.D.(5 9/16") Pole
1828mm (72") Overhang

1.6 M  Min.

Inside of Hockey Rink Boards
To Centre of Basketball Goal

Hockey Rink Boards

BASKETBALL GOALS 
NTS
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DATE:

DIMENSIONS SHOWN ARE IN MILLIMETRES UNLESS OTHERWISE SPECIFIED

SCALE:

The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 

Drawing Title: Drawing No:
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PARKWAY PATH
ASPHALT

SCD-648

January 12, 2012
N.T.S.
SP

3000 mm (10') MIN.

OR AS SPECIFIED ON THE DRAWINGS 

Ex. Sod
Ex. Sod

75 mm75 mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

NON-WOVEN GEOTEXTILE FABRIC TO BE PLACED 
BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

75 mm (3") ASPHALT TYPE AS SPECIFIED

(3")(3")

TURF REPAIRS
(AS SPECIFIED)

General Notes
1. Asphalt Concrete Pavement Works 

as per CW 3410 
2. Sub-Grade, Sub Base & Base 

Coarse Construction as per CW 3110
3. Topsoil & Seed as per CW3520 and 

CW 3540
4. Topsoil & Sod as per CW 3510 and 

CW 3540

Slope Slope

Type II Asphaltic Pavement to CW 3410

Compacted Crushed 20mm Down
Limestone Base Course to CW 3110

Compacted Crushed 50mm Down
Limestone Sub-Base Course to CW 3110

Non-Woven Geotextile to CW 3130

75mm
150mm

300mm

Compacted Sub-grade

Base and Sub-Base to Follow 
Same Slopes as Finished Grade

ASPHALT AND BASE FOR HOCKEY RINK
NTS
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GAMES TABLES
NTS
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Rock Edge: Rectangular Limestone Blocks 
(Mariash Quarry, Stonewall)
Vary Sizes From 600 x 600 x 600 
To 600 x 600 x 1500mm  
Bury 1/4 of Boulder min.
Form Edge Along Asphalt 

Asphalt

Granular Base Material
As Required to Level Rocks
And to Create Bed

1.0M
Turf

ROCK EDGING
NTS
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