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ASSINIBOINE RIVER FLOW

EXISTING CONCRETE BRIDGE PIER

BROKEN LINE INDICATES 
OUTLINE OF OVERHEAD METAL 
ROOF CANOPY. REPAIRS 
REQUIRED TO WEST END

GRAVEL WALKWAY

CANOPY POST 
LOCATIONS

HEAVY BROKEN LINE INDICATES LOCATION OF NEW 
WOOD RETAINING WALL TO REPLACE EXISTING.
SEE DTL. 5-L2

REPLACE 6 DAMAGE ROOF PANELS WITH 
NEW PANELS TO MATCH EXISTING

RIDGE LINE

CN BRIDGE CANOPY PLAN VIEW
Scale: 1:200
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EXISTING BENT OVERHEAD HORIZONTAL 
STEEL BEAM TO BE REPLACED
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SEE PHOTO 
DETAIL 3-L2

SEE PHOTO 
DETAIL 4-L2

EXISTING TIMBER PLANK WALL PHOTO
Scale: 1:200
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EXISTING TIMBER PLANK 
TO BE REMOVED, AND 
REPLACED WITH NEW 
TIMBER WALL

EXISTING WEST ELEVATION OF METAL CANOPY
Scale: 1:200
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6 DAMAGED METAL ROOF 
PANELS TO BE REMOVED

DAMAGED SECTION OF 
HORIZONTAL METAL BEAM TO 
BE REPLACED

TIMBER RETAINING WALL TO 
BE REPLACED

6 EXISTING METAL ROOF PANELS WHICH ARE DAMAGED 
ARE TO BE REPLACED WITH PANELS TO MATCH EXISTING.

SHADED AREA INDICATES EXISTING 100 HSS BEAM 
WHICH IS BENT.  TEMPORARY SUPPORT STRUCTURE, 
SAWCUT DAMAGED SECTION OF BEAM OUT, 
INSTALL NEW BEAM TO MATCH EXISTING, AND 
CONTIUNOUSLY WELD TO EXISTING.  GRIND WELD 
SMOOTH.  FINISH WITH ONE COAT OF PRIMER AND 
TWO COATS OF PAINT.  PAINT ALL EXISTING STEEL 
FRAMING CONNECTED TO THE THIS BEAM IE: POSTS, 
RAFTER, CIRCULAR METAL FEATURE.  PAINT 
COLOUR TO MATCH EXISTING.

FINISH GRADE OF GRAVEL WALKWAY

EXISTING LIMESTONE BLOCKS

EXISTING CONCRETE SUPPORT COLUMN BASE

STEEL POSTS

NEW WOOD RETAINING 
WALL TO REPLACE EXISTING 
WALL.  SEE DTL. 5-L2

STEEL RAFTERS

CIRCULAR METAL 
DECORATIVE FEATURE

SIDE OF CONCRETE 
BRIDGE PIER

WEST ELEVATION OF OVERHEAD METAL CANOPY
Scale: 1:50
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3 LAYERS OF P.T. GREEN 150 x 150 MM TIMBERS.  INSTALL 
NAIL TOGETHER WITH 250 MM LONG SPIKES @ 1 METRE 
O.C.  STAGGER JOINTS MIN. 1.8 METRES.  USE 4.88 FULL 
LENGHT TIMBER ONLY.  SET BOTTOM TIMBER 100 MM 
BELOW TOP OF LIMESTONE BLOCK.  BOTTOM TIMBER IS 
TO BE BOLTED TO EACH CONCRETE COLUMN WITH 250 
MM LONG, 9 MM DIA. RUSTPROOF WEDGE ANCHORS TO 
SECURE WALL FROM FLOATING IN FLOODS.

GRAVEL BACK FILL 

WEDGE ANCHOR

CONCRETE BASE

LIMESTONE BLOCK BASE

WOOD RETAINING WALL SECTION
Scale: 1:20
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