
HEAVY BLACK LINE INDICATES 
LIMIT OF WORK AREA

TWO ROWS OF MAGANESE 
IRONSPOT PAVERS - THIS EDGE

ONE ROW OF MAGANESE 
IRONSPOT PAVERS -  ALONG 
OUTSIDE EDGE

INSTALL 90 x 190 LIMESTONE 
PAVERS IN CENTRE AREA TO 
GRID PATTERN TO MATCH 
EXISTING

EXISTING PHOTO - LOOKING SOUTH
Scale: 1:200
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HEAVY BLACK LINE 
INDICATES LIMIT OF 
WORK AREA

EXISTING PHOTO - LOOKING EAST
Scale: 1:200
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HEAVY BLACK LINE INDICATES LIMIT OF 
WORK AREA.  REPLACE 6 - 190 x 395 x 58 
mm THICK LIMESTONE PAVERS.

EXISTING PHOTO - LOOKING SOUTH
Scale: 1:200
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ASSINIBOINE RIVER

WORK AREA
DETAIL 2, 3, 4-L6

WORK AREA LOCATION
Scale: 1:500
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WORK AREA
DETAIL 5-L6

PAVING LAYOUT PLAN
Scale: 1:50
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2000

EXISTING CONCRETE WALL

EXISTING HIGH LIMESTONE 
BLOCK CURB

 EXISTING CONCRETE LIGHT 
STANDARD BASE

EXISTING DRAIN

SHADED AREA INDICATES NEW LIMESTONE 
PAVERS, 190 x 190 x 58 MM THICKNESS.  SET NEW 
PAVERS ON 6 MM DIA. CRUSHED LIMESTONE DOWN 
LEVELLING BED. CUT EDGES TO MEET TIGHT TO 
ADJACENT PAVERS.
TOTAL 92 PAVERS

CLEAN OFF EXISTING MAGANESE 
PAVERS AND RELEVEL AROUND 
EAST, SOUTH, AND SOUTHWEST 
SIDE OF LIMESTONE PAVERS

INDICATES EXISTING 
MAGANESE IRONSPOT 
PAVERS AND PATTERN
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