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GRAVEL RIVERWALKWAY TO BE PROTECTED
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GRAVEL WALKWAY TO REMAIN

SEE DTL. 3, 4 - L8 FOR 
RELOCATED STEPS

4
L8

INDICATES EXISTING GRADE 
ELEVATION IN METRES AND 
HUNDREDS OF A METRE.  FOR 
GEODETIC GRADES ADD 200.00 METRES

SEE PHOTO 
DETAIL 6-L8

SEE PHOTO 
DETAIL 5-L8

RELOCATED LIMESTONE BLOCKS

100

TOP OF STAGE
ELEV. 225. 28

BURY STAGE STEPS
ADD CLAY FILL TO BURY 
LOWER PLATFORM AND WALLS

BURY LIMESTONE WALLS

UPPER GRAVEL WALK, 
ELEV. 227.50

INSTALL 100 MM DEPTH OF 
TOPSOIL AND NEW SOD.  

GRADE TO STRAIGHT SLOPE FROM TOP OF 
WALKWAY EDGE TO TOP OF CONCRETE STAGE.  
TYPICAL ALL SIDE OF AMPHITHEATRE.

+_ 14 % SLOPE

HEAVY LINE INDICATES 
EXISTING GRADE PROFILE

AMPHITHEATRE SECTION "A"
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EXISTING PHOTO - NEW STEP AREA
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UPPER WALKWAY AND LIMIT OF 
GRADING/SODDING

SLOPE DOWN TO STAGE

EXISTING STAGE 
EDGE/BOTTOM OF NEW SLOPE
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UPPER LIMESTONE BLOCK WALL

BROKEN LINE INDICATES LOWER 
LIMESTONE WALL BELOW NEW STEPS

LOWER LIMESTONE BLOCK WALL

CONCRETE 
COLUMN

EDGE OF 
CONC.STAGE

RELOCATED SALVAGED 
LIMESTONE BLOCKS.  STAGGER 
JOINTS MIN. 600 MM

RELOCATED LIMESTONE STEP PLAN
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LIMESTONE BLOCK 
WALLS BEYOND

SALVAGED 
LIMESTONE STEPS

EXISTING 
GRADE

NEW TOP OF STEP 
AND SOD GRADE

STEPS TO BE INSTALLED 
OVER TOP OF COMPACTED 
19 MM CRUSHED LIMESTONE 
DOWN

COMPACTED CLAY FILL
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