
AMUR CHERRY
REFER TO TREE PLANTING DETAIL

SAVIN JUNIPER

PARK SIGNAGE

BENCHES
REFER TO CITY OF WINNIPEG BENCH DETAIL

FUTURE  MANHOLE
EXISTING TREES TYP

EXISTING BENCHES

NEW GATE CHAMBER
REFER TO ENGINEER DRAWINGS

GRASSPAVE SYSTEM
REFER TO ENGINEER
DRAWINGS

GRAVEL PATH 2M TYP

REMAINING AREAS SOD

EXISTING GRAVEL
PATH

EXISTING LIGHTPOLEPLANTER TO BE INSTALLED IN
JUNE ONCE FROST IS OUT OF
GROUND AND  SETTLEMENT HAS
TAKEN PLACE

BUTT PLANTER UP TO
GATE CHAMBER [NOT
TO BE DOWELLED]

50 MM SQUARE TUBING

POURED IN PLACE CONCRETE BASE
FINISH GRADING

ARM REST

NOTES:

REFER TO THE CITY OF WINNIPEG
SPECIFICATIONS FOR TACHE BENCH WOOD
WITH ARMS (SCD-120A)

STRUCTURAL CONCRETE POURED ON SITE

50 MM GRAVEL SURFACE

COMPACTED SUBGRADE

150 MM BASE COURSE

TOPSOIL

SOD AND TOPSOIL

10M @ 450
4 - 10M

NOTES:

1. LAYOUT OF PLANT MATERIAL TO BE
APPROVED BY L.A. PRIOR TO INSTALLATION.

2. CONTRACTOR TO ENSURE 'T'-BARS DO NOT
PENETRATE ROOT BALL.

3. SECURE 'T'-BARS TO TREE @ APPROX. 2/3
TOTAL TREE HEIGHT ABOVE FIN. GRADE.

4. STAKES & TIES TO BE REMOVED BY
CONTRACTOR AT END OF MAINTENANCE
PERIOD AND UPON ACCEPTANCE BY L.A.

DECIDUOUS TREE

TREE GUARD: 100mm DIA. x 600mm LENGTH
WEEPING TILE MATERIAL SLICED AND
WRAPPED AROUND BASE OF TREE

BERM FORMING WATER DISH USING SOIL AROUND THE
OUTSIDE EDGE OF ROOTBALL

CONDITIONS VARY or  EXISTING FINISHED GRADE

TAMPED TOPSOIL MIX TO MEET
SPECIFICATIONS

UNDISTURBED SUBGRADE

TREE SET PLUMB

100mm DEPTH WOOD CHIP MULCH. MULCH MUST NOT
CONTACT TREE TRUNK

PIT TO BE DUG WITH
BACKHOE NOT TREE
SPADE

SCARIFY SIDES OF TREE PIT TO THE DEPTH OF ONE
SHOVEL BLADE

CUT AND REMOVE BURLAP FROM THE TOP 1/3 OF
ROOTBALL.  REMOVE ALL TWINE

METAL "T" STAKE ON ONE OR TWO SIDES AND GUYING
STRAP (WHERE REQUIRED, ADJUST LOCATION WITH
PREVAILING WINDS)

SHEET FRAME BOLTED TO
I-BEAM POSTS

4'X8' PERFORATED STEEL
SHEET WITH 50/50
PERFORATION PATTERN

STEEL I-BEAM POST

FOOTING TO BE DETERMINED
BY ENGINEER

PLANTING BED FLUSH WITH
SIGN FOOTING

PLAN VIEW

METRIC

ELEVATION ELEVATION


