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0 2 4 6 8 10 m

New Asphalt 
Surface

New Line
Painting

New Basketball
Backstop

New 1.2 m ht
Chain link fence

New Skate Spot
Concrete Surfacing

c.w. thickened edge

Custom Skate
Feature

Bank & Ledge
Skate feature

Mini Taco skate
feature

New Benches (3 Total). Provide new concrete pad 10 cm thick, extending 15 
cm on either side of the bench and 45 cm in front of the bench.  Bench is to be 
surface mounted onto pad so that the back of the bench is even with the back 
of the pad.

New Bike Rack

Existing Wading Pool

School Property

Skate Spot

Half Court 
Basketball

Existing Light

Existing Hydro Pole

New planting bed (around existing tree).  
Remove asphalt, excavate max 12 cm below 
top of new asphalt. Install 10 cm deep local 
wood chip mulch over non woven landscape 
fabric.  Ensure top of local wood chip min. 1 
cm below asphalt.

Existing Asphalt Parking lot to be 
retained

New Mani Pad
Skate Feature

New Topsoil and
sod

New Topsoil and sod

Protect trees during construction.  Do not 
excavate in bed location beyond that required 
to install fabric and mulch. Do not pave over 
bed location.  Strap trees to provide trunk 
protection.

Provide trunk protection during construction

New Waste Recepticle

Existing Precast Curb stop

Existing Precast Curb stop

New 2.4 m ht
Chain link fence

Existing Overhead
Electrical

ON THE OUTSIDE..  IF IN DOUBT CONFIRM
WITU CONTRACT ADMIN. PRIOR TO INSTALLATION

FABRIC SHALL BE INSTALLED

HARDWARE SHALL BE GALVANIZED.
ALL WIRE FABRIC AND FENCE
NOTE:
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1.2 m ht. Chain Link Fence
Scale: 1:20

 
 

Post Cap

Post Band

Tension Bar 
5x19 mm.

Rail End

43 mm O.D. Gal.
Pipe Brace at all

corners, ends and
intersections.

6 ga. Bottom Tension Wire  Ties 
at max. 450mm o.c.

Top Rail 43 mm o.d. Gal. Pipe min. 
6700 mm in length

Top Rail Sleeve Coupling 9 ga. 50 mm x 50 mm
gal. steel diamond

pattern mesh

9 ga. alllum.
alloy tie 380

mm o.c. max.

Line Post 60.3
mm o.d. Galv.

Pipe

Posts to be placed by direct push

Fabric Clip 9 guage alum.
alloy 450 mm o.c.

Chain Link Fence
Scale: 1:20
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General Notes
1. All existing trees, sidewalks, curbs, catch 

basins, culverts, survey markers, to remain 
are to be protected during construction.  Any 
damage to them is to be made good by the 
Contractor. Maintain positive drainage into all 
catch basins and curb inlets.

2. All work is to be warrented for a period of not 
less than 1 year.

3. Contractor is to limit operations to the area 
within the area of work shown on the drawing.  
Should areas outside of this limit be damaged 
during the course of construction, Contractor 
is to make good the damage at his own 
expense

4. Contractor is to obtain location of all utilities 
prior to construction. If using power 
equipment to excavate contractor must notify 
Hydro and Gas and telephone utilities and take 
steps to avoid damaging their installations.

5. All dimensions are in meters unless otherwise 
noted

6. Contractor to confirm all dimensions and 
report any discrepancies to Contract 
Administrator prior to construction.

7. Layout is to be approved by Contract 
Administrator prior to any construction or 
demolition/removals.

For Pre Bid Opp ReviewA 8/22/13

1. This drawing shall not be used for construction unless signed 
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be 
allowed without prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are 
the property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.

1. This drawing shall not be used for construction unless signed 
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be 
allowed without prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are 
the property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.
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Eldon Ross & Pacific Dee
Skate Spot and Basketball Half Court
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