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WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO
BE USED FOR EXCAVATION ON THIS PROJECT
THE CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE
PROPOSED LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO
GAS COMPANY INSTALLATIONS SEE
PROVINCIAL REGULATION 210/72 FOR
DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

4. A MINIMUM VERTICAL SEPARATION OF 300 mm
FROM GAS MAINS AND 100 mm FROM GAS
SERVICE MUST BE MAINTAINED BETWEEN
ANY MANITOBA HYDRO FACILITY AND ANY
NEW INSTALLATIONS.

5. A MINIMUM 900 mm OF COVER SHALL BE
MAINTAINED IN ALL AREAS WHERE
EQUIPMENT WILL BE CROSSING, TRAVELING
OR COMPACTING OVER THE HIGH PRESSURE
GAS MAINS.

6. IF EQUIPMENT MUST CROSS, TRAVEL, OR
COMPACT OVER THE GAS MAIN WITH LESS
THAN THE MINIMUM DEPTH COVER, EARTH
BRIDGING OR STEEL PLATES SHALL BE
PLACED OVER THE MAIN AND EXTEND A
MINIMUM OF 1.0 METRE ON EITHER SIDE AT
EACH CROSSING LOCATION.
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CONTROL LINE GEOMETRY - FALCON RIVER DIVERSION

C2

P.I.
T.C.
C.T.
T.C.
C.T.
P.I.

0+865.290
0+924.290

0+980
1+064.195
1+173.365
1+290.474

5501648.050
5501695.846
5501729.813
5501761.607
5501793.434
5501817.305

774578.062
774612.653
774655.901
774733.862
774838.132
774952.783

600
10°25'30"
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109.170
109.020

100
31°55'11"

28.599
55.710
54.993
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