
TENNIS NETS POSTS AND
PILES TO REMAIN

PRE EXISTING BASEMENT
FOUNDATION TO BE
REMOVED TO A DEPTH OF
0.9M

EXISTING BENCH TO BE
REMOVED AND
LEGALLY DISPOSED

ASPHALT TO BE SAW CUT AND
ASPHALT, BASE AND SUB BASE  TO
BE EXCAVATED TO A DEPTH OF
0.53M (520 SQ. M (+/-)

 REMOVALS

EXISTING BENCH TO BE
REMOVED AND
LEGALLY DISPOSED

6.6M +/-

ACCESS TO SITE
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DETAIL B

PLEXIPAVE SURFACING AND LINES 

PLEXI COLOR LINE PAINT

FORTIFIED PLEXIPAVE

ACRYLIC RESURFACER

ASPHALT PAVEMENT

75 mm ASPHALT

TYPE 1A

150 mm CRUSHED LIMESTONE

BASE COARSE (20mm DOWN)

300 mm CRUSHED LIMESTONE

SUB-BASE (50 mm DOWN)

COMPACTED SUB-GRADE

GEOTEXTILE FABRIC

DETAIL  A

ASPHALT PAVEMENT (TYPICAL)

N.T.S.
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NEW TENNIS NETS TO BE
 SUPPLIED AND INSTALLED

 

WASTE RECEPTACLE
TO BE SUPPLIED AND
 INSTALLED AS PER

  

  SCD-119

TACHE COMPOSITE BENCH
TO BE SUPPLIED AND
INSTALLED AS PER SCD-121

TACHE COMPOSITE BENCH
TO BE SUPPLIED AND
INSTALLED AS PER SCD-121

AND POSTS TO BE ADJUSTED

INSTALLATIONS
AND TENNIS 
COURT DIMENTIONS

ASSINIBOINE                        AVE

TO 43" ABOVE NEW COURT
SURFACE

McFADYEN TENNIS COURTS

ASSINIBOINE                        AVE
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AREA TO HAVE A LEVELING LAYER
OF ASPHALT PRIOR TO PLEXIPAVE
SURFACING (540 SQ. M.)

AREA TO BE
CONSTRUCTED AS PER
DETAIL A (520 SQ. M.)

TENNIS COURT SURFACE
PREPARATION
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10.3M +/-
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TENNIS NET POLES AND PILES
TO REMAIN AND POLES TO BE
ADJUSTED LATER

PLEXIPAVE TENNIS COURT SURFACING

 

 AT McFADYEN PLAYGROUND ( 422 ASSINIBOINE AVE.)
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TREE

250 WWS

300 LDS

150 WM

EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PROFILE PROPOSED

WATERMAIN

HYDRANT

VALVE

LAND DRAINAGE SEWER

WASTEWATER SEWER

MANHOLE

CATCH BASIN

CURB INLET

ANODE

GAS

SL , HYDRO

MTS

SURVEY BAR

375 WWS

50 GAS

525 LDS

200 WM

200 WM

525 LDS
50 GAS

375 WWS

TOP OF ASPHALT

WASTEWATER SEWER

LAND DRAINAGE SEWER

VALVE

HYDRANT

WATERMAIN
150 WM

300 LDS

250 WWS

X

X

X

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN

THAT ALL EXISTING UTILITIES ARE SHOWN OR

THAT THE GIVEN LOCATIONS ARE EXACT.

CONFIRMATION OF EXISTENCE AND EXACT 

LOCATION OF ALL SERVICES MUST BE

OBTAINED FROM THE INDIVIDUAL UTILITIES

BEFORE PROCEEDING WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED

UNDERGROUND STRUCTURES

SUPV. U/G STRUCTURES

COMMITTEE

DATE

 TOP OF LIMESTONE BASE

TRAFFIC SIGNALS

COUPLER

REDUCER

00.000

00.000
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BASE, POLE & LUMINARE

BURIED LIGHT CABLE

 

 McFADYEN PLAYGROUND

 TENNIS COURT RESURFACING


