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EXISTING ROOF CONSTRUCTION

EXISTING +/- 6" CONCRETE 
FLOOR SLAB TO REMAIN

EXISTING CONCRETE 
GRADE BEAM

+/-5

122X8  CEDAR CLEAR CEDAR JOIST - REFER TO 
STRUCT. CONTRACTOR TO CO-ORDINATE 
INSTALL OF THE JOISTS ASSEMBLY WITH THE 
ERECTION OF STEEL.

3" x 5" X 1/4" GALVINISED PLATE WELDED
TO BEAM AT EVERY JOIST SUPPORT. PROVIDE

2 GALVINIZED BOLTS AND WASHERS
THROUGH PREDRILLED HOLE - TYP. PAINT

PILE BEYOND C/W 3/4" 
CHAMFER - REFER TO STRUCT. - 
TYP

GALV. BASE PLATE AND
ANCHOR BOLTS  - REFER TO

STRUCT. PAINT

GALV. COLUMN  - REFER TO
STRUCT. PAINT

2X6 CEDAR VERTICAL WOOD

GALV. COLUMN  BEYOND -
REFER TO STRUCT. PAINT

GALVINISED BEAM - REFER TO STRUCT. - TYP. 
PAINT

1/4" BENT ALUMINUM PLATE - REFER TO
SPEC AND TO A1.2 FOR LASER CUT/WATER

JET CUT PATTERN. PANEL TO BE POWDER
COATED ALL SIDES. REFER TO SPEC.
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2" X 4" SOLID CLEAR CEDAR , PROVIDE 1/8"
CHAMFER AT ALL EXPOSED EDGES.

PROVIDE GALVINISED PAINTED CARRIAGE
BOLT AND NUT TO MATCH EXISTING.

COUNTERSINK TO MATCH EXISTING

PROVIDE NEW BLOCKING AND PLYWOOD SOFFIT TO 
MATCH EXISTING COMPLETE WITH VENT STRIP TO MATCH 
EXISTING. PAINT

DEMOLISH EXISTING
MASONRY UNIT IN LOCATION

OF NEW CURTAINWALL
(NOTE: DEMOLISHED

MASONRY UNIT BELOW NOT
SHOWN)

DEMOLISH EXISTING MASONRY ANGLE (NOT SHOWN) IN LOCATION OF 
NEW CURTAINWALL SYSTEM

EXISTING MASONRY UNIT TO REMAIN. PAINT

NEW LLV ANGLES - REFER TO STRUCT. PAINT

T.O PILE CAP (TYP)

U/S BEAM
107'-0"

U/S BEAM
VARIES

6"

2X4 CEDAR CLEAR WOOD BLOCKING BEYOND 
- TYP. TO BE FASTENED TO JOISTS WITH 
STAINLESS STEEL SCREWS

2X4 CEDAR WOOD 
BLOCKING BEYOND - TYP.

2X8  CEDAR WOOD JOIST - REFER TO 
STRUCT. CONTRACTOR TO CO-ORDINATE 
INSTALL OF THE JOISTS ASSEMBLY WITH THE 
ERECTION OF STEEL.
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2" X 6" SOLID CEDAR , PROVIDE 1/8"
CHAMFER AT ALL EXPOSED EDGES. GALVINISED HSS - 

REFER TO STRUCT. 
PAINT

GALVINISED HSS OUTRIGGER SPACED 4'-0"
O.C. - REFER TO STRUCT. PAINT FINISH

EXISTING +/- 6" 
CONCRETE FLOOR 
SLAB TO REMAIN

C.L. HORIZONTAL MULLION
C.L. SMOOTH FACE MASONRY

T.O EXSITING FLOOR
100'-0"

CONTRACTOR TO ENSURE FASICA IS MAINTAINED DURING 
CONSTRUCTION

1/4" BENT ALUMINUM PLATE - REFER TO 
SPEC AND TO A1.2 FOR LASER CUT/WATER 
JET CUT PATTERN. PANEL TO BE POWDER 
COATED ALL SIDES. REFER TO SPEC.

EXISTING 
CONCRETE 
GRADE BEAM

NEW PREFINISHED
METAL FLASHING

PROVIDE GALVINISED PAINTED CARRIAGE 
BOLT AND NUT TO SUIT WIDTH AT 2'-0" O.C.

PROVIDE GALVINISED CARRIAGE BOLT AND 
NUT TO SUIT WIDTH AT 2'-0" O.C.

LINE OF ALUMINUM PLATE BEYOND CEDAR

1'-0" 1'-0"

BASE PRICE: EXISTING ASPHALT TO REMAIN
SEPARATE PRICE: NEW ASPHALT - TIE INTO

EXISTING ASPHALT C/W GRADE PREPARTAION.
REGRADE AS REQUIRED. REFER TO CITY OF

WINNIPEG SPEC. CW3410-R10 AND
CW3110-R18 AND SPEC.

NEW ASPHALTEXSITING ASPHALT

TIE NEW ASPHALT INTO
EXISTING

2'-0" FROM LINE OF PILES - TYP.

NEW ABUSE RESISTANT 5/8" GWB - PAINT

BASE PRICE: EXISTING ASPHALT TO REMAIN
SEPARATE PRICE: NEW ASPHALT - TIE INTO

EXISTING ASPHALT C/W GRADE PREPARTAION.
REGRADE AS REQUIRED. REFER TO CITY OF

WINNIPEG SPEC. CW3410-R10 AND
CW3110-R18 AND SPEC.

EXISTING WOOD PLATE TO REMAIN. PAINT
INTERIOR EXPOSED SURFACE

J- TRIM. TYP.

NEW 3/4" GOOD ONE SIDE DOUGLAS FIR 
PLYWOOD AT CUT EDGE OF MASONRY - 
TYP. PROVIDE CLEAR COAT
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3" x 5" X 1/4" GALVINISED PLATE WELDED 
TO BEAM AT EVERY JOIST SUPPORT. PROVIDE 
2 GALVINIZED BOLTS AND WASHERS 
THROUGH PREDRILLED HOLE - TYP. PAINT

CONFIRM DIMENSION WITH CONTRACT ADMINISTRATOR PRIOR TO COMMENCEMENT OF WORK
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12
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VARIES

1/4" BENT ALUMINUM PLATE - REFER TO 
SPEC AND TO A1.2 FOR LASER CUT/WATER 
JET CUT PATTERN. PANEL TO BE POWDER 
COATED ALL SIDES. REFER TO SPEC.

REFER TO ELEVATIONS (EAST AND 
WEST) FOR WINDOW HEAD CONSITION 
AT THESE LOCATIONS

2'-0"

1/
2"

PARTIAL SECTION DETAIL

REFER TO SPEC. SECTION 01 23 10 
FOR SEPARATE PRICES

BASE BID: DEMOLISH EXISTING ASPHALT AND
PROVIDE NEW ASPHALT AT NEW DOOR TO

PROVIDE FLUSH TRANSITION TO FLOOR.
SLOPE ASPHALT TO SUIT GRADING.

LOCATION OF NEW POTLIGHT SHOWN
DOTTED - REFER TO ELECT.

PROVIDE GALVINISED 1/4" PLATE FULL 
LENGTH OF BEAM THIS LOCATION. 
PROVIDE WELD TO BEAM

EXISTING ASPHALT
PAVING BELOW

BLOCKING AS REQUIRED

EXISTING WALL CONSTRUCTION TO 
REMAIN

PROVIDE WOOD BLOCKING AS REQUIRED

TIE EXISTING VAPOUR BARRIER WITH NEW

RELOCATED HEATER BELOW

FOAM ROD AND CAULK

GALVINISED STEEL PLATE WELDED TO HSS -
REFER TO STRUCTURE - TYP. PAINT FINISH

2X6 CLEAR,SOLID CEDAR. ALIGN WITH
CANOPY JOISTS

GALV. HSS COLUMN - REFER 
TO STRUCT. PAINT FIN.

2" X 4" SOLID CLEAR CEDAR , PROVIDE 1/8"
CHAMFER AT ALL EXPOSED EDGES. PROVIDE

CLEAR COAT FINISH TO MATCH EXISTING

PROVIDE GALVINISED PAINTED CARRIAGE
BOLT AND NUT - TYP.

2"X6"" SOLID CLEAR CEDAR , PROVIDE 1/8" 
CHAMFER AT ALL EXPOSED EDGES. 

GALVINISED HSS OUTRIGGER @
4-0" O.C. - REFER TO STRUCT.

PAINT FIN.

GALV. BASEPLATE AND 
ANCHOR BOLTS - REFER TO 
STRUCT. PAINT FIN.

PILE BEYOND - REFER TO 
STRUCT. - TYP. CHAMFER EDGE 
3/4" - TYP.

EDGE OF CANOPY ABOVE

LINE OF CONCRETE GRADE
BEAM BELOW (SHOWN

DOTTED)

PREFINISHED METAL
FLASHING

LOCATION OF DEMOLISHED MASONRY, 
INSULATION AND VENEER MASONRY (SHOWN 
FOR REFERENCE ONLY)

NEW VAPOUR BARRIER. LAP AND SEAL TO 
EXISTING VAPOUR BARRIER

NEW MASONRY BLOCK TO MATCH EXISTING

NEW ALUMINUM DOOR - REFER TO SPEC.

LINE OF THRESHOLD BELOW

EXISTING WALL CONSTRUCTION TO REMAIN

RELOCATED FIR ALARM PANEL - REFER
TO ELECT.

EXIST ELECTRICAL SERVICE TO REMAIN - REFER TO ELECT.

EXISTING ELECTRICAL 
HEATER AND METAL 
COVERING TO REMAIN. 
CLEAN - TYP.

2" X 4" P.T. SUPPORTS - REFER TO
STRUCT.

NEW LINTEL ABOVE - REFER TO STRUCT.
EXISTING ELECTRICAL LINE RUNNING

INTO BUILDING

ALL WIRING RUNNING ALONG WALL TO BE RELOCATED TO
UNDERSIDE OF CEILING. EXTEND AS REQUIRED. REFER TO ELECT.

PROVIDE NEW  FULL HEIGHT 1/4" STEEL
PLATE TO MATCH LINTEL ABOVE.

TYPICAL BOTH SIDES OF NEW OPENING.
PAINT FINISH. PROVIDE SIMILAR DETAIL
TO NEW OPENING ON WEST AND EAST

FACADE

NEW WOOD BLOCKING
FOAM ROD AND CAULK - TYP.

NEW ASPHALT AND
COMPACTED SUB-BASE -

REFER TO SPEC.

GALVINISED HSS OUTRIGGER @ 4'-0" O.C. -
REFER TO STRUCT. PAINT FIN.

1/4" BENT ALUMINUM PLATE - REFER TO 
SPEC AND TO A1.2 FOR LASER CUT/WATER 
JET CUT PATTERN. PANEL TO BE POWDER 
COATED ALL SIDES. REFER TO SPEC.
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REFER TO SPEC. SECTION 01 23 10 
FOR SEPARATE PRICES

BASE BID: DEMOLISH EXISTING ASPHALT AND
PROVIDE NEW ASPHALT AT NEW DOOR TO

PROVIDE FLUSH TRANSITION TO FLOOR.
SLOPE ASPHALT TO SUIT GRADING.
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