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MATERIALS

COMPOSITE SLATS:
-  89mm x 89mm COMPOSITE 
   BOARDS
-  CEDAR TONE FINISH

METAL OPTIONS:

- BLACK POWDERCOATED - (Metal suitably cleaned to 
  remove any grease, wax etc. for proper paint bonding to 
  occur.  Base coat  Zinc rich primer.  Baked with a final 
  thickness of paint between 5  8 mil - Product # 52501071

- GALVANIZED - Product # 52501071GLV
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ARM REST

ARM REST x 2PLAN VIEW

12mm diam x 114mm 
SURFACE MOUNTED 
-CADMIUM PLATED 
CARRIAGE BOLTS C/W 
NYLON NUT & WASHER FOR 
EACH 89 x 89 UNIT (max. 2 
threads showing)

13mm STEEL PLATE

Anchor bench to 
concrete 
foundation using 
expansion bolts 
(not included)
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DO NOT SCALE DRAWING - PLOT MAY NOT BE AT 100%

Location of underground structures as shown are 
based on the best information available but no 
guarantee is given that all existing utilities are 
shown or that the given locations are exact.  
Confirmation of existence and exact location of all 
services must be obtained from the individual 
utilities before proceeding with construction.
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Existing Concrete Wading 
Pool Apron
600mm Long 15M Dowels 
300mm O.C.

Thickened Concrete Edge w/1 - 15M 
Extra Horizontal

150mm Reinforced Concrete Slab, 
Refer to 1/L-D1

12mm Expansion Joint c/w Exterior 
Grade Waterproof Sealant

Spray Basin to Existng Concrete Connection
Scale: 1:10
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1% Min.

250mm Granular Base Typ. Compacted 
to 100% Standard Proctor Density

Concrete Slab, Light Broom Finish

Max. Aggregate 19mm
Min. 32 MPa @ 28 Days
Exposure Class F1
Entrained Air 6-9%
Expoxy Coated Reinforcing Steel

Subgrade Typ. Compacted to 95% 
Standard Proctor Density
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15M Epoxy Coated Rebar N/S E/W 
@ 300mm O.C., 50mm Clear

Concrete Spray Basin
Scale: 1:10
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Chain Link Mesh

Notes:

Chain Link Fence, Galvanized Steel,
All Posts 89mm ø Installed by Drive Method,
Top & Bottom Rails 43mm ø, 9 Ga. Chain 
Link Mesh, C/W Tension Bars, Tension 
Bands & Fabric Ties.

50mm x 254mm Pressure Treated Rail
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2.4 O.C. Max.

Fence Section

Fence Plan

Rail Joint Detail

Chain Link Fence w/Wood Bumper Rail
Scale: 1:20
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Post Sleeve

165mm

Rails Secured to Post Sleeves w/ 4 - 5/16" 
Carriage Bolts & Washers

Post Sleeves Secured to Post w/ 2 - 1/4" 
Bolts & Lock Washers.

Pressure Treated Rail

Post Sleeve

200mm
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